
TMR MIXERS



Optional conveyors are configured to match the needs of your 
individual operations with a choice of either a Flip-Up or Dual 
configuration. For long life and dependable, each system 
is equipped with C188 chain, the heaviest cast chain in the 
industry. This chain is driven using a very powerful North 
American made hydraulic motor.

Flip-up conveyors are configured for either left or right hand 
delivery, allowing you to reach up and out to get the feed into 
bunks. Our Dual conveyor allows you the freedom of left or 
right delivery. Standard on our conveyors is a stainless steel 
pan which is also available in full stainless steel. We offer many 
available options to customize these conveyor systems to feed 
into a variety of bulks and feed alleys.

HURRICANE AUGER

The largest challenge facing a TMR mixer is the ability to process 
forages with a variety of supplements such as salts and fine minerals. 
This process can prove to be time consuming and costly. Our patented 
Hurricane auger has been designed to produce better mixes by allowing 
forages to circulate faster through the mix, resulting in quicker processing 
and mixing times. 

Penta Hurricane augers are equipped with patented cut outs that allow 
material to drop through the auger. The falling action compliments the 
regular motion of the ingredients being rotated throughout the tub. This 
combination of mixing actions has a proven effective in producing more 
consistent mix.

Cast Steel C188 Chain



Our tub is where all the pieces come together to process the perfect mix. The floor of the tub is 
subjected to high abrasion and heavy impacts. To make sure our mixers endure the long hours 
and extreme use, we construct the floor out of a solid piece of 3/4” high wear acid resistant 
steel. The angle and curve of the tub and baffles are designed to work with our Hurricane 
augers for the best mix and clean out. The tub ends are roll formed for a smooth, consistent 
curve that resists material build up and is incredibly strong. The ends are then robot welded 
for a consistent high strength bond to the sides. All the tubs can be ordered with a stainless 
steel liner that will provide on average, 2 times the life expectancy to mixers that operate in 
very wet feed conditions. Liners are installed 30” high to ensure maximum protection.

For the most efficient unloading and complete 
clean out, our front and rear material doors are 
very wide on all models.

MASSIVE

FEATURES

The option to order with 
3/8 AR200 or 1/4 AR200



Specifications Imperial Metric

Capacity 9” Rubber 630 cu ft 18 m3

Minimum Horsepower 125 HP -

Total Width 92 in 198 cm

Total Length 312 in 696 cm

Height to top of extension 110 in 251 cm

Height to top of steel 106 in 269 cm

Empty Weight 15,334 lbs 6,955 kg

Specifications Imperial Metric

Capacity 9” Rubber 440 cu ft 12 m3

Minimum Horsepower 85 HP -

Total Width 78 in 198 cm

Total Length 274 in 696 cm

Height to top of extension 99 in 251 cm

Height to top of steel 100 in 254 cm

Empty Weight 13,467 lbs 6,108 kg

Corner Door Unloading Height Imperial Metric

Without chute 30 in 76 cm

With chute 25 in 64 cm

Corner Door Unloading Height Imperial Metric

Without chute 26 in 66 cm

With chute 21 in 53 cm

Shown with Single Axel Option




