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Our company, activating in agricultural mechanization
field which has great importance for improvement of
agriculture in our country since 1959, manufactures Subsoiler,
Cultivator, Rotary Tiller, Pneumatic Seed Drill, Fertilizer
Spreader, Inter Row Rotary Cultivator, Flail mower and slasher,
Maize Chopper, Reaperbinder, Rotary  Mowers, Rotary
Windrowers, Tedder and Baler used in agricultural works such
as handling, fertilizing and harvesting starting from preparation
of soil at the pre-sowing period until plantation, in compliance
with the state of the art technology. Considering the
agricultural needs of our country, Minos agri Agricultural
Machinery has put the mixer feeders into service with the
quality, privilege, guarantee and assurance of Minos Agri, which
are designed to have strong and reliable structures, be easy
to use and eco-friendly machines. Our Company following the
global technological advancements is always beside farmers and
at the service of state agriculture with the quality machinery
conforming to standards and on-site application.

WWwWw.minosagri.com
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MINI ROTARY TILLERS
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ROTARY TILLER ]
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ROTARY TILLER WITH ROLLER
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HEAVY TYPE ROTARY TILLER
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HYDRAUI.IClFOI.DED HEAVY TYPE ROTARY TILLER
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MECHANICAL SIDE SHIFTING ROTARY TILLER
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HYDRAULIC SIDE SHIFTING ROTARY TILLER
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SIDE SHIFTING ROTARY TILLER WITH

HYDRAULIC SENSING DEVICES  #aUSuties
ELECTROMECHANICAL SIDE SHIFTING ROTARY TILLER
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POWER HARROW
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HYDRAULIC FOLDED POWER HARROW
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PNEUMATIC SEED DRILL
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DISK TYPE PNEUMATIC PRECISION PLANTER
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INTER ROW ROTARY CULTIVATOR
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TWIN DISC FERTILIZER SPREADER
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FLAIL MOWER _

LASDIRALUING

HYDRAULIC FOLDED FLAIL MOWER
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ROTARY SLASHER
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REAPER BINDER
LATDIBIN

BALLER
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MAIZE CHOPPER
LASDITANEIN
ROTARY DRUM MOWER
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ROTARY DISC MOWER
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TRIO SERIES DISIC MOWER
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ROTARY RAKE
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TWIN - ROTOR RAKE
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ROTARY TEDDER
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VERTICAL MIXER-FEEDER
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HORIZONTAL MIXER-FEEDER
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VIBRATIL\IG SUBSOILER .
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POST HOLE DIGGER
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CULTIVATOR WITH SPRING AND
CRUMBLER COMBINATION
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SUPER CULTIVATOR
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CULTIVATOR WITH SPIRAL SPRING
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SUBSOILER
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SUPER SUBSOILER
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INTER ROW SPRING CULTIVATOR
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DISC TILLER
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SUBSOILER AND
CRUMBLER COMBINATION
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It is @ multi-purposed soil tillage machine for low powered
farm and garden tractors. It is driven by the power-take-off
drive of the tractor and easily attached to the tractor by its
three-point hitch and used for preparing seedling-beds in low
scale orchards, greenhouses and vineyards and seed beds in
farms and for incorporating the organic materials into the soil
by means of milling. It shreds, mixes and swells the soil well
enough.It provides ENVIRONMENT-FRIENDLY solutions by
destroying the weeds mechanically with no necessity for a
chemical intervention. With the option of mechanic side sliding
and hydraulic side sliding it comes much closer to the depths
of vine stocks and trees and tills the soil. Thus it decreases the
workmanship of hoeing.

M MINI ROTARY TILLERS
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4+ T-HKMR
Hydraulic Side Shifting Rotary Tiller

w3eegalsnsuuadnwuulansednadusitudng

4+ T-SMR
Fixed Rotary Tiller

4+ T-MKMR
Mechanical Side Shifting Rotary Tiller

P309YAlInsILImEnLUUUTEIT w309YalInsTuIdnwUUNatnnIsuE Ui

TSMR 850 | TSMRMO0 | T-SMR1300 | TSMR1600 | TSMR1750 | T-SMR 1900

TECHNICAL SPECIFICATION / dafwuamamaiia | T-MKMR 850 | .MKMA 1100 -MKMR 1300 | T-MKMR 1600| T-MKMR 1750 | T-MKMAR 1900

T-HKMR 1300 | T-HKMR 1600 | T-HKMR 1750 | T-HKMR 1900
e o Fairdo 20208101 | 20208102 | 20208103 | 20208104 | 20208105 | 20208106
(Ordor numbor) (e 20209101 | 20209102 | 20209103 | 20200104 | 20209105 | 20209106

202101 202102 2021103 2021104

Working width (mm) A hdlumsvhoy () 800 1000 1200 1400 1600 1800
Working Depth Max. (mm) ﬂmﬁﬂgqqﬂumaﬁmu () 120
Overall Width (mm) ANuATNLAYTIM (1) 1010 1210 1410 1610 1810 2010
Overall Height (mm) Amglagmin (uat) 900 1000
Number of Flanges duady 4 5 6 7 8 9
Number of Blades Funuluila 24 30 36 42 48 54
Mochine Weight kg shwiniades (n) FRue TR | 210 230 245 260 315 345
Mochine Weight (ko) ﬁwwﬁmﬂ%m (An.) (T-HKMR) 330 345 400 430
PTO. Shaft Rotations (mox) (mind)  msvauiman Seusewndt (wi -1) 540
Required Tractor Power (HP) dssounsnir idaans (HP) 15 ‘ 15-20 ‘ 20-35 2530 | 3035 | 3540

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * isweanudslunmsidsuuaimsesnuuutermunuasauantilaglidouddlimsudimin
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Minos Agri Fixed Rotary Tiller is a secondary tillage tool used
in preparing seed-beds, stubble-ploughing in especially
farms, vineyards and gardens. It is also @ multi-purposed and
long lasting environment-friendly machine that helps with
the increase of the humus content of the soil by
incorporating the plant residues and organic fertilizer into
the soil and it does not make it a necessity to fight with the
chemical weeds. The fact that the motion coming from the
power-take-off shaft is transferred to the blades through the
gear system makes savings on power and fuel in proportion
to the chain system. The milling cutter blades shreds, mixes
and crumbles the soil by operating vertically on the surface
of the soil. It provides the water-air balance of the soil by
making it loose. Thanks to the protection cover made from
sheet iron, it makes it possible for the soil that springs to be
shredded and prevents it from harming the surroundings.
The machine shafts have a safety arrangement and they
prevent the tractor or the machine from being damaged in
the event that stones or roots get caught in them. With the
option of the variable-speed shaft and a 540 rpm, the
motion obtained from the power-take-off shaft makes it
possible through the detachable gears in the transmission to
use the rotational speed of the blades differently; in this
way, an effective shredding and mixing operation is
provided. The transmission is located in the middle. (There
are the alternatives such as Optional, semi-eccentric and
eccentric transmission for the easy-to-use usage in the
vineyards and gardens)

WWW.MINOSQQ(.com
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* Changeable speed
= gearbox is optional and
can be inquired with
code number T-DDSR.
4+ Optional spring cover . :
* napaasuiesanusad

+ thesauause iugunsoliay

ugUnsaliaiy wasldfuiu
T-DDSR winifu

CHANGEABLE SPEED GEARBOX
wWaguaMasuies
Rotation Gears Number of
o« blade rotation (rpm)
NYINYU Fruunismludla
(SoUmaWIN)
f n’ AN % AN
#2540
15-20 165
17-18 208
18-17 235
20-15 295

TECHNICAL SPECIFICATIO  Saurnana® | oo | 1600 | 150 | 200 | 2400 | 2500 | 1600 650 | 200 | 2400 | 2500
Machine code (Order number) e (Lamﬁ'[:uﬁ&) 20202107 | 20202213| 20202323|20202429| 20202516| 20202601 | 20206101 | 20206218 |20206330|20206442| 20206501 |
Working Width (mm) ewnidtunsiho () 1260 | 1514 | 1768 | 2022 | 2240 | 2495 | 1514 | 1768 | 2022 | 2240 | 2495
Working Depth Max. (mm) Anudngegnlum o (u) 190 I
Overoll Wigkh () e () lsle | 1770 | 2024 | 2278 | 2570 | 2805 | 1790 | 2044 | 2298 | 2590 | 2825
Overall Length (mm) AnuealagTy (ua) 850 900 850 900

Overall Height (mm) AnugelagsIu (L) 1100 1230 1200 1230
Number of Flanges JwuAsy 65 0pt) | 7(60pt)| 8(7 opt)| 9(8 opt) |10(9 0pt)| 110 0pt) | 7(60pt) | 8(7 opt) | 9(8 opt) | 10(9 opt)| 110 opt)
Numboer of horizontal blodes — $wnulufialusuauey 30 36 42 48 o4 60 36 42 48 54 60
Number of vertical blades(Optional) aimauiuimiuumcﬁza 36 44 52 60 68 76 44 52 60 68 76
Machine Weight (kg) shifniedes (an) 390 420 455 490 760 850 575 600 665 785 880
PT.O. Shaft Rotations (max) (mind) m3vauman seusiewndt (unii -1) 540

Recqred Tiocor Poner([F) — ndturnsaiitfans ) | 30-35 | 35-40 | 40-45 | 45-50 | 55-65 | 70-75 | 50-55 | 55-60 | 60-¢5 | 70-75 | 75-80

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * isveanudvslumsidsuuamsesnuuutormunuasauasiilaglideudiinsudimin



ROTARY TILLER WITH ROLLER
CERRY
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HEAVY TYPE ROTARY TILLER
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TECHNICAL SPECIFICATION / foysdwnzmamaiia | P8T | PAT 1 T87 1 PAT | T8T | To0BT | TODAT | TODRT | ToDT [T oot
Machine code (Order number) aaq (Lammugﬁ) 20200124 | 20205222 | 20205322 | 20205424 | 20205524 | 2020518 | 20205220 | 20205320 | 20205420 | 20205520
Working Width (mm) aunddumaiin (i) | 1514 1768 | 2022 | 2240 | 2495 | 1514 1768 | 2022 | 2240 | 2495
Working Depth (mm) amuantumsyhey (i) 190 220 190 220
Overal Wicth () el () 770 | 2004 | 2278 | 2570 | 2835 | w790 | 2044 | 2298 | 2590 | 283
Overall Length (mm) Amgmlagy (i) 1600 1740 1700 1740

Overall Height (mm) ﬂ’J”ImjﬂIﬂEJS’JlJ (1) 1100 1230 1200 1230
Number of Flanges ey 7 8 9 10 1l 7 8 9 10 1l
Number of horizontal blades Sunlulialuwueu 36 42 48 54 60 36 42 48 54 60
Number of vertical blades (Optional)  Fundlusialuuna 44 52 60 68 76 44 52 60 68 76
Machine Weight (kg) Y . 4 ) 'y

with Bor Roler UTHUNASS (1N.) WIBNGNNANUTS 60 665 720 | 980 1080 | 765 815 870 100 | 1080
Machine Weight (kg) v . 4 ) o

with Packer Roller mnieses (nn.) wisngandussgite | /20 770 830 1100 1200 875 920 980 1130 | 1230
PTO. Shaft Rotations (max) (min-) MsuUINEN S0UABUT (Wi -1) 540

Roquied Tiodor Pover (HF) fsnumsmaadioms ()| 50-55 | 55-60 | 65-70 | 70-75 | 75-80 | 60-65 | 60-70 | 70-75 | 75-80 | 80-85

* We reserve our rights to make changes in designs, specifications and features without prior notice. * iyweanuanslumswasuuaimsesnuuuteimusuasauatalaglifoaudidimsudmi




4 Optional bar roller
+ gnndsll (ugunsaiiady

4 Optional packer roller

P s ROTOR ROTATION/ 8n31yulsinas
+ anndswun WugUnsalley 2

Rotation Number of
Gears blade rotation (rpm)
28 rurumsmuluiin
WNEINYUY (seURBUN)
Z %
y )
n’ gé 70
%65 171
540 m
86
SoUABUNIA) %3
5 140
Z %
y42)
n’ 55 130
) ) 25
g 317
= 1000 —2
3 158
4 Optional ripper tine I9UABUIN) 23 259
+ wihszdn 1ugunsaliatu 18

L " y ey ‘a o
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+ There are 4 pieces ripper tine and packer roller on the standard machine. ~ # Signnéiuiasuasgnniussaiiuvieduny 4 SuuuiaTesnasy

TECHNICAL SPECIFICATION / dafmuamanaiia T;I:)T T;;?)T T;gzg
Machine code (Order number) siao (anilludy 20207303 | 20207305 | 20207304
Working Width (mm) AnuATlunIIe () 2500 2750 3000
Working Depth (mm) AMUANTUNISYIY () 220

Overall Width (mm) AMUNTSlATI (L) 3063 3308 3553
Overall Length (mm) ANUENIALTIN (L) 2085

Overall Height (mm) ANgIlAETIM (3l.) 1270

Number of Flanges FIUATY 10 Il 12
Number of Blades Tunuluia 60 66 72
Machine Weight (kg) With Bar Roller ﬁwﬁmﬂ%m (nn.) W%’BNQﬂﬂéﬂ‘U’li{ 180 1310 1440
Machine Weight (kg) With Packer Roller  thuiniasas (nn.) W%@NQﬂﬂéﬂUﬁﬁ;ﬁUVia 1300 1450 1600
PTO. Shaft Rotations (max) (min) nISMUINEN Seusteuil (Wifl -1) 540

Required Tractor Power (HP) fdasaunsninesiigeants (HP) 100-110 0-120 120-130

* We reserve our rights to moke changes in designs, spedifications and features without prior notice. * s weanudvslumsidsuuaimseenuuuderimusuasaauiilaglifoudinsuarmih
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Sie ) HYDRAULIC FOLDED HEAVY TYPE ROTARY TILLER
ot  wuuviaaaulansaanuianin

Minos Agri Hydraulic Folded Heavy-Type Rotary Tiller is a
multi-purposed machine to be used in your farm in many works
such as processing the soil, preparing the seed-bed,
stubble-ploughing with its powerful construction. It is also an
environmentally friendly equipment in that it incorporates the plant
residues into the soil and thus provides an increase in the humus
content.

It prevents the formation of footstones by shatter the soil with its
special ripper legs; in this way, it provides the formation of the most
suitable soil texture for the plant’s root development and plant
nutrition.

- With different width options reaching up to 6 metres, it makes it
easy to work with higher productivity.

- It prevents the damp and heated state of the soil from evaporating
by applying pressure on the soil it tills thanks to its optional
light-weight and heavy roller.

- Thanks to the optional hydraulic attachment, it allows the
transmission of the heavy load on the tractor’s power-take-off shaft
to the tyres during the delivery process from the stock to the farm
or from the farm to the stock at the end of the operation.

- Thanks to the optional hydraulic attachment, it allows the
transmission of the heavy load on the tractor’s power-take-off shaft
to the tyres during the delivery process from the stock to the farm
or from the farm to the stock at the end of the operation.

- Thanks to the shaft with safety system used in the machine, any
failure that could occur in the tractor or in the machine in the event
that the machine stumbles on stones or roots.

Minos Agri leasednitusiiamidn  Rototiller (sndiaias)
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TECHNICAL SPECIFICATION /%’agaaﬁ’%wwmamaﬁﬂ

T-ATRT
6000

Machine code (Order number)

SWALASEY (eluds)

20207401

Working Width (mm)

AnuAalunngia ()

6000

Working Depth (mm)

wing audnlunisyiau ()

220

Overall Width (mm)

AUNINVIVIUA (31.)

6700

Overall Length (mm)

ANYININNA (1)

2000

Overall Height (mm)

ANLIEITIIYAR (H31)

1550

Number of Flanges

Snuntulay @)

24

Number of Blades

Suluiin (@)

144

Machine Weight (kg) With Bar Roller

uwiiniades (n.) Augnndsydiaiun

3330

Machine Weight (kg) With Packer Roller

JmneIas (nn.) Ussnmveinlsa

3650

PT.O. Shaft Rotations (max) (min-)

SRUABLNUNNA (SDUABUT)

540

Required Tractor Power (HP)

mMadsldsauwnsninesfidesnismin. -Max (HP)

190 - 220

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * ismeanudvslumsidsuuamseenuuudormunuaauaiilaglisouddinsudimii




AN ULAE TR LULIA

Minos Agri Mechanical Side Shifting Rotary Tiller cutter which is
powered by the tractor power-take-off shaft and is easily
attached to the three-point hitch is a multi-purposed machine
that facilitates your works such as preparing the seedling
seed-beds, hoeing and the incorporation of organic materials
into the soil and aeration of the and as well as preparing
seed-beds and stubble-ploughing soil in vineyards and
orchards. By the sliding the transmission mechanically it comes
much closer to the depths of vine stocks and trees and shreds,
mixes and swells the soil well enough. The protection cover
which is made from sheet iron ensures that the soil that
springs are re-shredded prevents it from harming the
surroundings. The transfer of the motion coming from the
power-take-off to the blades is made possible with the gear
system; in this way, it makes a savings on the power and the
fuel in proportion to the chain system. The machine shafts
have a safety arrangement and they prevent the tractor or the
machine from being damaged in the event that stones or roots
get caught in them.

WWW.MmINC
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TECHNICAL SPECIFICATION / danviunaniaimaiia T-MKR 1400 | T-MKR 1600 | T-MKR 1850 |T-MKR 2100
Mochine code (Order number) saaos (inuilludy) 2020105 | 2020209 | 20201313 | 20201417 |
Working width (mm) avmnalunsvhenu (o) 1260 1514 1768 2022
Working Depth (mm) ArwANTuNIYINNY (L) 190

Overall Width (mm) A IRlaesan () 1516 1770 2024 2278
Overall Length (mm) ATMENABTIY (1) 850

Overall Height (mm) Augslags I () 1050

Number of Flanges §A3Y 6Gopt) | 7(6opt) | 8(7opt) | 9(8opt)
Number of horizontal blades duludialuwnuey 30 36 42 48
Number of vertical blades (Optional) Suouluiieluuua 36 44 52 60
Machine Weight (kg) hiiniades (nn.) 395 415 450 480
PT.O. Shoft Rotations (max) (min-)  nsviuman seusieunil (urfi -1) 540

Required Tractor Power (HP) ﬁwﬁﬂmmiﬂmai'ﬁﬁmm (HP) 30-35 35-40 40-45 45-50

* We reserve our rights to make changes in designs, specifications and features without prior notice. * isnweavudvislunisidsunlaimsesnuuutaimuntasauantilaglidesudslimsuaimii




Used in orchards, greenhouses and vineyards for preparing the
seedling seed-beds and hoeing, it is an environment-friendly
machine that helps increase the humus content in the soil by
incorporating the plant residues and the organic fertilizer into
the soil and it does not make it a necessity to begin a
chemical weeding by destroying the weeds mechanically.

The working position is adjusted with a hydraulic remote
control by the driver of the tractor. The machine is slid to the
depths of the vine stocks and trees with an hydraulic piston to
the right of the tractor and the inter-row and above-row parts
are processed at the same time thus saving the fuel and time.
The transfer of the motion coming from the power-take-off to
the blades is made possible with the gear system; in this way,
it makes a savings on the power and the fuel in proportion to
the chain system. The option of a variable speed transmission
is available.

minosagr.com

HYDRAULIC SIDE SHIFTING ROTARY TILLER
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CHANGEIABLE SPEED GEARBOX
wWaguaMUSAYS
Rotgtio!r Gears b/adgl gc;?abt?ornogrpm)
LNEINUU Fraunsmluia
! (seUsiRUN)
n’ 2N
T | S
%= 540

15-20 165
17-18 208
18-17 235
20-15 295

TECHNICAL SPECIFICATION / darwusmamadia | hekn | THKR | THKR - THKR | THKODR | THKDDR | THKODR | THKDOR
Machine cods (Order number) — so¥aeas (iaaiilude) 20204202 | 20204302 | 20204402 | 20204506 | 20204204 | 20204304 | 20204404 | 20204504
Working Width (mm) A IRlunsheny () 1514 1768 2022 2235 1514 1768 2022 2235
Working Depth (mm) AAntuN Y (mm) 190

Overall Width (mm) e laesay (i) 740 | 1975 | 2210 | 2480 | 740 | 1975 | 2210 | 2480
Overall Length (mm) AR (1) 1050

Overall Height (mm) Avugslagsay (ual) 1150 1200

Number of Flanges AU 7(6opt) | 8(7opt) | 98opt) |10Qopt) | 7(bopt) | 8(7opt)| 98 opt) | 10(90pt)
Number of Blades Juluila 36 42 48 54 36 42 48 54
Machine Weight (kg) ywinieses (nn.) 485 S0) 535 580 500 570 640 718
PT.0O. Shaft Rotations (max) (mind) MIALUNEY SauRBUT (Wi -1) 540

Required Tractor Power (HP)  mdesoumsnuaesiidesns (HP) | 35-40 | 40-45 | 45-50 | 50-55 | 40-45 | 45-50 | 50-55 | 60-65

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * isnweavudvslunsidsuuaimsesnuuutormunuasauantilaglidoudilimsudimin
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Minos agri Side Shifting Rotary Tiller with Hydraulic Sensing
Devices is secondary tillage tool that is powered by tractor
power-take-off shaft and is easily attached to the three-point
hitch. It has been manufactured to be used especially in
orchards and vineyards. The hydraulic system on the machine
performs the operation of getting away from the plant body
automatically with the help of the sensing rod with no need of
intervention of the driver and it does not harm the body even
if it is a sapling. Thanks to the protection cover which is made
from sheet iron and the position of which can be adjusted at
the back of the machine, the soil that springs are re-shredded
and prevented from harming the surroundings. The transfer of
the motion coming from the power-take-off to the blades is
made possible with the gear system; in this way, it makes a
savings on the power and the fuel in proportion to the chain
system. The machine shafts have a safety arrangement and
they prevent the tractor or the machine from being damaged
in the event that stones or roots get caught in them.
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Minos Agri Electromechanical Side Shifting Rotary Tiller with
electromechanical sensing devices is a secondary tillage tool that is
powered by tractor tail axle and is easily attached to the three-point
hitch. It has been manufactured as an eco-friendly machine that helps
to increase the humus in the soil by mixing the residues and organic
fertilizers with the soil through inter-row and intra-row tillage and
eliminates the chemical weeding process by destroying the weeds
mechanically especially in orchards and vineyards. The solenoid valve
that has the electromechanical control within the machine’s
automatic shifting system is driven by the tractor’s electronic system
and creates a quite precise working environment for the sensing rod
through switch and movement transmitter mechanisms compared to
the mechanically controlled valves. It performs perfectly even
working with young trees in sapling form and with no harm to the
body surface. The electromechanical system on the machine
performs the operation of getting away from the plant body
automatically with the help of the sensing rod with no need of
intervention of the driver and it does not harm the body even if it is a
sapling. The hydraulic system on the machine performs the operation
of getting away from the plant body automatically with the help of
the sensing rod with no need of intervention of the driver.

ELE?TROMECHANICAL SIDE SHIFTING ROTARY TILLER
LASD9RSAVU WA UUDLaANSatAE
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TECHNICAL SPECIFICATION / ofinwiuavaamaia | THDR 1600 | T-HDR 1850 | THDR 2100 | ook nO | TELEKTRO 1 TELEKTRO
1600 1850 2100

Machine code (Order number) aedes (La‘U‘ngﬂ) 20203201 20203301 | 20203402 20203202 20203303 20203403

Working width (mm) armnidlunisviany () 1514 1768 2022 1514 1768 2022

Working Depth (mm) ArwantunYne () 190

Overall Width (mm) Anuninlagsi () 1750 1985 2220 1750 1985 2220

Overall Length (mm) Armelaeam () 1050

Overoll Height (mm) AugalagT (un) 150

Number of Flanges FIUUASY 7(Gopt) | 8(7opt) | 9(8opt) 7 (6 opt) 8 (7 opt) 9 (8 opt)

Number of Blades dunuluda 36 42 48 36 42 48

Machine Weight (kg) swtinieses (nn) 520 570 600 520 570 600

PTO. Shaft Rototions (mox) (mind) - N1svuiman seUsEUT (U171 -1) 540

Required Tractor Power (HP)  dssaunsninesiineanis (HP) 40-45 45-50 50-55 40-45 45-50 50-55

* We reserve our rights to make changes in designs, spedifications and features without prior notice
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With their strong, powerful and reliable structure, easy-to-use
operation and wide model range that is able to meet any kind of
needs, Minos Agri Power Harrows are the most successful
PROFESSIONAL MACHINE among the machines that cultivate the
land and prepare the seed-bed in respect of their help to both the
soil and the plant. + As their blades which can process the soil
vertically as deep as 28 cm cultivate the land without making it
upside down, the soil moisture is preserved and the formation of
footstones. « Thanks to its roller at the back of the machine, it
applies pressure on the soil and ensures that the soil is damp and
heated. It provides the most ideal granular structure in the soil in
terms of water and air permeability. - It prepares the conditions of
optimum seed-bed for germination and development and
provides an increase in the plant yield and its economic value
after a successful farm output. « With different width options
reaching up to 4 metres, it makes it easy to work with higher
productivity. + Another equipment can de attached to the
power-take-off shaft at the back of the special transmission with
optional Hydraulic attachment; this way more than one work is
performed at one time and thus saving of time and fuel are
realized and the farm traffic is decreased. ‘Thanks to the shaft
with safety system used in the machine, any failure that could
occur in the tractor or in the machine in the event that the
machine stumbles on stones or roots. All the machines are
equipped with heavy rolls. (& 480 mm and @ 560 mm) The tube
roller models are also available. (@ 500 mm) Hydraulic attachment
is optional.

WWW.MINOSAQI.com
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+ Optional hydraulic attachment
+ gunsaliadulensedadugunsaiiaiy

ROTOR ROTATION
anInsulsnas

sousioum @ 241 19 | 25|18

. == n
@ 19 | 24| 18 | 25
) | )

F:- rrssasnreradis

% 540 || 306] 192336174
sousounit | {0} 19 13
“°7 {O} 24 25
%1000 | 855 |28

T-DRAM T-DRAM T-DRAM T-DRAM | T-DRAM | TDRAM | T-DRAM

TECHNICAL SPECIFICATION / daiwummianaiia 2015 -480 | 2001-480 | 2515480 | 2501-480 | 30IS-480 | 3001-480  4001- 480
Machine code (Ordsr number) sainos (Laﬂjmuéﬁ) 21202305 | 21202301 | 21202410 | 21202410 | 21202516 | 21202516 | 21202620
Working Width (mm) A ialunsvienu (o) 1990 2480 2970 3950
Working Depth (mm) paEnluMSTNY (mm) 280

Overall Width (mm) AnmAINlAETIY () 2210 ‘ 2700 ‘ 3192 ‘ 472
Overall Length (mm) AvmElAeTIY (1) 1527

Overall Height (mm) Pl AETI (L) 220 | 1285 1220 | 1285 | 1220 | 1285

Numbers of Rotor Fnulsaes 3 10 12 16
Numboer of Blades Fuouluila 16 20 24 32
Machine Weight (kgs) with Bar Roller  thwiiiA3as (nn.) weugnndeuns 1000 1055 1200 1235 1240 1370 1750
Mochine Weight (kgs) with Packer Roller tmtinieSed (hn.) wisugnnasussgituie | 1145 1200 1380 1465 1575 1675 2085
PT.O. Shaft Rotations (max) (mind)  MsvUINGN s8URBH (Wfl -1) 540-1000

Requited Tractor Power (HP) firdesnunsniaesiieans (HP) 75-85 | 80-85 | 90 | 0010 | 104120 | 130-10

* We reserve our rights to make changes in designs, spedifications and features without prior notice. * isveaniuanslunsasuulasisesnuuuderimunuazanauiflaghisoswdsbinsudimi



With their strong, powerful and reliable structure, easy-to-use operation
and wide model range that are able to meet any kind of needs, Minos Agri
Power Harrows are technically the most successful professional machine
among the machines that cultivate the land and prepare the seed-bed in
respect of their help to both the soil and the plant.

- As their blades which can process the soil vertically as deep as 28 cm
cultivate the land without making it upside down, the soil moisture is
preserved and the formation of footstones compared to the ones with
horizontal blades. - Thanks to its roller at the back of the machine, it applies
pressure on the soil and ensures that the soil is damp and heated.

- It provides the most ideal granular structure in the soil in terms of water
and air permeability. - It prepares the conditions of optimum seed-bed for
germination and development and provides an increase in the plant yield
and its economic value after a successful farm output. - With different
width options reaching up to 6 metres, it makes it easy to work with
higher productivity. - It can be foldable and portable through hydraulic
pistons so that it reaches to a safe portage width. - Thanks to the optional
hydraulic attachment, it allows the transmission of the heavy load on the
tractor’s power-take-off shaft to the tyres during the delivery process from
the stock to the farm or from the farm to the stock at the end of the
operation. - Thanks to the shaft with safety system used in the machine,
any failure that could occur in the tractor or in the machine in the event
that the machine stumbles on stones or roots. - All the machines are
equipped with heavy rolls. (¢ 480 mm ve @ 560 mm). The tube roller
models are also available. (& 500mm)

WWw.mIiNOsagr.com
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TECHNICAL SPECIFICATION / dannuuanisnaiia T_zgé]M
Mochine code (Order number) sWaedes (auiilud) 21202802
Working Width (mm) ANUNIglunNSIey (W) 6000
Working Depth (mm) uding pywdnlumsvhoy () 28
Overall Width (mm) AUNTIVIVIUA (3. 613]
Overall Length (mm) AUYTIVIVLA (W31.) 1682
Overall Height (mm) ANUGaTTIvIA (H3l.) 1664
Numbers of Rotor wulsines @u) 24
Number of Blades Frunluia @) 48
Mochine Weight (ko) with Bar Roller —— shwitiniaas (nn.) fugnnaseiiniun 3315
Machine Weight (kgs) with Packer Roller dniniased (nn.) UseLnnuiinlsa 3700
PTO. Shaft Rotations (max) (mind) ~ SOURBLAUM (8UABUNT) 540-1000
Required Tractor Power (HP) MaslgsaunsnesinasnIsMin, -Max (HP) 160-300

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * iveanuavslumswdsuuamsesnuuutormunuazauaniiflagidowdinsudimii




S8 PNEUMATIC SEED DRILL

ERE LaSeenInudauesn
_—

With Minos Agri Pneumatic seed drill, seeds belonging to the
products such as corn, cotton, sunflower, chickpea, bean,
tomato can be sowed easily on the desired above-row and
inter-row distances with a very low percentage of mirroring
and spacing. It has been designed to be suitable for
multi-purposes to be adjusted to any kind of areas and
different seed discs are chosen in accordance with delicate
cultivation and the product to be sown. With the help of the
table within the gear box cover, one can easily choose the
gear in accordance with the seed types appropriate for the
product to be planted and the above-row distance can be
adjusted by means of the gears to be between 2.9 - 41.7 cm.
High capacity seed and fertilizer boxes allow you to do
fertilization with the cultivation and thus to save both from
the time and the fuel.

Minos Agri widadie 1wy $12Tne fhe aennisdund fn thana
failnem dh uzdewma
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*If needed, seed pressure wheels are optional, especially seeding such as cotton seeds.
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T-PNM 2 T-PNM 4 T-PNM 5 T-PNM 6 T-PNM 8
TECHNICAL SPECIFICATION / darvuanianaiia T-PNM 2-GS | T-PNM 4-GS | T-PNM 5-GS | T-PNM 6-GS | T-PNM 8-GS
oo ooy | 100% | B0 | ooy | sy | o |
Frame Width (m) A als () 19~24 24~37 07~47 42757 42~60
Row Spacing Min-Max. (mm) YUV (Fedn/val.) 120-45 90-45 70-45
Row Between Seed Min-Mox (mm) ~ S28819uRM (Fgn/aal) 29-417
The amount of seed (L1) e @as) 30
Copocity of Fertiizer Tank ()~ A Rdede (Gn3) 140
Weight with Fertiizer Tank (ko) ﬁmﬁﬂﬁuﬁqﬂqa (G 600 750 850 950 1650
Weight without Fertilizer Tank (kg) ﬁmﬁ’ﬂimsﬂsmmﬂﬁaﬂa (nn.) 475 625 725 810 1200
Wheel Dimensions WIAGD 500x15 (15%33.5) 6,50x80x15 (15x33.5) 500%15 (15%33.5)
Number of Wheels NS 2 4
PTO. Shaft Rotations (max) (mind) ~ n1sviyMNaN seURBUN (W17 -1) 540
Required Tractor Power (HP) fdasaunsninesiieans (HP) 40-50 50-60 60-70 70-80 80-90

* We reserve our rights to make changes in designs, spedifications and features without prior notice. * 1snveavuavdluniswasuwaimsesnuuudedmuauasauandilaglifesuddimsuarmin




With Minos Agri Disc type Pneumatic Precision Planter, seeds
of the products such as corn, cotton, sunflower, beet, sugar,
chickpea, bean, tomato can be sowed easily on the desired
above-row and inter-row distances with a very low
percentage of mirroring and spacing. It has been designed to
be adjusted to any kind of areas such as cultivated or
semi-finished stalk areas. Seed beds do not get harmed or
hardened since they are prepared by discs; so seeding at
one-type depth can be performed on an ideal seed bed.

It is an ideal machine that gives you the opportunity to save
both from the time and the fuel by allowing high-speed
cultivation, high-capacity seed and fertilizer boxes and
fertilization with the cultivation.

WwWw.miNosagr.com

@ @ & A 1 v U Yo 1
wiasugiuduilnethenenaidunsiasunismedgninglid
Tgymilaiunsduguazdnsimaiussesinsannluinlfsesn
SUATITULUIITEWINN

o P A =2 o & a & v
anunsavhnuldwiluuiarasavseieduiaguiladuayaenade
afunnuiiavesthy
Wansiedasldurunaniieaaudnaz ldvilmdsuazudai

o

ieliwdaiusiunzifesaunsawdniinudnainaue
mawnzwdafidenuuiugadanuiilunsihouguudaiugh
fimdinsudnasuazdsdedonaznsmituudn

& 4 A o o v I & a
LUULATDINLNLNZENMIUNTUTENEAVINLIALASLYBLNGN




T-DPNM 4 T-DPNM 6 T-DPNM 8
TECHNICAL SPECIFICATION / dafvunmanaiia T.DPNM 4-GS T.DPNM 6-GS | T-DPNM 8-GS
Machine code (Order number) sWadas (aviiludy) %8;8%88? gg;ggggg 58;8;882
Frome Width (m) AINIasL (1) 2400~3700 4200~5700 4200~6000
Row Spacing Min-Mox. (mm) JLUYV9VBINT (Gean/val.) 450 - 900
Row Between Seed Min-Max. (mm)  SzegvevauLan (ﬁ?wa;m/ezm.) 29 - 417
The amount of seed (Lt) Funumdn @as) 30
Copacity of Fertilizer Tank (1t) Auafedy (Gns) 140
Weight with Fertilizer Tank (kg) ﬁﬂwﬂ'ﬂﬁuﬁﬂﬂﬂ (nn.) 950 1400 1900
Weight without Fertilizer Tank (kg) 13wﬁﬂ1ﬂwsmmﬂﬁaﬂa (nn.) 850 1250 1700
Wheel Dimensions WAAD 6,50x80x15 (15%33.5)
Number of Wheels U 2 ‘ 4
PT.O. Shaft Rotations (mox) (min)  n1susuiwan seudewdl (Uil -1) 540
Required Tractor Power (HP) fdssounsnimesiivesns (HP) o0-60 ‘ 70-80 ‘ 80-90

* We reserve our rights to make changes in designs, specifications and features without prior notice. * isveanuanslunisdsuwiamiseenuuudefmunuazauantilaglifedslimudmih
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Inter-row hoeing machine with miller cutter is an
ENVIRONMENTALLY FRIENDLY machine that destroys the weeds
existing between the rows of the plants such as (corn, beet,
sunflower, cotton, potato, tomato, pepper etc.) that are planted
on the rows without damaging the plants and thus ensures that
the plants get the adequate nutrients and water from the soil.
The row space can be adjusted by sliding the units on the main
frames. The working depth is adjusted by the 2 displaceable
wheels located on the main frame. The working depth of the
units may be different depending on the products and plant
space. Thanks to the optional fertilizer box and the furrow opener
apparatus, the fertilizer that has been scattered during the
hoeing is made to be mixed with the soil homogenously and
after this mixture is piled up towards the plant root the plant
benefits hugely from the fertilizer with the middle-breaking
procedure.

INTER ROW ROTARY CULTIVATOR
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TECHNICAL SPECIFICATION / danuuaniamaiia TSCM2A| TSCM3 | TSCM4 | TSCMS | TSCM 6 | T-SCM 7-A | T-SCM 8
Mochine code (Order numbe) — S¥¥etA3ee (ailude) 20101202 | 20102103 | 2003106 | 20104312 | 20105414 | 20106416 | 20107417
Working Depth (mm) ALANTIUNSYIU (L) 80

Overall Wigth () arunilunisvhe Q) 2030 ‘ 2530 ‘ 3030 ‘ 2530 ‘ 4830 ‘ 3030
Overall Length (mm) AMUENILAETI (13.) 1200

Overall Height (mm) ANugalag I () 1100

Machine Weight (kg) Yhiuedes (nn.) 370 ‘ 435 ‘ 520 ‘ 620 ‘ 645 ‘ 860 ‘ 900
PTO. Shaft Rotations (max) (mind) n1suyuinan seuseundl (ufi -1) 540

Requited Tractor Power (HP) fdssounsnmesiidesms (HP) | 25 ‘ 30 ‘ 40 ‘ 60 ‘ 50 ‘ max.80 ‘ max.60

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * isweanudvslumsidsuuamsesnuuutormunuasauaiilaglideudiimsudimin
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Minos Agri Twin disc fertilizer spreader is an ideal machine that
can broadcast the fertilizer by means of its winnowing disks and
wings on ideal distance in a balanced and regular manner and in
this way it provides the maximum benefit of the amount of
fertilizer used. The fertilizer norm is adjusted by changing with
the adjusting handle the opening of the lids at the bottom of the
high-capacity tank where the minerals and powder fertilizer are
placed. The distribution of the fertilizer over the farm is better
because of the twin discs. As the distance where the fertilizer is
broadcast is long, savings are made on the time and as the
distribution uniformity is good, savings are made on the fertilizer
to be used.

minosagr.com

TWIN DISC FERTILIZER SPREADER
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TECHNICAL SPECIFICATION / dannuuanisnaiia T-CDGS 800 | T-CDGS 1000| T-CDGS 1200
Machine code (Order number) sWalnes (auiludy) 2080106 | 20801205 | 30800
Copoasity (Lt) findenisudin (L) 08(m3) /8001t | 1(m3 /1000 Lt | 12 (m?) /1200 Lt
Overall Width (mm) AMUNINlaTIN (L) 1680 1890
Overall Length (mm) AMUENLAYTIY (LY. 1340 1400
Overall Height (mm) ANUEalag I (Hu.) 1030 1230 1320
Number of Wings on Dispersing Discs InulnuuununszeRan 2

Number of Openings on the Fertilzer Tank  SuIuMSUAUUNY 2

Machine Weight (kg) daniniade (nn.) 215 ‘ 230 275
PT.O. Shaft Rotations (max) (min-) NSVUINaT JouUsauyl (Wi -1) 540

Required Tractor Power (HP) M&ssaunsnmesficenis (HP) 35-40 ‘ 40-45 50-55

* We reserve our rights to make changes in designs, spexfications and features without prior notice. * is1veamnudvslumsidsuuamsesnuuutormunuazauaniilaglidouddlimsudimin
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The tent cover can be open 2/3 rate

TECHNICAL SPECIFICATION / dafmuamamadia I I
Width (mm) AUNINLAETIN (W) 2130 2380 2350 2580 2580
Length (mm) AMUENIABTI (114, 1400 1510 1400 2630 3290
Height (mm) mmqﬂmasm (wa.) 1300 1420 1600 2280 2450
Loading Height (mm) mmqﬂimasau (3131.) 1050 1120 1300 2200 2370
Hopper Capasity (Lt) TAGININER (L) 970 1280 1550 2350 2350
Machine Weight (k) Yminiedes (n.) 360 395 408 770 93
Working width (m) Anuanlunsineu @ns) 10/36

Hydraulic Control nsmuAuiieszuUlansedn Standard / 17%13§U

Inox Disc WY Inox Stondord / 119551

Inox Thyrowing Wings Inox w3 Un Standord / anasgy

* We reserve our rights to make changes in designs, speciications ond features without prior notice. * ismveanuavsluniswasuuamsesnuvufermusuazquauiilaghisewdlinsuamih
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Minos Agri Flail Mower with vertical blades is an important
equipment that is driven by the tractor tail spindle and
connected to it with three point hitch system. It works
vertically on the surface of the soil and it cuts the stalks of the
plants such as wheat, sunflower, cotton, unshelled rice,
tobacco and thicket and the branches of the pruned fruit trees
and vine shots performs the recycling of them as organic
fertilizer. It preserves the cutting height, strength of the blades
and balance sensitivity even though the surface of the soil is
uneven thanks to its skids on the sides and its roller at the
back.Another of its model is also manufactured, T-DSPH
(Hydraulic Stalk Cutter with Vertical Blades) that makes it
possible to slide the machine through tractor hydraulic arms
within control to provide an ease of use in orchards and
vineyards. The height is adjusted on the roller also in this
model.
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+ Optional double direction hitch
system enabling to work both forward

IELERSSSEEEERENE] FEFTIFIEIFRET AT and back.

minos,_,

+ The flat system can be added behind
the machine as an option to remove
pruned metarial.

--nu:. E
BN i
| 2100 S48 FARCALASA |

.. _ | TDsP | TDSP | T-DSP | T-DSP | TDSP | T-DSP | T-DSP | T-DSPH | T-DSPH | T-DSPH | T-DSPH
TECHNICAL SPECIFICATION / doriwauamamailln | 1400 | 1600 | 1850 | 2100 | 2400 | 2600 | 3000 | 1600 | 1850 | 2100 | 2400

Mochine code (Orcernumoe) swiaLeSee (avdiluds) | 203114 | 20311214 | 20311314 | 20311414 | 20311514 | 20311614 | 20312110| 20311215 | 20311315 | 20311415 20311515 §
Working Width (mm) Aundlunisie () 1400 1600 1850 2100 2400 | 2600 | 3000 | 1600 1850 2100 | 2400

Overall Width (mm) Aunidlag (i) 1528 1782 2040 | 2290 | 2542 | 2796 - 1782 | 2040 | 2290 | 2542
Overall Length (mm) AMuEMlAYII (1) 1275 1320 1275

Overall Height (mm) Anuglag T (1) 900 1000 900

Number of Blades Fwuludia 16 18 20 22 24 26 34 18 20 22 24
Machine Weight (kg) e (1n) S0 540 640 700 760 800 1050 580 680 740 800
P10, ShoftRotctions (mox) (mind] - mswsiuine s0UARAT (W1 -1) 540

Reauied TrotorPover ()~ fdusaunsnunodiwoms (4P)| 35-40 | 40-45 | 45-50 | 50-55 | 55-65 | 70 | 90 | 40-45 | 40-50 | 50-55 | 55-65

* We reserve our rights to make changes in designs, spedifications and features without prior notice. * isnveavuavsluniswdsuwaimsesnuuudedmuauasauandtilaglifesuddimsuanmin



® HYDRAULIC FOLDED FLAIL MOWER

' Wsesdnlulauuaauuulansedn

Minos Agri Hydraulic Folded Flail Mower is an important equipment that is driven by the tractor tail spindle and connected to it with
three point hitch system. It works vertically on the surface of the soil and it shreds the stalks of the plants such as wheat, sunflower,
cotton, maize...etc. and also shreds the stalks of the bushes and weed performs the recycling of them as organic fertilizer. It preserves
the cutting height, strength of the blades and balance sensitivity even though the surface of the soil is uneven thanks to its skids on the
sides and its wheels at the back.

Minos Agri Hydraulic Folded Flail Mower uses dual category Il and Il triple point axes to connect the tractor, the double connection
consists of two holes and pins on each connection pole, one CAT Il and one CAT IlI.

Heavy-duty gearbox with integrated working clutch for 1000 rpm.

. Minos Agri Hydraulic Folded Flail Mower has an internal lower counter blade that allows fine material separation of the discharged
material.

. Height adjustment Minos Agri Hydraulic Folded Flail Mower Controlled by the wheels of the mower.

. Steel front safety doors allow the material to enter the cutting chamber, but prevent the parts from being thrown at high speed.

. Spiral rotor provide a smoother turn and reduce vibration and power requirement from the tractor.

. With the working width reaching up to 6 metres, it makes it easy to work with higher productivity.

. Thanks to the optional hydraulic attachment, it allows the transmission of the heavy load on the tractor’s power-take-off shaft to the
tyres during the delivery process from the stock to the farm or from the farm to the stock at the end of the operation.

. Thanks to the optional hydraulic attachment, it allows the transmission of the heavy load on the tractor’s power-take-off shaft to the
tyres during the delivery process from the stock to the farm or from the farm to the stock at the end of the operation.

. Thanks to the shaft with safety system used in the machine, any failure that could occur in the tractor or in the machine in the event
that the machine stumbles on stones or roots.

/.MINOSAQGI.cOM
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TECHNICAL SPECIFICATION / diafwuamamadia Zggg
Mochine code (Odernumbe)  sWianA3os (aeitlud) 20312210
Working Width (mm) AMuNIelunIYINeI (W) 6000
Transport Width (mm) ANNTNY (1Ll 2135
Overall Width (mm) AN aveTan () 6400
Overall Length (mm) ANEIVR (313.) 2150
Overall Height (mm) mmqqﬁu’mm (1) 1250
Number of Blades Sruandluile Gw) 68
Machine Weight (kg) min (hn.) 2820
PO, Shoft Rotations (mox) (min) - prgvisjuinan seusiewil (u1dl -1) 1000
Requiied Tractor Power (HF)  findasaunsninesisioants (HP) | 150 - 260

* We reserve our rights to make changes in designs, specifications and features without prior notice. * isveanudnslunsisuuamisesnuuuderimuanazauaudilnelisowddlinsudimia
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ROTARY SLASHER

LASDINALUIUDU

Minos Agri Rotary Slasher is an ideal machine used in reaping
and cutting the stalks of the green, dry plants and any kind of
weeds and the ones sown in rows such as cotton and in
leaving them on the surface of the soil (mulching).

In this way, an environmentally friendly solution is provided as
organic materials are obtained from the cut plant residues and
the humus content of the soil is enriched and also the
improved soil structure provides the most suitable place for
the plants to be grown. The machine is connected to the three
point hitch system of the tractor. The rotation motion obtained
from the tail spindle through the articulated shaft is
transferred to the gear box and here the motion is transferred
to the blades after a direction change of 90°. The cutting
height is adjusted by means of skids and supporting roller.

Minos Agri LA3asfiauuIey
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TECHNICAL SPECIFICATION / dannuaniamnaiia T-TSP S1200 | T-TSP SIS00 |T-TSP SX1500 | T-TSP SX1800
Machine code (Order numbsr) ~ S¥tA3es (auilude) 20302101 | 20302201 | 20302202 | 20302301
Working Width (mm) Anunlumsyhey () 1150 1410 1457 1776
Overall Width (mm) AnunlnesIn (i) 1285 1645 1650 1930
Overall Length (mm) AnunlaeTin () 1550 1760 2120
Overall Height (mm) Anuglag T (1) 1030 980
Number of Blades Funuluiln 3

Capacity (darh) findsnTsudn (dash) 75-8 95l 10-12 12-15
Machine Weight (kg) sifniedas (n) 200 260 320 40
PT.O. Shoft Rototions (max) (min) NS S8URBYT (¥ -1) 540

Requited Tractor Power (HP)  idssowmsningsiiwesnas (HP) 35-40 ‘ 40-45 ‘ 45-50 ‘ 60

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * iveanudvslumsiwdsuuamsesnuuutormusuazauaiilaglidoudinsudimii




REAPER BINDER

LASDIBIN

The Reaper-binder which is driven by the power-take-off drive of
the tractor and easily attached to the tractor by its three-point
hitch is a very useful and practical machine that needs very little
maintenance and it reaps and binds the crops such as wheat,
wheat grained barley, oat, rye and leaves them collectively on
the farm at regular intervals. The cutting height which is adjusted
by its hydraulic sleeves automatically preserves its level in accord
with the unevenness with the help of a spring. The machine parts
are protected with a safety mechanism against the possible

overloads.
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TECHNICAL SPECIFICATION / danuuaniawmaia T-B8

Machine code (Order number) SaeSes (auitlud 20600001

Overall Length (mm) Transport position  ANWMLUINTYUE 3460
AT () Working posiion ~~ A1WMUINIYINeL 1900

Overall Width (mm) Transport position  AIWALIATUUEN 1900
Aundralagsan (L) Working position  fANITVIN9Y 3470

Overall Height (mm) AUl TN (331.) 1050

Reaping Width (mm) aunislunsfiuiien () 1400

Reaping Height (mm) augalunistiuife) i) Adjustable / anansausule
Linkage of Suspension System  Adeslesvessyuuiuauitou Cotegory Il / visndl 2
Capacity (da/h) AA9NISHER (da/h) 45-5

Machine Weight (kg) Ymniaes (nn.) 385

PTO. Shaft Rotations (max) (mind)  NISMYULWET FEUABWNT (W17 -1) 540

Required Tractor Power (HP) M&ssaunsnmesficasnis (HP) 35-45

+ Working speed of machine depends on the conditions of land and plant status. Working speed affects the capasity; for this reason values of capasity according to the optimal working
speeds are given in table. When the work efficiency of machine is calculating, working speed has determined 5 km/h.

4 amudilumyhaureandedtivegivanmsvasiinuuasaauzaasity arunsilunshouinadenruansalumsieu
asidsnsnanmuaunslumsianuiangaagldsuanmadilin diefimsdualssdnsamnshaureaniedng anudilumsyheuldsmunlii 5 nu/v.
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Considering the agricultural needs of our country, after more than
59 years spent in the sector of agricultural machines, Minos Agri
Agricultural Machinery has put the baler into service with the
quality, privilege, guarantee and assurance of Minos Agri, which
are designed to have strong and reliable structures, be easy to
use and eco-friendly machines. Minos Agri Baler which is driven
by the power take-off and attached to the tractor through a
drawbar is an ideal machine designed to minimize the need for
tractor power in order to collect the straws and hays left on the
field following the harvesting of plants such as wheat, barley,
oat, rye, vetch, sainfoin, clover, corn and etc and to press them
either as straws or as hays and bale them. The quality of the
material used in the machine was tested in accordance with the
field conditions and deemed to be proper for the land structure
of our country. This machine has a more silent, vibration-less and
faster running in comparison with the other machines in the
same category. The width of its collector is 146-165 cm and he
height thereof is hydraulically adjustable by the driver. This way,
it can collect the straws at different heights left at the end of the
harvest. With its unique design, its chopping unit system operates
very efficiently. Its solid structure minimizes the damage caused
by the stones and other objects getting stuck in the machine. The
fan which is located in the binding part prevents the dust
gathering and ensures that the binding group runs without any
problem. The illumination lamp at the back side of the machine
has a positive impact on operating the machine at nights. The
types of the baler we manufacture and put into service are as
follows: 3 twines baler with a large rake and chopping unit, 3
twines baler with chopping unit, 3 twines baler without chopping
unit and 2 twines baler without chopping unit.

NINOSAQ(.com
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TECHNICAL SPECIFICATION / danmuanianaiia TBM3H | TBM3HL | TBM3 | T.BM?2
Machine Code (Order Number) ﬁﬁ’ﬁLﬂ%BQ (La“U‘ﬁls[,Uﬁbﬂ) 23300001 | 23300003 | 23300002 | 23200001
Fastening Systems sTUUEn 3 Corded / 3 a8 QZC%;?Sd
Double Pto Shaft wang Standord / 1ATFIY

Pickup Range (cm) YU (wu.) 145 165 145 165
Bale Section (cm) diuveanou (vu.) 36 x 46

Bale Lenght (cm) ANEMIVDINOU (F3.) 40-130

Bale Weight (kg) 1%‘1/11?!’?156]14 (nn.) 20-35

Piston Stroke (cm) Janggnau (vw) 66 73
Rake Spring Pipe vieausslonsin With S Rollers / 5 Qﬂﬂayﬂ

H-cut Eﬂ(gfﬂ LY Present / muamw{jmﬁu‘ ........

Left Wheel fade 75016 10/75-153
Right Wheel 89971 6,50-16 10/80-12
Machine Weight (kg) ﬁﬁ%ﬁﬂLﬂ%aﬂ (nn.) 2450 ‘ 2500 2320 2030
Minimum Power Required (HP) Mdasaunsninesiisesnis (HP) /70 60 /70

* We reserve our rights to make changes in designs, spedfications and features without prior notice. * is1weavudvislumsidsuwaimsesnuuudeimunuazauantilaglidesudslimsuaimin
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Minos Agri Maize Chopper is an economical machine powered
directly by the tractor power-take-off shaft and it operates
without tiring the tractor with low power and low fuel depletion
for long years without any problem.

It is able to perform high-quality cutting even at the maximum
work speed with its mowing discs that are made from special
steel material with a high degree of hardness and that have the
automatic grinding unit; in this way, the nutrients of the plants
and the water content in the plant are preserved.

A crushing plate may be placed inside the cutting mechanism in
order to crush the particularly dry corn particles. The silage length
is determined with the help of the crushing plate that could be
adjusted by means of a bolt. It blows the crushed material quickly
from inside the discharge chimney towards the trailer Thanks to
its strong fan and blower wings on the fan. The discharge
chimney can be directed with a remote control without tiring the

user. The chimney may be extended.
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+ When the work efficiency of machine is calculating, working speed has determined 7-9 km/h which are the optimal values for silage harvesting and
avarage crop Yield adopted as 8-10 ton/da. Such as the conditions of land and plant status affects the working speed and crop yield; for this reason the
work efficiency of machine is variable value that depends on the working speeds and crop yield.

+ dieusAmdamlumshaueesedosinsligndmon enwdilunmiendiusenn 79 nu /. ssduiionsasigadmivnisiuie: usenandainded 8-10 duiedy
Wy anmzvesitulazanuzvesividmwadennuiilunsyhnuasaniniiona

Mewmaiuszansamnsinueaaiensisduiuusiuegiuanuidlunmsinulaskandnveiiy

U

TECHNICAL SPECIFICATION / fan1uuaniamaiia T-MSM HM T-MSM HH

Machine code (Order number)

SWaLATDY (laaRluds)

20501008

20501007

Number of Row

FIIULDT

|

Transport Width (mm) AMUNININITVUAS (31 2370
Transport Lenght (mm) AN IlUNISUUES () 3500
Overall Height (mm) ANESlAETIY (33.) 3360

Linkage of Suspension System

ANuTaulesadsTUUN UaE DU

Category Il / wand 2

Control of Chimney and
Routing Plate

NM3AMUANUABILALLKUALALEUNA

Hydraulic - Mechanical

d' a
\Asedna-lansedn

Hydraulic - Hydraulic
lensedn-lansedn

Number of Airfoils on the Fan FuaulubnueINAEULRaY b
Number of Drums FUIUATY
Number of Shredder Blades Fuululinvesnsosn 12

Cutting Height (mm)

ANUGIVBINTTAN (3.)

(min.) SO - 150 (mox.)

Chopped Material Size (mm) WnERu (.) (min.) 5 mm

Wheel Dimensions YUINRD 165%x65-8

Number of Wheels WIS I

Capacity (da’h) Mden1suan (dash) 0399

Machine Weight (kg) dmdniedes (nn.) 600 625
PT.O. Shaft Rotations (max) (mind) NSV UWAT SOUMBUNT (W19l -1) 540

Required Tractor Power (HP) M&ssaunsnmesficosnis (HP) 70

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * iveanudvslumsiwdsuuamsesnuuutormunuazauaiflaglidewdinsudimii




It reaps all kinds of feed plants, grass, meadow grass, heath
and wild plants bordering the roads with blades rotating at a
high annulus velocity and existing in both of the 2 drums
rotating reversely to each other and leaves them behind in the
form of barrel. With the advantage of adjustable cutting height
and the high quality of the cutting height, the nutrient values
of the plant are preserved and drying is made possible in a
short time. With its little power requirement, it operates in a
high-quality manner without tiring the tractor. The belts are
tightened by means of a spring and thus the safety is ensured
on the pulley mechanism. Its adaptation to the unevenness of
the ground is highly successful.

WwWw.miNosagf.com
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+ Working speed of machine depends

on the conditions of land and plant status.
Working speed affects the capasity; for
this reason values of capasity according
to the optimal working speeds are given
in table. Avg. Cutting height is 5 cm and
depending on the conditions of land and
user's skill.

+ fmuSﬂumiﬁmummLﬂéaaﬁﬁuagﬁu
anMzveIiAuLaTANULYRY
anudilunsvhoudinedensanng
aluneviy

AR TANYBIMAINIHERRIAILL
Flumsihnuiidfigaaglisuanms
sl Avwgandelunisindu 5 gu.
uwarduagiudeulvvesifuuasiinugy
aagld

TECHNICAL SPECIFICATION / danuuanisnaiia T-TCBM 1350 | T-TCBM 1650 | T-TCBM 1900
Mochine code (Order number)  sviaAdes (iaviilud) 2040103 | 20401204 | 20401304
Working width (mm) AMunIlunTYingu () 1350 1650 1900
Transport Width (mm) AUNININTTVUEL (1L, 1175 1518 1500
Transport Lenght (mm) AMUTITUASUES (3. 2962 3185 3456
Overall Height (mm) ANl TIY (3131.) 990 1075 1035
Number of Drums FUIUATY 2

Number of Blades nuludia 6

Optimal Working Speed (km/h) auiSlumsyinuivangas (/) 5-7.5

Copadity (da/h) AA9NI5NEN (da/h) 055-08 0,65-] 0.75-115
Machine Weight (kg) dmiides (nn.) 385 422 485
PT.O. Shaft Rotations (mox) (mind) ASMsUINAT SBURDUIN (WIH -1) 540

Required Tractor Power (HP) Mdasaunsninesiicesnis (HP) 30 40 50

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * iveanuanslumswdsuuamsesnuuuiormusuazauauiflaglifowdbinsudimi




Minos Agri Rotary Disc Mover is the MOST IDEAL machine type especially for
the feed plants growing horizontally such as vetch, white clover, Lotus
corniculatus and for reaping all kinds of meadow, pasture and feed plants
and wild plants with the effect of the air current formed during the rotate of
the discs. It is driven by the tractor tail spindle and connected to it with
three point hitch system. The movement is transmitted serially through its
four fold belt pulley. The machine has 4-5-6 disc models. It has a safety
mechanism against the damage which may occur if it hits a hard and big
object (tree, stone, etc). It reduces the damage to a minimum by moving
backwards when it hits an object. The Disc Drum Mover rises up by hydraulic
system. So the machine stays behind the tractor in transport position.
Grass-cutting is performed on sloppy grounds after the machine is made
suitable to the slope through the hydraulic piston. The grass that has been
cut can be picked according to the desired sizes by the direction changer
part that is connected to the rear part of the machine. It provides a very low
and high-quality cutting on the evened ground where it leaves spread the
grass it has reaped with its high-quality cutting by leaving a one-type
stubble.

+ Working speed of machine depends on the conditions of land and plant
status. Working speed affects the capasity; for this reason values of capasity
according to the optimal working speeds are given in table. Avg. Cutting
height is 5 cm. and depending on the conditions of land and user's skill.
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TRIO SERIES DISC MOWER / idlouaSidanu insoswaudandouunufan

Minos Agri Trio Series Disc Mower is the MOST IDEAL machine type especially for the
fodder crops growing horizontally such as vetch, white clower, lotus corniculatus and
for reaping all kinds of meadow, pasture and fodder crops and weeds with the effect
of the air current formed during the rotate of the discs. It is driven by the tractor tail
axle and connected to it with three point hitch system. The machine has 4-5-6 disc
models and each disk has 3 blades. The superiority of our newly designed disk mower:
It allows a better working performance at a lower tractor engine speed and most
importantly, increases the shearing/mowing quality as it widens the surface of shear
per unit length and increases the number of blades.

It especially allows for a cleaner form and work performance without exhausting the
tractor in conditions when plants are under denser. It has a safety mechanism against
the damage which may be occurred by hard and big objects (trees, stones, etc.) upon
impact. The machine minimizes the damage by moving backwards when it hits such
an object. The Disc Mower can be lifted up hydraulically so that the machine stays
behind the tractor in transport position. Mowing movement is performed on sloppy
grounds after the machine is made suitable to the slope through the hydraulic piston.
The grass that has been cut can be picked according to the desired sizes by the
direction changer part that is connected to the rear part of the machine.

High-speed drying can be obtained by maintaining the nutrient facts since it leaves
spread the grass it has mowed with its high-quality cutting by leaving a one-type
stalk. It provides high-quality mowing at the lowest ground level on the graded land.
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AMANEN
TECHNICAL SPECIFICATION / $arwusnamadia TDCBM 4 | TDCBMS | TDCBM6 | aame | ars | o
Machine code (Order number) SVaLASDq (Lamﬁlué'q"q) 20402001 20402002 | 20402003 20403001 20403002 20403003
Working width (mm) aunidlunsyihey () 1626 2006 2386 1650 2000 2400
Transport Width (mm) AUNINTSVUES (3L.) 1260
Overall Height (mm) AMugalagTIm () 2390 2770 3150 2390 2780 3150
Number of Discs TuULHUREN 4 5 6 4 5 6
Number of Blades Flula 8 10 12 12 15 18
Optimal Working Speed (km/h) G lumshaiinngay (na./8.) 576 -
Capaity (da/h) Mdan1suan (dash) 065-8 08-1 9-12
Machine Weight (kg) ihuiniedes (nn.) 445 460 495 475 500 520
PTO. Shaft Rotations (max) (mind) n1svajuinan seusiound (widi -1) 540
Required Tractor Power (HP) frdasaunsnimesiiceants (HP) 40 50 60 40 - 45 45 - 50 55 - 60

* We reserve our rights to make changes in designs, specifications and features without prior notice
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5 ROTARY RAKE

ot

Minos Agri hay rake with rotors is an IDEAL MACHINE that
facilitates the picking and the baling with the grass picking trailer
or baling machine by forming the harvested feed-plants in barrels
arranged at regular intervals. It has a high manoeuvrability and
has little power requirements and wide range performances.

It performs a high-quality picking by leaving clean stubble as it
doesn’t leave any stone or similar objects in the grass that has
been picked. The rake arms that constitute the picking unit of the
machine are attached to the conveyor slots after being
disassembled; in this way, the total length of the machine is
minimized by folding suitably for safe transport.
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TECHNICAL SPECIFICATION / danuuamainaiia T-OT 330-9 | T-OT 370-9 T-OT 424-1
Mochne code (Odernumbe) — stiaia3es (savitluda) 21501015 2150001l 21501012
Working Width (mm) AunIslunsvineny () 3300 3400 4200
Transport Width (mm) AMUNINNITVUER (13, 1400 1700 1800
Number of Arms per Rotor ~ 1UAULIUGABLSLADS 9 I
Numbsr of Double Fingers  s1uauiiileluusiazuan 3 4
Wheel Dimensions YUINAD 15%6,00-6 16x6,5-8
Number of Wheels UGS 2

Machine Weight (kg) Yhoiedes (nn.) 380 410 520
Required tractor power (HP) MdssaunsnimesiaoInis (HP) 45 50

* We reserve our rights to make changes in designs, spexfications and features without prior notice. * is1veanudnslumsidsuuamsesnuuutormunuazaueaiilaglideudiimsuaimin




TWIN - ROTOR RAKE

AN357USIUUUULIAS

Minos Agri Twin rotor grass picking machine is an IDEAL
MACHINE used to form barrels for facilitating the bale and
picking of the feed plants that have been reaped on the farm. It
has a high manoeuvrability and it makes saving on the time and
the fuel thanks to its little power requirements and wide range
performances. As its picking springs don’t touch the ground, the
ground structure and the roots of the feed-plants are
preserved. It performs a high-quality picking by leaving clean
stubble as it doesn’t leave any stone or similar objects in the
grass that has been picked. It is easily suited to road location
thanks to its hydraulic fold system; in this way, the total length
of the machine is minimized by folding suitably for safe
transport. The machine width is below 3 metres on the road.

minosagr.com
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TECHNICAL SPECIFICATION / darviuanisinaiia T-COT 655
Machine code (Order number) ~ S¥anAIas (Laﬁumuﬁl’q) 21501008
Working width (m) AuNIetuMTvineu @) 615-6,55
Transport Width (m) AUNINNITVUE (1) 3
Overall Length (m) ANESlAETIY (31.) 336
Diameter of Rotor ALURUAUENANTedlsings 29
Numbers of Rotor uulswes 2
Wheel Dimensions YUNAD 16 % 6,5-8
Number of Wheels UG 8
Machine Weight (kg) dwniedes (n.) 985
Requited tractor power (HP)  Mdssaunsniaesficasnis (HP) 70-80

* We reserve our rights to make changes in designs, spedifications and features without prior notice. * isnweanuvislunisidsuwaimsesnuuudeimuntazauanilaglifesudslimsuamii




Minos Agri Tedder spreads mown fodder crops and ensures

rapid drying without having fodder crops to lose their
nutritional value; thus allows multiple harvests within the year
since fodder crops are removed in a short period of time.

It saves time and labour with its high range of work and saves
fuel with is low power demand. It has highly manoeuvrable
wheels. Maintenance and repair of the machine is quite easy
thanks to its simple structure. The machine is folded into the
road mode easy thanks to the hydraulic folding system; thus,
total length of the machine is minimized for safe
transportations by folding. Machine width is less than 3 m
when in road mode.

V.MINOSAQr.com
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TECHNICAL SPECIFICATION / dofviunmamnaiia TOD3IS | TOD 554 |T-OD 554-C| T-OD 696
Mochine code (Order rumber)  staiaes savdluds) | 22000007 | 22000002 | 22000003 | 22000004
Working Width (m) Anunelumsvineu (u.) 27 58 69
Transport Width (m) AUATINTVUES (31.) 34 295 285
Number of Discs IUIUUHLAREN 2 4 6
Number of Tines in Each Disc §1uauasuluLmazieiy 7 6
Wheel Dimensions YUINAD 16 x 6,5-8

Number of Wheels D 2 4 6
Machine Weight (kg)  twiiuaes (nn) 360 710 630 890
Required tractor power (HP) fidssounsninesiisesns (HP) 40 50-60 70-80

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * isveanudvslumswdsuuamsesnuuutormunuazauaiilaglidowudinsudimii
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Vertical Mixer Feeder; are designed to bring various animal feed
into @ homogenous mixture and to distribute this mixture to the
animals with its robust, strong and reliable structure and easy
use. All options of vertical feed mixers of appropriate capacity
for all kinds of small, medium and large scaled enterprises are
available with quality and privilege of Minos Agri. Vertically
operating auger system ensures grinding and cutting of round
and square bales thanks to the custom alloyed and custom
designed knives on it and mixing then homogenously with other
rough and thick feed. Thanks to special design of auger and the
body, there are no blind points on the machine and therefore no
feed remains in the bucket after discharge. This special design
required much lower power with the durable transmission box
system used. Thanks to electronic digital scale system available
optionally, the feed loaded in the machine may be weighed with
high sensitivity and rations are prepared correctly.

% We reserve our rights to make changes in designs,
specifications and features without prior notice.
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TECHNICAL SPECIFICATION / danuuaniamaiia

Model / 5u T-DYKM 1,5 T-DYKM 2
Machine code (Order numboe) swene3es (auiiludy) 31802101 31802102
Volume (m3) U3195 (3 1) 1.5 2
Drive System syuutu Gearbox / nsgdnifies

Auger System szuvang Vertical / WWang

Number of Augers (Pcs.) Juanang (@) Single / 1hEn

Overall Height (mm) ANNgalAETIM (1) 40

Overall Width (mm) AMUNTNlALTIY (1) 1800 \ 2170
Overall Length (mm) AU 1IlAeTI (1) 1700

Hydraulic Pressure System szuuusiulansedn 1400

Weighing System sruunstathuiin From tractor / ansaunsnines
Discharge System FTUUANEN -

The Thickness of the Side Sheet Metal of Frame (mm)

e skslangmuin e (1)

Hydraulic discharge cover / shlltiasssunernyfeulansedn

The Thickness of the Bottom Sheet Metal of Frame (mm)  Avmunwesusulavzsutnsvaamsy (uy) 4
The Thickness of the Shest Metal of Auger (mm) ANMIYRILKUlaNEYDEng (1) 8
Number of Rigid Knives (Pcs.) srunulufiands @) 8
Number of Coulter Knives on the Auger (Pcs)  smunulufiauds (Bu) 2
Wheels do /

Unladen Weight (kg)

unidndsluldussvn (nn)

150 mm Swivel wheel (4 Pes.) /dordauunumyu 150 . (4 )

PT.O. Shoft Rotations (Rom) NISNYULNAT TOUR DT 540
Minimum power requirement for PTO (HP) wSaususiigosnis (HP) S ‘ 5-10
Model / su TDYKM2 | TDYKM 3 | T-DYKM 4 | T-DYKM 6 | T-DYKM 8 | T-DYKM 16
Machine code (Order number) SaLATeY (1lauAiluds) 31802103 | 31802202 | 31802201 | 31802301 | 31801302 | 3180280
Volume (m3) U%s,mli (au u.) D ) 4 5 ) 16
Drive System IBUUTU Gearbox / nszyniftes
Auger System IPUUTU Vertical / wuads
Number of Augers (Pcs) Fuauang (@) Single / 1i#7
Auger Speed (Rpm) ANLTITRANS (Sousaindl) 40
Overall Height (Dipper down) (mm)  aawaslaesan (Fnas , uy) 1860 2150 2375 2500 2885 3000
Overall Height (Dipper up) (mm) ANvadlaesI (ANTu, 1) 2670 3220 3400 3700 4100
Overall Width (mm) AUNINIAETIN (1Y) 1850 2650 -
Oveall Width {mm) (Double bond opened) (mm) - Armindlaesay (2 agmuddsauud , 1) . 2250
Overall Length(Dipper down) (mm)  Armemilaesiu (fnas , ww) 3900 5500 5600 2060
Overall Length (Dipper up) (mm) Auelagsn Fndu , uy) 3340 3300 3500
Dipper width (mm) AUNTeUDITIGn (u) 1200 1300
Hydraulic Pressure System syuunsssulansean Stondord /' wmsgu
Weighing System sruuNsavn Optional / gunsalasy
D'\gchorqe ngtem SEUUEEN o'" | Band conveyor optional / awnswtugunsalei Band conveyor / ANENIUBLRYS

Double Sided Discharge

ATONENEABIAUMIBEINIUA LA

Standard /11015874

Dipper System

JEUUAN

Stondord / snesgiu

The Thickness of the Side Sheet Metal of Frame (mm) - AnnumunvesLNulave AUt SNsH () 5 5

The Thickness of the Bottom Shest Metal of Frame (mm) aanuvunveswnulave iuansve sy (1) 8 16

The Thickness of the Sheet Metal of Auger (mm) ANUAUITDLH Ul U IAN (L) 8 10

Number of Rigid Knives (Pcs.) ANaNveLHlangYesans (1) 2

Number of Coutter Knives on the Auger Pes)  druauludinle () 7 8 16
Wheels 60 10/75-15,3 12,5/80 - 15,31 400/0015,5
Unladen Weight (kg) dnindssldldussn (nn) 050 | 1920 | 1970 [ 2660 2800 4480
PTO ShOﬁ Rotations (Rpm) NITUNULNEAN ﬁa‘um'auqﬁ 540

Minimum power requirement for PTO (HP) NELNUTUI GRS (HP) 20 | 25 ‘ 30 ‘ 40 50 100

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * isveanudvslumsidsuuamsesnuuutormunuazauaiRlaglideuddinsudimii
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Horizontal Feed Mixes; are designed to bring various animal feed
into a homogenous mixture and to distribute this mixture to the
animals with its robust, strong and reliable structure and easy
use. All options of horizontal feed mixers of appropriate capacity
for all kinds of small, medium and large scaled enterprises are
available with quality and privilege of Minos Agri. Horizontal
feed mixers are moved by a tractor via an articulated shaft.
They are connected to the tractor and carried with a drawbar.
The movement is transmitted to the augers by gears located at
the front side of the machine as to rotate reversely. When the
machine is in stable status, various materials loaded in the
reservoir by a dipper located at the back are mixed with augers.
In addition, thanks to numerous knives located on the augers
grinding process is performed. Mixed materials are discharged in
the animal feeders at the desired quantity from the side of the
machine by means of a pallet transmitter moved by a hydraulic
motor.

I;‘.
l';'
Iy

%2 HORIZONTAL MIXER - FEEDER

Tssadaudausmuniuy Wedels
I§sunmsesnuuuLilenaunauiodn nannvaneadiaddei
lapgsazan wagldlunisuandneansuaniudn’
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TECHNICAL SPECIFICATION / dariwuanawaiia T-YYKM 4 T-YYKM 6 T-YYKM 8 T-YYKM 10 T-YYKM 12
Machine code (Order number) saesee (avitluda) 2180101 31801202 31801302 31801402 31801502
Volume (md) Usuns (au ) 4 6 8 10 12
Drive System sruudy Planet Gearbox / nseynifies
Auger system JEUVANG Double on the Base / tuuau / @99
Width (mm)  aaunislnesau (uw) 1415 1700 2000
Bucket Dimensions Height (mm) AaslaesIu (1) 1408 1800 1850
Length (mm)  Avwemilaesau (Fnas, uw) 2485 3000 3000 4000 4500
Width (mm)  awundslaesiu ) 1696 1850 1900
Total Dimensions Height (mm)  Augalas sy (aiw) 2074 2200 2400 2530
Length (mm)  Anuemlagsu (@nas, uu) 4297 5000 6000 6500
Hydraulic Pressure System sruunsaiulansedn Standord /' 111551U
Weighing System sruumsaimiin Optional / gunsaiiasy
Dipper System SEUUAn Standard/  URTFIU
The Thickness of the Sheet Metol of Frame (mm) ~ Anunu e ukulavgsiudvvounsy (un) 6 10
The Thidkness of the Sheet Metal of Auger (nn] -~ adsvnvesusiulavsvesang () 12 16
Number of Knives on the Auger Swaluiladn (Gu) 48 ob 48 72 80
Number of Coulter Knives on the Auger  Suauludiala @) 26 30 26 38 42
Wheels &0 10/75-153 10/75-153 [125/80-153 400 / 60-15,5
Unladen Weight (ko) dwiindigslaildussn (nn) 1650 3100 4860 4600 5200
PT.O. Shaft Rotations (mox) (min])  ANSMIUWAT SRUFRINT 540
Required Tractor Power (KW / HP)  giSanudaushiiganis (HP) 20 40 60 60 | 70

R ————————————
* We reserve our rights to make changes in designs, spexifications and features without prior notice. * iveanuanslumswdsuulamseenuuutormusuazauauiflaglifoudbinsudimi
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The problem of soil compaction and soil structure degradation
increases with the increased mechanization in the orchards,
vineyards and farms. With Minos Agri Vibrating Subsoiler which
uses the most effective method against the footstones;

« The soil structure gets better with the elimination of the
impermeable layer that prevents the plant’s root development.
- The water and the minerals in the soil are made to penetrate
into the depths of the plant’s root and the rain water and
irrigation water into the depths of the soil.

- The product yield and the economical value of the plant
increases.

+ A natural motion with transmission = less propelling force
requirement.

Minos Agri Vibrating Subsoiler is an ideal machine as it shatters,
loosens and swells the soil deeply thanks to its vibrating
ploughshare.

minosagr.com

mainTuveuasasdnsluaunald auefulazyun
Ygymnsundauesiu nsidenaninveslassasduiulniy
ABATILUUAY Minos Agri
B TUsEanSamnfanaiunisnedvesiiudulanu
- loygywlisinsiannsin

H ! a g =
« uazussluAudusiniy
= H =] o = a
U ULAZUNTAUTEMUNTTAUANUANVDIAY
* HAKAAKAZYAAIMIAATYNVRALTINUANTY
» Insfinsendunumyumg = Tindsnuoeas
salWidlosszdusedu
AensszLlniian
N1IAANBWATUTINIHANTZNUAIBLATOIUIANGIUIVOL Minos Agri

<, o A o  w J 9 va a
LUULATDIN LMJJ”]%E’M?UFY]TUNI@N’JGM




= .-'—E j._."-;‘—-}" - """'r; .

+ Direct drive + TUATY

4+ Single or two shares + Mﬁ"aﬁaaaqﬁu

+ 1,30-3,50 m row spacing + SEULUNTTUINDT 1,30-3,50 LUAT
+ Replaceable body and wings + ﬁ?ﬁﬂﬁaLﬂﬁiﬂulﬁLLaz?Jﬂ

4+ Reduced horsepower requirement + é]’ENmiyaﬂLLS&ﬁﬂ .,

+ Reduced fuel consumption + apmsauUdnadanas

Prevents water erosion. Prevents undesirable effects of compacted zone
tostunisineizveni Uostunansenuiliisuszasrannsuasnleu
TECHNICAL SPECIFICATION / daiviunmanaiia T-TD
Machine code (Order number) sWap3es (wuiilud) 2100100
Working Depth (mm) Anundelunsvinnu (uw.) Max.600
Overall width (mm) AMUNINlABTIN (1) 680

Width of vibrating body (mm)  AnuninsesiaLAdesdu (i) 358
Machine Weight (kg) dwitniedes (nn.) 260

PT.O. Shaft Rotations (max) (mind)  MIVgUWa seusiaun?t (Ui -1) 540
Required Tractor Power (HP) Mdsaunsninesidesnis (HP) 60

* We reserve our fights to make changes in designs, specifications and features without prior notice. * isveavuanslunisdsuuvainisesnuuudermunuazamaniilaglideaudslimudimih
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Nursery planting, in planting of olive,fruits, hazelnuts and other
trees. Hole digging areas, hole digging, in mounting of wire
diggings. It is an ideal machines when the right driller is
chosen. Hole digger able to tractors three point system and
assemble to tractor. It take move from movement axle with
shaft. Hole digger with Hydrolic Piston is very high
performance when is digging hole, through hyrdolic piston to
make easy power transfer and it is very useful an agricultural
machine.

When is digging you can you can manage depend to area
hardness with control bar.

minosagr.com
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TECHNICAL SPECIFICATION / danvuiuaniainaiia TTB M TTB H
Machine code (Order numboer) WaiA3es (iaaiflud) 31600000 36100001
Working Depth (mm) ANNANTuNsI (uw) 1000

Machine Weight (kgs) dtiades (n.) 160 170
P.T.O. Shaft Rotations (max) (min) NSVLUINGT SOUsaUIN (Wl -1) 540

Rotations of the gearbox output shaft (pm)  N1IMyUYRIWAIVIRNALS (SoUsBUIN) 40

Required Tractor Power (HP) Mdasaunsninesiicesnis (HP) 45

Hole digging capasity of augers / anuainsalumsyaianzviay

Mechanical Post Hole Digger / Lﬂ%‘laaﬁqmqummamﬁﬂ Hydraulic Post Hole Digger / Lﬂ?@)@ﬂﬁﬂs%@ﬂﬁﬂi@éﬂ
Diameter (cm) Working capasity ( holes/per hour) Diameter (cm) | Working capasity ( holes/per hour)
wurugudnans (a.) Mansude (vqudetala) Wushugudnans ()| Maensuden (gusiedalu)

25 45 20 80

30 30

35 o5 30 70

40 20 40 60

45 20 45 50

S0 15

60 10 60 40

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * ismeanudvslunmsidsuuamsesnuuutormunuasauasiilaglidouddinsudimii




LATBALNITUNHUI AL ITIUYAATIALIANT

Minos developed spring cultivator- rotary harrow combination in
parallel with technological developments in preparing seed bed.
Operating depth which is demanded sensitively is obtained with this
new tool. It is provided that the soil is protected and the erosion is
prevented. It maximizes conserving the moisture and water intake
capacity. For unit operating dept, some functions are fulfilled with
least ail fuel. It is very effective against weed struggle.

Land surface is recommended by breaking clods into pieces with
rotary harrow. So that the seed is grassed and begins to develop,

an ideal environment is constituted in the soil.

RECOMMENDATIONS:

While the tool is in working condition at the end of parcel, manoeuvre
must never be made. While this tool is connected to truck, it must not
be moved back. Depending on soil characteristics, the most proper
operating speed must be determined between 8-12 km/hours.

If operation is made with this tool for the first time, it is necessary to
control and compress all bolts and studs at the end of day. Minos tools
have vibrating settings and following rotary harrow. By this means,
seed bed treated in the same depth is prepared. It is diversified
according to the needs of Turkish farmers and it has operating depths
changing until 3.35 m. Type and technical characteristics of seed bed
cultivators in our production program are given.

USED TOOL:

Flat section and spring stays are heat-processed and are made of
special spring steel. By this means, it has vibrating characteristics in
operating conditions.

mugluiunsianunalulagluniswieusdaiug Minos Agri
Ioimuiasedsedmuuuuulinis
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: CULTIVATOR WITH SPRING
e anzUgnaUsa

YKTM : CULTIVATOR WITH SPRING AND
CRUMBLER COMBINATION

= = =
1A NEUgNaUTILaZIAUYAATIALIANS

Crumbler Combination / sauyAAsIAlIA3
TECHNICAL SPECIFICATION

SarmuaTnanadia YKT17 | YKT19 | YKT 21 | YKT 23 | YKT 25 | YKT 27 |YKT 29 |YKTM 17 | YKTM 19 | YKTM 21 |YKTM 23 |YKTM 25 | YKTM 27 | YKTM 29

Working Width {mm) amanwddunisihan @y 2000 | 2200 | 2450 | 2700 | 2900 | 3150 | 3350 | 2100 | 2350 | 2600 | 2850 | 3000 | 3250 | 3450

Mochine Weight (kg) shwiinades (an) 290 | 325 | 350 | 375 | 405 | 430 | 455 | 490 | 530 | 570 | 400 | 650 | 685 | 710

Required tractor  Midtsaunsningiidaants

35 45 50 60 65 70 75 45 55 60 70 80 85 90
power (HP) (HP)

* We reserve our rights to make changes in designs, spedifications and features without prior notice. * isveanuavslunsiasuulamiseenuuuderimunuazauauiflaghisowdslinsudrmi



SUPER CULTIVATOR

w3 Uilaslansiu

Minos is an expert foundation on soil cultivation and seed bad preparation.
Minos provides modern equipment, more than 40 types, to the services of
our farmers for the soil cultivation. All these equipment is carried out as per
the main criteria of Minos. Quality, Long Life and Nature-Friendly. In parallel
with the technological developments in preparation of seed bad, Minos has
developed super spring cultivator and rotary hallow combination.
HYDRAULIC FOLDABLE PARTS:

There are hydraulic cylinders to carry bigger equipment wider than 3-meter
and to provide opening while operating. So, seed bad combinations can be
transported easily in folded position in narrow streets.

USAGE AIMS:

In this stage, these processes can be performed: preparation of seed bad,
smoothing the field surface, mixing the fertilizer to soil, stubble processing,
weeding processing. The string feet are treated in heat process and made
of steel. So, it has vibration feature in various working conditions.
WORKING SPEED:

The suggested working speed for super string cultivator and rotary harrow
combination is 12 km/h in sandy and light soils.

w3esguiaslansau Minos Agri fil3lumsnIouudniusg,
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TECHNICAL SPECIFICATION With Roller /wizsiamagpey
dorimuananaile YKT 35 | YKT 40 | YKT 45 | YKT 50 | YKT 54 | YKT 60 | YKT 64 |YKTM 35| YKTM 40 |YKTM 45 |YKTM 50 |YKTM 54 | YKTM 60 |YKTM 64
Numboer of Tines  Swuauistdinlo 35 | 40 | 45 50 54 | 60 | b4 35 40 | 45 50 | 54 | &0 64
Working With (mm) mwniwlumsivon )| 3500 | 4000 | 4500 | S000 | 5500 | 6000 | 6500 | 3500 | 4000 | 4500 | S000 | 5500 | 4000 | 6500
Machine Weight (kg)imniniaes (nn. 600 | 730 [ 820 | 910 | MO0 | 120 | 130 | 990 | W00 | 1210 | 1320 | 1600 | 1750 | 1900
giwe(ﬁ;)@m (ﬂ:limmm%m 75 | 80 | 90 o 120 | 135 | 160 |90-100 [100-I0 | N0-120 |120-130 |150-160 |170-180 | 180-190

* We reserve our rights to make changes in designs, spedifications and features without prior notice. * iseanuanslunmsdsuulasnsesnuuuderimunuazaneauiflaghisoswdslinsuaimi



It swells the soil without turning over it. Since double
helix-wound square spring stays vibrate in the soil, it serves
preparing demanded seed bed. Due to the fact that the root is
high and clearance between stays is big, blockage does not
occur in stubble processing. Edge irons with narrow edge and
having sweep shape in stubble processing and loosening the
soil in the spring can be used in hard and grazed soil
conditions successfully. Chassis height in spiral spring
cultivators is 72 cm, chassis heights are produced in the tools
of 52 cm depending on the purpose of farmer usage and truck
powers. Operating depth in the cultivators which are produced
with two or three serial optionally changes between 25-40
cm. It may be possible that every part of vineyards, citrus
fruits gardens and olive groves are treated in full with three
hitches, with sliding 2 serial and narrow cultivators.

In addition, if specified in the order, roller group and retaining
wheel can be added to this tool.

Usage purposes: Spiral spring cultivator swells the soil without
turning over it in cultivation depth and mixes it. It mixes
stubble, plant residuals and fertilizer in the soil in the most
proper way. In addition to this, it provides a good protecting
coating against water and wind erosion when they stay in the
soil surface partially.

Used Material: Square spiral stays are made of heat treated
tempered steel. Thanks to the given special shape, it has
vibration characteristics.
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SYK 3 m‘%aawaﬂgnaﬂ?amﬁmwwuﬂ
SYKD
3SYK m‘%aawaﬂgnaﬂ?asnﬁmukuﬂ 3 1a7
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MODEL ’i?f?‘::; Chassis Height V\/orljmg \/\/iodth Mo<§|mewWe\%ht (ko) Trodi??’é‘va?(HP)
, o 2 ﬂ')']llquwa'ﬁﬂ anundalumsrhau UINUNATDY MASuTsIARsTIFaaINS
U fauvinia (331.) () (nn.) (HP)
SYK 7 / 1700 310 o0
SYK 9 9 2200 390 60
SYKN Il 2700 470 /5
SYK 13 13 3200 560 Q0
3SYK 13 13 750 2800 675 90
3SYK 15 15 3250 745 110
3SYK 17 1/ 3700 815 120
SYKD 9 9 2150 300 S0
SYKD 11 Il 2650 350 60
SYKD 13 13 3000 410 70
35YKD 13 13 =50 2750 280 80
3SYKD 15 15 3050 520 Q0
3SYKD 17 17 3450 600 100
Single Piston Hydraulic Folded / @ﬂ@ULaﬁJ’JLLUU‘lﬁﬂiaaﬂﬁU
3SYKD 19 19 3900 850 10
3SYKD 21 2l 580 4350 Q30 120
3SYKD 23 23 4750 Mo 130
Double Piston Hydraulic Folded / gnguelansadinivu

3SYK 19 19 750 4150 Q80 130
35YK 21 2l 4600 1080 140
3SYKD 25 25 5200 1250 160
35YKD 27 27 o0 5600 1400 170

* We reserve our rights to make changes in designs, spedifications and features without prior notice. * isveaniuanslunsasuulasnisesnuuuderimunuazanauiflaghiseswdsbinsudaimi
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Since it swells the soil without turning over it,
decomposition of organic materials is too slow and
damp soil is not removed to the top. Since stubble and
plant residuals scratch the surface, a good upper layer
composes. It is very effective against the weeds which
are robust and develop root. It can be used successfully
in heavy soils where other materials are insufficient in
terms of quality and capacity.

While chisel swells the soil in ploughing depth and
stubble stays in the land surface, it provides a
protective impact against water and wind erosion. If
the soil is wet and damp, it should be avoided to use
this tool.

Weannduimuiulaglidsauy
msaaneiivesansdunidasdindimn uasiuiuazlignaveen
d' 1% Y oA o ' & a ) o a &
\onadauaiuivydinteg uuiuil Yunseunguifaziindy

o o a a - I K a =
SuiusgansamundeJuiaiamn SInudeusuazdn
Tuwdvespunmiamsaldnulddisluiuminfiniodiodu
lsiigane LlosnuauaguuiuiIvasau
Tuvaefuasyunanudnvesnisiiou aslinstesiunfse
nmsfinnseuvestlazay

Y a o & P =} a o
m(ﬂuL‘UﬁJﬂLLa%’Uumﬂ‘ULﬂiamE]“LJﬂ’Ji‘V?aﬂLaEN




o= S aiet o~

MODEL | Number Angle of Chossis Height | Working Depth | Furow Distance | Working Width | Maghine Weight (kg) Trocti?qucj)lvrvee? (HP)
. of Tines Penetiation | AIMGUNASA | mudnlumsion | Se95zEgM | mwnhdumsion | dhmndnue3es | ddsoumsainedieims
M Frunuminle | yuves msianz (3.) (31) (1) (a) (nn.) (HP)
zZ5s S 1500 320 40
@7 / 2100 400 50
cz9 9 2800 510 70 |
an Il 30° 750 150-350 275 3100 590 90
czZ13 13 3600 670 110
3¢z Il 2500 680 90
3CZ13 13 2900 760 110
Big Tines Chisel Plough / MeiBel mit groRen FiBe
CZA 7 7 2100 465 60
CZA 9 9 2800 585 90
CZAN Il 3100 685 100
ZA13 13 30° 870 150-350 275 3600 880 120
3CZA N Il 2800 780 110
3CZA 13 13 3300 980 140
Small Tines Chisel Plough / Kleine leichtfiBige Meilel
CZ8 5 S 1300 195 30
B 7 7 30° 600 150-350 275 1900 270 40
czZB 9 9 2500 370 S0

* We reserve our rights to make changes in designs, spedifications and features without prior notice. * isnweavuavislunisidsuwaimsesnuuudeimunuazauantilaglifesudslimsuamii
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Minos developed subsoiler tool in parallel with the

development of soil cultivation methods. The usage of this

tool can be arranged as follows;

- It provides cultivating soil with low costs.

« It brightens hard plow pan occurring in the land.

+ It protects moisture by providing that rain water is absorbed
by the soil and it prevents soil erosion from the surface.

« It realizes air, water and plant communication in the soil in
the best way.

This tool’s members which operate with soil are produced by

being applied heat treatment from the alloyed steel whose

permanent resistance is high.
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* Required tractor power according to soil structure and working depth.

* audaanisnasiiiuandrsiuluanulaseadevesiunazainudniunisiney




. S:Egngort p ng:h Avdjusutlment .
TECHNICAL SPECIFICATION / fafmuamanaiia "’”%m;f”ﬂw' Whmﬂw;;fmﬂmaﬂ
Number of Tines Sunuvdnla | I
Angle of Penstration JUVBINTHINE 30°
Chassis Height (mm) AINGANANTD (1) 800 800-1000
Furrow Distance (mm) TOIITHENN (U3 560-730
Woring Wicth () e (nn.) 1800 3600
Working Depth Mox. (mm) — Aansiingegmlumsyinan (us.) Max (Fixed/Asit ) | 400-1000 hdjstcble/U3ule)
Machine Weight (kg) dwifniedes (nn.) 155 175
Reouited Tradtor Poier (HF)  desaunsningsaifosnss (HP)  60-90 60-110

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * isveanudnslumsiwdsuuamsesnuuutormuauazauasiiflaglidoudinsudimii
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Minos has been rendering its accumulation in the soil Minos Agri inuiaudiuiguaaaseiialonsiu

cultivation tools to the service of Turkish farmers with Wuesesdiolminasiiuaiodmsunislnuinig

a super subsoiler which is a new and modern tool. This VYBIYNIUIYINIAAUEARL I aTesdlelatunsanzdnis 1
tool makes blow up by penetrating into the depth of wes SaEnlulusuresaniAa Ty

1 meter to the bottom layers in the land in which floor mzwnisaiulalaiussintunuldldunsnszagludeiiuRues

is constituted. By this means, it is provided that the
minerals in the depth of soil not to spread to the surface
and to filter the ground water. The design and quality of
the stays of blowing up is produced with Minos
Guarantee.
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* Required tractor power according to soil structure and working depth.
* audeenismasliihupnsnetuluanulaseasiwesiuiasanuaniunsyia




TECHNICAL SPECIFICATION / dariwunmemaiin SDK3 SOK5 | SDK7
Number of Tines Frunumanla 3 5 7
Angle of Penetration JUYBINIAY 30°

Chassis Height (mm) ATENANTD (3L 800

Furrow Distance (mm) TYHENNTDITON (3L, 560-730

Working Width (mm) shwiniedes (nn.) 1800 | 2500 | 3600
Working Depth Mox. (mm) ~ Ansidngegalunisvieny () 700-1000 (Adjustable /U5uls)
Machine Weight (ko) shwinies (n) 620 850 1350
Required Tractor Power (HP) ~ dssounsninesfiesnis (HP) | 85-100 | 110-130 130-150

* We reserve our rights to make changes in designs, spedifications and features without prior notice. * isveaniuanslunmsasuulassesnuuuderimunuazaneauiflaghiseswudsbinsuaimi
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It is mounted to the truck with three point hitch.

This machine is ideal for the plants such as beet, corn,
cotton, sun flower, tobacco and vegetables which are
cultivated in order and it does not fall through the floor,
provides the protection of moisture in the soil and it also
provides an exact struggle against weeds. Thanks to
units which are moving independent of each other, even
in rugged terrain conditions, it holds hoeing depth fixed
and provides savings of % 70 - 80 from labor.

The product develops early and more products are
obtained. It provides savings in irrigation. In standard,

it is produced as roller and without roller. Depending on
usage purpose and optionally, earthing up unity can be
connected to the behind tools without roller.

In addition to this, upon demand of the customer,
manure box can be mounted on the tool. Seplet spring
anchor machines can be produced mechanically and
hydraulically optionally.
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MODEL | RO | Toe | e | dontnaion | Tads o 0
3u P | Fundnle () "n) ﬁwé”ml,l,m(f:g;ﬁﬁﬁannﬁ
YAC3 g 15 260 45
YACS S 2l 450 60
YAC 6 6 6 /o0 560 70
YAC?7 / 3l 630 /5
With Roller - 39u%AA31AL5013
YACM 3 S} 15 315 45
YACM S S 2l 750 530 60
YACM 6 6 16 700 70
YACM 7 / 3l 750 /5
Hydraulic Folded Type / Uszinnlansedn
YACMHK 7 7 3l 750 | 880 90

* We reserve our rights to make changes in designs, spedifications and features without prior notice. * isveanuanslunsivdsuulamsesnuuuderimunuazanauilaghisowdslinsudrmi
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EggEs DISC TILLER
NS UDINSDULLNUREN

Minos provides modern equipment, Disc Tiller (Disc Rotary
Harrow Combination) to Farmers for the soil cultivation. It
operates by not causing a base in the field due to the fact that
each disk is independent in the various working conditions.
Minos Disc Tiller cultivates the soil in depth, prevents erosion
and puts the base occurring away. The equipment operates by
not causing base according to the disc harrow and allows rain
water and oxygen to bottom layers. The adjustments of group
of Rotary Harrow Combination (Wringer) in our product are
performed through a hydraulic piston. Because of the fact that
it is taken onto the equipment through hydraulic piston of
wringer group in Transport Mode, the load on the back arms of
the tractor is in the lowest level. Furthermore, products, having
less work wideness, can be manufactured for especially wood
gaps upon the demands.

Mlansuves Minos Agri 8L UIRULAANIUALARALUUAILAL
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) ) v v Required
Number of Disc Diameter of Disc Working Width Machine Weight Tractor Power (HP)

Fwufan | wuihuaugnansdan aunidlumaviny umidnieses dssaunsnirasinosns
(3131.) (u31.) (nn.) (HP)

110-140
130-160
160-180

* We reserve our rights to make changes in designs, spexfications and features without prior notice. * is1weavudvslunmsidsunamsesnuuutormunuazauanilaglideudilimsuaimin
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Subsoiler and crumbler combination is new generation
subsoiler with the combination of rotary harrow. This is a
device to break and loose the Stones underground, to provide
base drainage and to break the clod into pieces with rotary
hallow. The foots working on the ground have 5 different
diving angles by means of 5 different level adjustment. The
diving can be adjusted by rotary hallow combined with the
subsoiler hydrolic pistons. Also, it is easy to carry it by taking
it on the subsoiler under favour of hydrolic piston.Safety bolt
is designed for not harming the foot in case of stick something
underground while running. The adjustment of the angle of
foot diving is performed with safety bolt.

WWW.mINOSAQr.com

SUBSOILER AND CRUMBLER COMBINATION
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TECHNICAL SPECIFICATION / dawuamamnaiia GBS GB7
Number of Tines dumanla S /
Working Width (mm) thminiedes (n.) 2450 3350
Working Depth Mox. (mm) — aadingeamluntsviiey (uw.) 450
Machine Weight (kg) thwifniades (nn) 1200 1600
Required tractor power (HP) fdasaunsnnesiiieans (P | 110430 | 130-160

* We reserve our rights to make changes in designs, spexifications and features without prior notice. * isveanuavslumsiwdsuuaimsesnuuutormunuazauasiflaglidoudinsudimii
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CULTIVATOR WITH SPRING AND
CRUMBLER COMBINATION

LA3DILIYAIMNYUUUULIANT

SUPER CULTIVATOR
asgUivaslansiu

INTER ROW SPRING CULTIVATOR
m'%laaammmumgu

SUBSOILER
Fuldmamu

CULTIVATOR WITH SPIRAL SPRING
wsadlagusanaen
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SUPER SUBSOILER
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DISC TILLER
nseiUoandouEufan

SUBSOILER AND
CRUMBLER COMBINATION

LATDINENATIANBRALBENYRISEULLSANS

www.minosagri.com
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Agricultural Machinery
Fatih Mah. 1191 Sokak No: 17/A
Gaziemir / iZMIR / TURKIYE

Ph :+90.232 281 54 04 - 281 63 30/ 31
Fax: +90.232 281 57 10
www.minosagri.com

e-mail: info@minosagri.com
www.facebook.com/minosagri
www.twitter.com/turkaygrup
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