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EXPORT SALES SALES ASSIST
Flavie SORIN
+33 2 51 14 14 48
flavie.sorin@agrisem.com

AFTER SALES AND WARRANTY

Charlotte RIGAUD
+33 2 51 14 14 40
charlotte.rigaud@agrisem.com

MARKETING

PRODUCT

Aurélien RALLET
+33 6 76 09 25 07
aurelien.rallet@agrisem.com

Florian BARRAULT
+33 2 51 14 14 40
florian.barrault@agrisem.com

Yoann JAUNASSE
+33 2 51 14 14 46
yoann.jaunasse@agrisem.com

  Our main objectif is to help farmer for getting the best of his most 
important tool: the soil.

  The main AGRISEM innovations are focused around two main aims : 

• The shallow work for managing organic material, fertility of soil 
and seedbed preparation we have designed a range of machine with 
that spirit : it is the Mulch range. 

• The deeper loosening for getting the best structure of soil, without 
mineral losses, in order to give to the plant the good condition for 
growth: it is the Plow range. 

   In comparison with other techniques, it provides a triple benefit: 
agronomic, economic and environmental; profits measured and 
recognized by the agronomists.

  Sometimes copied but never equaled thanks to its patents, 
AGRISEM continues its inovation strategy.

AGRISEM SPIRIT

OUR TEAM
Listening, advice and availability is what AGRISEM International offers you. 
These elements give you the benefit from a dense network at every moment, and from competent technicians.

Clément GOIROT
+33 6 42 17 23 77
clement.goirot@agrisem.com

Thomas BOONE
+33 7 88 07 15 92
thomas.boone@agrisem.com

Grzegorz WOLODZKO (Poland)
+48 603 853 298
grzegorz.wolodzko@agrisem.com

Tomasz SONDEJ
tomasz.sondej@agrisem.com

Nathalie RICHARD
+33 2 51 14 14 44
nathalie.richard@agrisem.com

Kaja GUZOWSKA
+48 507 425 853
kaja.guzowska@agrisem.com

Marcin DOBROWOLSKI
+48 726 767 326
marcin.dobrowolski@agrisem.com

Camille LEFEUVRE
+33 2 51 14 14 40
camille.lefeuvre@agrisem.com

Michal GUZOWSKI
+48 609 535 033
michal.guzowski@agrisem.com

Claude CAZADEBAT
+33 6 08 37 93 22
claude.cazadebat@agrisem.com

Fabien CHOLLET
+33 2 51 14 14 40
fabien.chollet@agrisem.com

Enzo GRIMOUX
+33 6 08 69 49 82
enzo.grimoux@agrisem.com

Théo DUCASSE
+33 6 47 13 73 28
theo.ducasse@agrisem.com
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Confidential pricelist - 2023 January - Prices in Euros (excluding VAT, Ex Works delivery)

Documents, pictures and technical datas non-contractual, that can be modified without prior notice
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Seeders

Rollers

Accessories

Combinable soil looseners

Soil looseners

Blade/disc combinations

Tine cultivators

Confidential pricelist - 2023 January - Prices in Euros (excluding VAT, Ex Works delivery)
Documents, pictures and technical datas non-contractual, that can be modified without prior notice

Disc Stubble breaker

Conservation Farming

2023 selection

DSF 2500 83
DSA 1600/2200/3200® 84
DLF 85

88

90

BOSS 19
BigBOSS 20
Vibrosem SD porté / traîné 22
Stripcat 24
Fertill 28

Turbomulch® 32
Faca Roller 31

Speedmulch® 34

Vibromulch® / Biomulch® 36

Combiplow® Silver / Gold / Platinum 41

Cultiplow® Silver / Gold / Platinum 46

Serie RDisc-O-Mulch® 54

Disc-O-Mulch® Gold 60

Maximulch® Serie 3 / Serie 3 (HD) 67

Smartplow 73
Agromulch® Silver / Gold 75

DS 200/500 80

DSF 1600/2200® 82
DSF 1000/1500® 81

mBOSS 18

6

70Serie 5
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a Easy-Protect carbide shares
a 1 carbide leading edge / blade

a Easy-Protect carbide shares
a 1 carbide leading edge / blade

a Easy-Protect carbide shares
a 1 carbide leading edge / blade

a  Easy-Protect carbide shares
a  1 carbide leading edge / blade 
a  Double Spike roller 4 m folding

Price 
3,0 m

Price 
4,0 m

Price
3,0 m
4,0 m  manual retractable

Price 
3,0 m  

2023 SELECTION
Combiplow Gold

Combiplow Platinum BC

Combiplow Platinum SR

Combiplow Platinum SR

Page 42

Page 43

Page 44

Page 44

Serial equipment +

Serial equipment +

Serial equipment +

Serial equipment +
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a Ø560 mulcher discs
a Double U-Sem roller Ø580mm
a 2 points coupling + hydraulic draw bar
a Carbi-Protect shares
a RADIAL 500/45 R 22,5
a Right-hand lateral deflector kit

a Easy-Protect carbide shares
a 1 carbide leading edge / blade

aDouble U-Sem roller Ø580 mm

Price 
4,5 m 
6,0 m 

Price 
6,0 m  - 8 blades

Price 
3,0 m 
3,5 m

Price 
4,0 m 
5,0 m

Cultiplow Gold

Smartplow

Maximulch Serie 3

Page 47

Page 73

Page 69

Serial equipment +

Serial equipment +

Serial equipment +

Fissuring blades

Non-stop security - Cage roller



8

2023 SELECTION 

Smartplow bio

Smartplow mix

Page 75

Page 74

a Levelling tines

a Carbide shares 
a  T-Sem roller Ø620 + scraper

Price 
5,0 m - folding

Price 
3,5 m - rigid

Serial equipment +

Serial equipment +

Price 
3,0 m 
3,5 m

Price 
4,0 m 
5,0 m

Stubble braking tines

Tines scalping
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Biomulch folding

Page 32

Page 33

Page 37

a 2 rows rear harrow
a x2 front stabilizing wheels 
a x2 rear stabilizing wheels

Price 
5,0 m
6,0 m

Price 
6,0 m
8,0 m

Price 
9,8 m
12,25 m

Price 
6,0 m
7,5 m

Serial equipment +

Serial equipment 

Serial equipment

Serial equipment +

Vibromulch trailed Page 38

a Double U-Sem Ø580mm roller
a 2 points coupling + hydraulic draw bar
a Side deflectors
a Levelling harrow after roller

Turbomulch

Turbomulch Extra
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2023 SELECTION
Disc-O-Mulch Série R rigid

Disc-O-Mulch Série R folding

Price
5,0 m 
6,0 m 

Price
7,5 m 
8,0 m 

Disc-O-Mulch Série R trailed

Disc-O-Mulch Série R trailed

Page 56

Page 57

Page 55

Page 54

Price 
3,0 m
3,5 m

Price 
4,0 m
5,0 m
6,0 m

a T-Sem roller + scraper
a Deflector set

a T-Sem roller + scraper
a Deflector set

a Double U-Sem roller
a Deflector set

a Double U-Sem roller
a Deflector set
a 2 points coupling + hydraulic draw bar

Serial equipment +

Serial equipment +

Serial equipment +

Serial equipment +
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Disc-O-Mulch Gold folding

Disc-O-Mulch Gold trailed

Disc-O-Mulch Gold trailed

Page 61

Page 62

Page 63

Disc-O-Mulch Gold rigid Page 60

Price 
3,0 m
3,5 m

Price 
4,5 m
5,0 m

Price 
4,5 m
5,0 m
6,0 m

Price 
7,5 m
8,0 m

a T-Sem roller + scraper
a SRE hubs
a Ø610/560 Mulcheurs discs

a Double U-Sem roller
a Ø610/560 Mulcheurs discs

a Ø610/560 Mulcheurs discs
a Double U-Sem roller
a 2 points coupling + hydraulic draw bar
a Right-hand lateral deflector kit

a Ø610/560 Mulcheurs discs
a Double U-Sem roller
a 2 points coupling + hydraulic draw bar
a Right-hand lateral deflector kit

a Double U-Sem roller
a Deflector set
a 2 points coupling + hydraulic draw bar

Serial equipment +

Serial equipment +

Serial equipment +

Serial equipment +



12

Vibrosem

Stripcat mounted

Stripcat trailed

2023 SELECTION

Page 25

Page 24

Page 22

Price
6,0 m 

Price
6 rows 75 cm
7 rows 60 cm
8 rows 75 cm
11 rows 60 cm
12 rows 50 cm

Price
6 rows 75 cm
7 rows 60 cm
8 rows 75 cm
11 rows 60 cm
12 rows 50 cm

a x2 front stabilizing wheels 

a Mounted frame

a Mounted frame
a Wheels 380/85-R34 Agraire
a Tractor top link hydraulic coupling cat. 2/3 
a x1 hydraulic line for blowing unit

Serial equipment +
Inter-row 20 cm + cage roller Ø450

Serial equipment +

Serial equipment +

Specific sales conditions.

Specific sales conditions.
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DSF 1600     
DSF 2200     

DSF 1600     
DSF 2200     

DSF 2500     

Price 
DLF    

Price 
Fertill     29 900 €

Price 

Price 

Price 

a Pump 15L/min with tablet 8’’ 
a Fireman filing connection kit
a Rince kit
a Lighting kit (front)

Fertill

DSF 1600/2200

DSF 2500 pressurized

DLF 1500

Page 28

Page 83

Page 85

Page 82

a 9 simple fertilization units
a Mounted frame
a Gauge wheels 2 x 6.5/80-12
a Liquid fertilisation kit with WILGER

Serial equipment : 
Splitted hopper - 2 motors
Double outlets Ø90, maximum flow rate 1 600 L/h

Serial equipment : 
Splitted hopper - 2 motors
Metering units 4 x Ø90, maximum flow rate 2 800 L/h

Serial equipment :
Splitted pressurized hopper
Electric distribution - 2 motors
Metering units 2 x Ø100, maximum flow rate 3 500 L/h

Serial equipment

Serial equipment +

8 rows 75 cm to fertilize all inter-rows

Specific sales conditions.

Specific sales conditions.
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mBOSS

BOSS

Big Boss

2023 SELECTION

Page 20

Page 19

Page 18

Price
3,0 m 

Price
4,5 m
6,0 m

Price
12,0 m

a Spacing : 25 cm 
a 3 tanks 2 000 L
a 2x2 work lights 
a Beacon 

a Spacing : 18,75 cm 
a 2 thanks 2 000 L
a Beacon
a SeedXConnect with tablet

a 16 rows - 18,75 cm 
a Hydraulic brakes 2 thanks 1 100 L
a Rear axle hydraulic lift
a Beacon
a Isobus without box

Serial equipment +

Serial equipment +

Serial equipment +

Specific sales conditions.

Specific sales conditions.

Specific sales conditions.
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BOSS

CONSERVATION FARMING

mBOSS 3 - 4 m
70 - 140 hp

BOSS 3 to 7,5 m
95 - 220 hp Big BOSS 7 to 12 m

160 - 330 hp 

Vibrosem

Stripcat

Fertill

Vibrosem SD mounted
4,0 to 7,0 m
120 - 260 hp

Fertill
60 - 300 hp

Vibrosem SD trailed
6,0 to 9,0 m
180 - 360 hp

Stripcat Mounted folding
60 - 375 hp

Stripcat  Trailed kit
165 - 700 hp

page 28

Stripcat  Trailed folding 
frame HD
165 - 700 hp

page 18 page 19 page 20

page 22
page 23

page 24 page 25
page 25
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Turbomulch

Speedmulch

Faca Roller

Faca Roller 
1,50 to 9,0 m

Turbomulch 
6,2 to 12,25 m
130 - 275 hp

Speedmulch Compact 
3,0 to 9,0 m
70 - 230 hp

Vibromulch Mounted 
4,0 to 7,0 m
120 - 280 hp

Vibromulch Trailed 
6,0 to9,0 m
180 - 360 hp

Biomulch Mounted
4,0 to 7,0 m
120 - 280 hp

Biomulch Trailed 
6,0 to 9,0 m
180 - 360 hp

Speedmulch 
4,0 to 6,0 m
140 - 220 hp

Turbomulch Extra 
6,0 to 9,0 m
130 - 230 hp

page 31

page 32

page 34

page 36
page 38

page 37 page 39

page 35

page 33

Vibromulch / Biomulch
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mBOSS - 3 to 4 m

SPECIFICATION Hydraulic retractable model Rigid model

Working width (≈ m) 3,00 4,00(2) 

Transport width (≈ m) 3,00 4,20

Weight (≈ kg)
18.75cm écartement 4 400 4 850

Power req. min-max (≈ hp) 70 - 110 90 - 140

Standard equipment
• No-till trailed seeder – telescopic frame
• Parallelogramme
• 2 rows of Undercut 460mm disc seeding shares with indivi-

dual depth setting
• Side wheel and packing wheel settings without any tool
• 2200 L hopper with double product, with access platform
• Metering units 4x70mm outlets with distribution heads 

front/rear or mixing products
• Hydraulic driven fan (30l/min) for pneumatic distribution of 

seeds
• Managing quantity rate ISOBUS depending on of the speed 

with GPS antenna (without computer)
• Warning kit with reflective plates and lamps
• 2 points toggling hitch Cat3 and mechanical draw bar
• Rigid axle with 500/45R22,5 tyre

(1) For any else configuration, and validation of sales condition, please contact your area manager before any proposal.

SPECIFIC SALES CONDITIONS(1)

.

(2)Not approved by country

Price in €
Inter-row 16,7 cm (nb of rows) 0 0

Inter-row 18,75 cm (nb of rows) 0 0

Inter-row 20 cm (nb of rows) - 0

Inter-row 25 cm (nb of rows) 0 0

ACCESSORIES
In no case, the accessories can reduce the 
price of a machine. They can not be sold 

separately. 
€

Deduction for no hopper – distribution heads with supports 16 outlets for coupling with DSF 0

Deduction DS1600 2x800L with 2 metering units (4xØ70mm) 0

DS3200 2x1600L with 2 metering units (4xØ70mm) 0

Incorporation in the metering units 0

DS200 with 8 outlets spreading ramp in front of the first row of seeding shares, computer and 
driving system. 0

Hydraulic side markers 0

Rear axle hydraulic lift 0

Wheels 710/50-R26,5 (2) 0

 (18)

 (16)

 (12)

 (24)

 (22)

 (20)

 (16)

Optional computer:

«A-Touch» 
ISOBUS

Without box

Discover the configurator : here

https://agrisem.com/fare/mboss_gb_2023_pricelist_blank
https://agrisem.com/fare/fertill_gb_2023_pricelist_blank.pdf
https://agrisem.com/fare/BOSS_GB_V1b_2023_pricelist_blank.pdf
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BOSS - 3 to 7,50 m

SPECIFICATION Folding models

Working width (≈ m) 4,00 4,50 5,00 6,00 7,00(2) 7,50(2)

Transport width (≈ m) 2,98 2,98 2,98 2,98 2,98 2,98

Weight (≈ kg)
18.75cm écartement 5 500 5 720 6 140 6 680 7 120 7 590

Power req. min-max (≈ hp) 95 - 145 105 - 155 115 - 165 135 - 205 160 - 210 170 - 220 

Standard equipment

• No-till trailed seeder – hydraulic folding frame 
• Hydraulic parallelogram 330mm stroke
• 2 rows of Undercut 460mm disc seeding shares with indivi-

dual depth setting
• Side wheel and packing wheel settings without any tool
• 2x2000 L pressurized hoppers, with access platform
• Hydraulic driven fan (40l/min) for pneumatic distribution of 

seeds
• Volumetric metering unit 1 to 600cm3
• Warning kit with reflective plates and lamps
• 2 points toggling hitch Cat3 and mechanical draw bar
• Hydraulic braked axle  with wheel 710/50R26,5

SPECIFIC SALES CONDITIONS(1)

.

Price in €
Inter-row 16,7 cm (nb of rows) 0 - 0 0 0 -

Inter-row 18,75 cm (nb of rows) - 0 - 0 - 0

Inter-row 20 cm (nb of rows) 0 - - 0 0 0

Inter-row 25 cm (nb of rows) 0 0 0 0 0 0

ACCESSORIES In no case, the accessories can reduce the price of a machine. They can not be sold separately. €
280 L hopper 0

Third hopper 2000L (total 6 000L) 0

Hydraulic side markers 0

 (24)

 (24)

 (24) (18)  (20)

 (30)

 (30)

 (30)

 (38)

 (40)

 (42)

 (36)

 (28)

 (36)

 (32)

 (20)

 (16)

(1) For any else configuration, and validation of sales condition, please contact your area manager before any proposal.

(2)Not approved by country

Optional computer:Included

«A-Touch» 
ISOBUS

Discover the configurator : here

https://agrisem.com/fare/boss_gb_2023_pricelist_blank
https://agrisem.com/fare/fertill_gb_2023_pricelist_blank.pdf
https://agrisem.com/fare/BOSS_GB_V1b_2023_pricelist_blank.pdf
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BigBOSS - 7 to 12 m

Standard equipment
• No-till trailed seeder – hydraulic folding frame 
• Hydraulic parallelogram 330mm stroke
• 2 rows of Undercut 460mm disc seeding shares with 

individual depth setting
• Side wheel and packing wheel settings without any tool
• 2x2000 L pressurized hoppers, with access platform
• Hydraulic driven fan (40l/min) for pneumatic distribution 

of seeds
• Warning kit with reflective plates and lamps + flashing 

light
• 2 points toggling hitch Cat3 and spring suspension draw 

bar
• Tandem with suspension with wheel 710/40R22,5

Price in €

Inter-row 16,7 cm (nb of rows) 0 0 0 0 -

Inter-row 18,75 cm (nb of rows) - - 0 - -

Inter-row 20 cm (nb of rows) - 0 - 0 0

Inter-row 25 cm (nb of rows) 0 0 0 0 0

SPECIFICATIONS
In 25 cm Folding models

Working width (≈ m) 7,00(2) 8,00(2) 9,00(2) 10,00(2) 12,00(2)

Transport width (≈ m) 2,98 2,98 2,98 2,98 2,98

Weight (≈ kg)
25 cm spacing 10 900 11 500 12 800 14 050 15 200

Power req. min-max (≈ hp) 160 - 210 180 - 230 205 - 255 230 - 280 270 - 330

(2)Not approved by country

 (42)

 (28)  (32)

 (48)

 (40)

 (48)

 (48)

 (60)

 (60)

 (50)

 (40) (36)

 (54)

Discover the configurator : here

(1) For any else configuration, and validation of sales condition, please contact your area manager before any proposal.

Optional computer:Included

«A-Touch» 
ISOBUS

SPECIFIC SALES CONDITIONS(1)

.

https://agrisem.com/fare/boss_gb_2023_pricelist_blank
https://agrisem.com/fare/fertill_gb_2023_pricelist_blank.pdf
https://agrisem.com/fare/BOSS_GB_V1b_2023_pricelist_blank.pdf
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Accessories BOSS range

 Price €  

Frame

Pneumatic brake(2) 0

Electrohydraulic module (2 functions) 0

Hydraulic power unit 0

Rear holder for liquid tank (except BigBoss) 0

Hopper

Metering unit groove roller set 0

Full set of metering unit groove roller possibilities  0

Electronics

SeedXConnect delivered with windows tablet (except mBoss)  Serial 

A-touch 800 terminal 0

A-touch 1200 terminal 0

Camera (only with A-touch 1200 terminal) 0

Trameline

 1 x 1 row 0

 2 x 1 row 0

 2 x 2 rows 0

 3 x 2 rows 0

4 LED work lights 0

4 LED HD work lights (for Big boss) 0

LED flashing light (serial on big boss) 0

Direct battery socket for additional tractor (needed since 3 hoppers) 0

Isobus plug for non isobus equipped tractor 0

 Fixed price  Price / row  Nb of row TOTAL
Option per row

Pneumatic trash wheel 0 + 0  x  = 

Active scraper + 0  x  = 

Replacement of W packing wheel by V + 0  x  = 

Left/right seeding distribution + 0  x  = 

Liquid fertilizing

Liquid fertilizing set 0 + 0  x  = 

Electronic

Seeding monitoring 0 + 0  x  = 

TOTAL option row machine

(2)Not approved by country

SPECIFIC SALES CONDITIONS(1)

.

(1) For any else configuration, and validation of sales condition, please contact your area manager before any proposal.
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Vibrosem SD folding

SPECIFICATION Folding models
Working depth (≈ m) 4,00 5,00 6,00 7,00

Transport depth (≈ m) 
(without accessories) 3,00 3,00 3,00 3;00

Weight with Cage roller Ø450 2 200 2 500 2 800 3 200

Power req. min - max (hp) 120 - 160 140 - 200 160 - 230 180 - 260

Number of tines according 16,7 / 20 / 25 cm inter-row 24 / 20 / 16 30 / 25 / 20 36 / 30 / 24 42 / 35 / 28

Price in €

Price with Cage Ø450 roller, shares 
low-disturbance 12 mm, with distri-
bution head, and seed hoses

Inter-row 16,7 cm 0 0 0 0
Inter-row 20 cm 0 0 0 0
Inter-row 25 cm 0 0 0 0

Extra cost for front coulters discs with hydraulic adjustment 0 0 0 0

Extra cost for cage roller Ø526 0 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem roller Ø 600 or 
U-Sem roller Ø580 (scrapers) 0 0 0 0

Extra cost for Flexi-Sem roller Ø310 0 0 0 0

Extra cost for Flexi-Sem roller Ø520 0 0 0 0

Extra cost for levelling harrow forward the roller 0 0 0 0

Extra cost for levelling harrow after roller 0 0 0 0

Price with 2 front stabilizing wheels, 
rear harrow 1 row Ø10mm elbow 
spring, low-disturbance 12mm 
shares, with distribution head, and 
seed hoses

Inter-row 16,7 cm 0 0 0 0
Inter-row 20 cm 0 0 0 0

Inter-row 25 cm 0 0 0 0

Extra cost for 2 rows harrow Ø13x550mm straight single 0 0 0 0

Extra cost for 3 rows harrow Ø13x660mm straight double 0 0 0 0

ACCESSORIES In no case, the accessories can reduce the price of a machine. They can not be 
sold separately. €

Extra cost for left and right deflectors 0

Extra cost for 1 kit with 2 single stabilizing wheels Ø574x272 (to be positionned at the front) 0

Extra cost for 1 kit with 2 single stabilizing wheels Ø574x272 (to be positionned at the rear ; not compatible with roller) 0

Deduction for replacing by carbide share 18mm + outlet 0 / row

Deduction for replacing by straight standard share + outlet 0 / row

Extra cost for tramline valves for electronic box (for 4 seeding tubes) 0

• No-till /min-till seeder
• Tine seeder with 3d  security 30x30mm + seeding outlet
• Reinforced frame with 4 beams of 80x80mm
• High under frame clearance 60cm
• High space between beams : to facilitate work in presence 

of residues
• Top link coupling cat. N°3
• Low-disturbance 12mm shares with seed outlet specific for 

no-till
• With distribution head ø140mm and seed hoses
• Warning kit with reflective plates and lamps
• Hydraulic depth control with pre-set of 2 positions
• Number and ø of coupling hoses to be precised at order

Standard equipment

NEW
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Price in €

Price with 3 row harrow, depth control with the axle and side 
wheels, low-disturbance 12mm shares, with 2 distribution 
heads, and seed hoses

0 0 0

Extra cost for front Cross-Board with hydraulic adjustment 0 0 0

Extra cost for front coulters discs with hydraulic adjustment 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem roller Ø 600 or U-Sem 
roller Ø580 (scrapers) 0 0 0

Extra cost for double U-Sem roller Ø580 0 0 0

Extra cost for front roller harrow set for Cage roller/T-Sem/V-
Sem/U-Sem 0 0 0

Extra cost for levelling harrow after roller (not available with Agrix, 
Steel-Pack et Finisher roller) 0 0 0

Price with 3 row harrow, depth control with the axle and side 
wheels, low-disturbance 12mm shares, with 2 distribution 
heads, and seed hoses

0 0 0

Extra cost for front coulters discs with hydraulic adjustment 0 0 0

ACCESSORIES In no case, the accessories can reduce the price of a 
machine. They can not be sold separately. €

Extra cost for 2 points toggling hitch and mecanical drawbar 0

Extra cost for 2 points toggling hitch and hydraulic drawbar 0

Right and left hand lateral deflector kit 0

Extra cost for transport wheels RADIAL 500/50R17 0

Extra cost for coupling ball K80 type (additional delivery time) 0

Extra cost for tramline valves for electronic box (for 4 seeding tubes) 0

Vibrosem SD trailed

SPECIFICATION Folding models
Working depth (≈ m) 6,00 8,00 9,00

Transport depth (≈ m) 
(without accessories) 3,00 3,00 3,00

Transport height (m) 2,80 3,80 4,20

Number of tines 36 48 54

Inter-row ( cm) 16,7 cm

Power req. mini - maxi (hp) 180 - 240 240 - 320 270 - 360

Weight with Cage roller  (≈ kg) 5 450 6 180 6 340

Weight with levelling harrow (≈ kg) 4 990 5 490 6 690

• No-till /min-till seeder
• Tine seeder with 3D  security 30x30mm + seeding outlet
• Frame with 5 beams of 80x80mm, with progressive spacing
• High under frame clearance 60cm
• High space between beams : to facilitate work in presence 

of residues
• Low-disturbance 12mm shares with seed outlet specific for 

no-till
• With 2 distributions heads ø140mm and seed hoses
• Warning kit with reflective plates and lamps
• Hydraulic depth control 
• Coupling eye Ø50mm and hydraulic draw bar
• Transport wheels 480/45-17 + hydraulic braking system
• Number and Ø of coupling hoses to be precised at order

Standard equipment
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Stripcat

SPECIFICATIONS Rigid models

Inter-row number 4 6 7 8 9

Transport width (≈ m) 
For folding models 3,00 3,00 3,00 3,00 3,00

Weight (≈ kg) 1 467 2 130 2 410 2 872 3 152

Power req. min-max (≈ hp) 60 - 150 90 - 180 105 - 210 120 - 350 135 - 375

Standard equipment
• Rigid frame cat3 with air tank integrated
• Parallel linkage of the unit with pneumatic pressure 

controlled in cab
• Curved trash wheels with pneumatic parallelogram
• Shank holder with 25cm height setting ; Hydraulic 

Non-stop security and carbide shares
• 2 birm builders with setting (angle / width / pres-

sure)
• Finger Packing wheels with pneumatic down pres-

sure (in cab control)
• Signalisation - light

Price in € Rigid models

Inter-rows «Narrow» in cm 45-50 45-50 45-50-56-60 50-56-66-70-75 45-50-56-60

Price Consult us 0 0 0 0

Inter-rows in cm 70-75-80 66-70-75-80 70-75-80 80 66-70-75-80

Price 0 0 0 0 0

Option - Frame

Folding frame (+403 kg) - 0
HD frame for folding and trailed kit 
(+782 kg) >3,5m width(2) - 0 (serial on 9 rows 66-80)

Trailed kit - Hitch 2 pts Cat 3 (+3520 
kg)(2) 0

Lift assit frame (+2303 kg)(2) 0

Price in € Trailed folding frame HD(2)

Number of rows 4 6 7 8 9

Inter-rows in cm - - - 66-70-75-80 66-70-75-80

Price - - - 0 0

SPECIFIC SALES CONDITIONS(1)

.

(1) For any else configuration, and validation of sales condition, please contact your area manager before any proposal.

Folding model

(2)Not approved by country

Discover the configurator : here

https://agrisem.com/fare/stripcat_gb_2023_pricelist_blank
https://agrisem.com/fare/fertill_gb_2023_pricelist_blank.pdf
https://agrisem.com/fare/STRIPCAT_GB_V1b_2023_pricelist_blank.pdf
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Stripcat

SPECIFICATIONS Rigid models

inter-row number 11 12 13 16 18 24

Transport width (≈ m) 
For folding models 3,00 3,00 3,00 3,00 3,00 3,00

Weight (≈ kg) 3 830 4 110 4 420 5 609 6 189 14 650

Power req. min-max (≈ hp) 165 - 425 180 - 450 195 - 475 240 - 550 270 - 600 400 - 700

Price in € Rigid models
Inter-rows «Narrow» in cm 55-60 45-50 45

Consult us
45-50 -

Price 0 0 0 0 -

Inter-rows in cm
Consult us

70-75-80 70-75-80

Price 0 - 0 - -

Option - Frame

Folding frame 0

-

HD frame for folding models (+782 
kg) >3,5 width(2) Serial 0 Serial

Trailed kit - hitch 2 pts Cat 3 - 
Hydraulic braking system (+3520 
kg) (2)

 - -

Lift assit frame (+2303 kg)(2) 0

Price in € Trailed folding frame HD

Inter-rows «Narrow» in cm 55-60 45-50 45
Consult us

45-50 45-50

Price 0 0 0 0 0

Inter-rows in cm - 70-75-80
Consult us

70-75-80 - -
Price - 0 0 - -

SPECIFIC SALES CONDITIONS(1)

.

(1) For any else configuration, and validation of sales condition, please contact your area manager before any proposal.

Trailed kit HD trailed kit

(2)Not approved by country

(Serial 12 rows 70-80) 

(Except 12 rows 70-75-80)
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Accessories Stripcat

Price in €

ACCESSORIES

 Deduction signalisation / light 0

 Pneumatic compressor kit 12V 0

 AirXconnect Regulation (Electronic management of the different pneumatic elements)  Consult us 

 Double configurator (ex: Spacing 9 rows 50 cm and 6 rows 75 cm)  Consult us 

Stripcat mounted folding

DS200 hopper stand and access footbridge 0

Lateral offset hitch (specify the offset) 0

Markers (incompatible with trailed model) 0

 3 points hydraulic linkage (folding model only)  Consult us 

Stripcat trailed kit + HD trailed

Selected hitch : 2 pts cat.3 or K80 or Ø52 mm  Serial 

Hitch ball Ø70mm (instead of standard) 0

Deduction hydraulic brakes 0

Pneumatic brakes 0

Rear linkage with common hydraulic function for folding 0

Electro-hydraulic unit 2DE 0

Addition electro-hydraulic 1DE 0

Hydraulic central system 80L/min 0

Addition hydraulic line (rear) 0

Addition hydraulic lines rear for blowing unit 0

1 Isobus wiring to the rear linkage 0

1 electric tractor battery socket to the rear linkage 0

Liquid tank holder over the axle (p.85) 0

DSF hoder and platform over the axle (cf p.82) (for trailed kit only) 0

Standard platform over the axle (for trailed kit only) 0

2 pressurised tanks 2000 L with electronic regulation (only trailed folding HD) 0

Choice of size of tires and twin wheels - Consult us for approval according to the loads

For trailed kit single 
wheel twin wheels For trailed folding frame HD single 

wheel
twin 

wheels*

400/60-R22,5 Serial - 380/85-R38 - Agraire Serial 0

340/85-R28 Agraire 0 0 270/95-R46 -420/85-R38 - 480/70-R38 - 
Twin wheels agraire Serial 0

230/95-R42 - 320/85-R38  - 380/85-
R34 - Agraire 0 0 600/70-R30 Agraire (single only) 0 -

300/85-R42 - 420/85-R34 - 480/70-
R34 - Agraire 0 0 850/50-R30,5 Agraire (single only) 0 -

*Choose only the size of tires on the same line for twin wheels

Discover the configurator : here

SPECIFIC SALES CONDITIONS(1)

.

(1) For any else configuration, and validation of sales condition, please contact your area manager before any proposal.

https://agrisem.com/fare/stripcat_gb_2023_pricelist_blank
https://agrisem.com/fare/fertill_gb_2023_pricelist_blank.pdf
https://agrisem.com/fare/STRIPCAT_GB_V1b_2023_pricelist_blank.pdf
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Accessories Stripcat

 Fixed 
price  Price / row  Nb of 

rows TOTAL
Options - Equipment

Trash wheels «Narrow» (instead of standard)  + 0  x  = 
Shank Holder 30 cm (instead of standard)  + 0  x  = 
Vibrotine kit (in addition of the tine - without Shank Holder)  + 0  x  = 
Dual disc kit + shank Holder  + 0

Packing system Farmflex 370x165 (instead of finger wheel)  + 0

Wheels kit FarmFlex 370x165 + finger wheel  + 0

ACCESSORIES - Fertilisation (to precise desired flow rates in L or kg /ha and speed)
Liquid fertilisation kit - WILGER ball flow indicators + 2 sets of 
nozzle at the user’s choice + liquid tine 0  + 0  x  = 
Fertilisation kit 55mm + Ø100mm distribution head + air release + 
outlet tine 0  + 0  x  = 
Fertilisation kit 32mm + Ø100mm distribution head + 2 air release + 
double outlet tine 0  + 0  x  = 
Slurry injection kit - hexacut head mont (to precise the model) + 
double tine 0  + 0  x  = 

Double injection kit : slurry / solid - adjustable 0  x  = 
ACCESSORIES - Seeding (HD frame, recommended from 9 rows)

Single row seeding unit kit  + 0  x  = 
Double row seeding unit kit  + 0  x  = 
Twin row (no bogie) kit  + 0  x  = 
Single row seed distribution kit Ø32 mm  + manifold Ø100  + air 
release 0  + 0  x  = 
Double rows seed distribution Ø32 mm + manifold Ø100 + 2 x air 
release 0  + 0  x  = 

TOTAL options row machine
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Fertill

Équipement standard
• Rigid frame (beam 180x180mm) with air integrated – cat3 

linkage 
• Parallel linkage of the unit with pneumatic pressure 

controlled in cab
• Disc opener with spring security
• Finger packing wheel + disc with easy-set (depth & angle)
• Fertilizer for solid or liquid depending of accessories
• Warning kit with reflective plates and lamps

SPECIFICATION

Number of row of seeder 4 6 7 8 9

Transport width (≈ m) 
For folding models 3,00 3,00 3,00 3,00 3,00

Weight (≈ kg) 972 1 222 1 347 632 1 882

Power req. min-max (≈ hp) 60 - 100 60 - 120 60 - 140 80 - 160 80 - 180

(1) For any else configuration, and validation of sales condition, please contact your area manager before any proposal.

SPECIFIC SALES CONDITIONS(1)

.

Price in €  Rigid models 

Inter-rows seeder «Narrow» in cm 40-45-50-55-60

Price 1 inter-row on 2 (nb rows fertill) - 0 - 0 -

Price all inter-rows (nb rows fertill) 0 0 0 0 0

Inter-rows seeder in cm 70-75-80

Price 1 inter-row on 2 (nb rows fertill)  - 0  - 0  - 

Price all inter-rows (nb rows fertill) 0 0 0 0 0

Option - Frame

Folding frame (+403 kg) - 0

HD frame for folding and trailed kit (+782 kg) - 0

Trailed kit - Hitch 2 pts Cat 3 - Hydraulic braking 
system (+3520 kg) 0

Discover the configurator : here

 (5)

 (5)

 (3)

 (3)

 (7)

 (7)

 (8)

 (8)

 (9)

 (9)

 (4)

 (4)

 (10)

 (10)

NEW

Folding model

https://agrisem.com/fare/fertill_gb_2023_pricelist_blank
https://agrisem.com/fare/fertill_gb_2023_pricelist_blank.pdf
 https://agrisem.com/fare/FERTILL_GB_V1b_2023_pricelist_Blank.pdf
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Fertill

SPECIFICATION

Number of row of seeder 11 12 13 16 18

Transport width (≈ m) 
For folding models 3,00 3,00 3,00 3,00 3,00

Weight (≈ kg) 2 250 2 754 2 879 3 534 3 784

Power req. min-max (≈ hp) 100-200 120-210 120-210 150-300 150-300

Price in €  Rigid models 

Inter-rows seeder «Narrow» in cm  40-45-50-55-60 

Price 1 inter-row on 2 (nb rows fertill)  - 0  - 0  - 

Price all inter-rows (nb rows fertill)  - 0  - 0  - 

Inter-rows seeder in cm  70-75-80 

Price 1 inter-row on 2 (nb rows fertill) - 0 - 0 -

Price all inter-rows (nb rows fertill) 0 0 0 - -

Option - Frame

Mounted folding frame HD (+379 kg) 0  Serial 

HD folding frame  >8 m (+280 kg) 0  Serial 

Trailed kit - Hitch 2 pts Cat 3 - Hydraulic braking system 
(+3520 kg) 0

 (12)

 (12)

 (6)

 (6)

 (13)

 (13)

 (14)

 (14)  (17)  (19)

 (8)

 (8)

NEW

Trailed kit
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Accessories Fertill

Price in €

ACCESSORIES

 Deduction signalisation - light 0

 Pneumatic compressor kit 12V  0

 Double configurator (ex: Spacing 9 rows 50 cm and 6 rows 75 cm)  Consult us 

 Hydraulic retractable models  Consult us 

 2 gauge wheels 6,5/80- 12 0

 4 gauge wheels 6,5/80 -12 0

Fertill - mounted and folding

Lateral offset hitch (specify the offset) 0

Stand 3 points for DLF or DSF (voir p. DLF DSF) 0

Fertill - trailed kit

Selected hitch : 2 pts cat.3 or K80 or Ø52 mm Serial

Hitch ball Ø70mm (instead of standard)(2) 0

Deduction hydraulic brake(2) 0

Pneumatic brake(2) 0

Hydraulic central system 80L/min 0

Addition hydraulic lines rear for blowing unit 0

1 electric tractor battery socket to the rear linkage 0

DSF hoder and platform over the axle (cf page) (for trailed kit only) 0

DSF hoder and platform over the axle (cf p.83) 0

Standard platform over the axle (for trailed kit only) 0

Choice of size of tires and twin wheels  - Consult us for approval according to the loads

For trailed kit single wheel twin wheels

400/60R22,5 (single only) Serial -

340/85R28 Agraire 0 0

230/95R42 - 320/85R38  - 380/85R34 - Agraire 0 0

300/85R42 - 420/85R34 - 480/70R34 - Agraire 0 0

 Fixed price   Price / row   Nb of rows TOTAL
Options - Equipment

Twin unit (for wide inter-rows > 60cm)  + 0  x  = 
Deduction without spring security (per row)  + 0  x  = -
Deduction without packing wheel (per row)  + 0  x  = -
ACCESSORIES - Fertilisation (to precise desired flow rates in L or kg /ha and speed)

Liquid fertilisation kit - WILGER ball flow indicators + 2 sets of 
nozzle at the user’s choice + DLF outlet 0  + 0  x  = 
Fertilisation kit 55mm + Ø100mm distribution head + air release + 
outlet solid 0  + 0  x  = 
Fertilisation kit 32mm + Ø100mm distribution head + 2 air release + 
double outlets 0  + 0  x  = 

TOTAL options rows machine

Discover the configurator : here

https://agrisem.com/fare/fertill_gb_2023_pricelist_blank
https://agrisem.com/fare/fertill_gb_2023_pricelist_blank.pdf
 https://agrisem.com/fare/FERTILL_GB_V1b_2023_pricelist_Blank.pdf
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FACA roller® Front Roller

Front roller & rear combinationFACA roller®

Serial equipment

• Roller with bolt sharpened knives
• Single or twin cutter Ø500
• Warning kit with reflectives plates and lamps

SPECIFICATION

Working width (≈ m) 1,50 3,00 3,50 4,00 5,00 6,00 7,00

Weight with twin roller (≈ kg) 820 1 300 1 700 2 100 2 430 2 710 2 070 
(single roller)

Serial equipment
• Roller with bolt sharpened knives
• Single or twin cutter Ø500
• Rear attachment for monobloc weight
• Warning kit with reflectives plates and lamps

SPECIFICATION

Working width (≈ m) 7,00 8,00 9,00

Weight with twin roller (≈ kg) 3 500 3 730 3 960

Price in €
Price in single roller Ø500 mm 0  0  0  0  0  0  0  
Price in twin roller Ø500 mm 0  0  0  0  0  0  0  

ACCESSORIES
Extra cost for 150 kg weight 0  

Front/rear attachment 0  

Extra cost for jerrican weight holder 0  

Price in €
Price in single roller Ø500 mm 0  0  0  
Price in twin roller Ø500 mm 0  0  0  

ACCESSORIES In no case, the accessories can reduce the price of a machine. They 
can not be sold separately. €

Extra cost for set of 2x150 kg weight at the rear 0  

Extra cost for 150 kf weight (4 sets max) 0  
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SPECIFICATION Folding models

Working width (≈ m) 6,20 7,30 8,60  9,80 12,25

Transport width (≈ m) 3,00 3,00 3,00 3,00 3,00

Weight (≈ kg) 1 868 1 968 2 196 3 245 3 570

Weight (≈ kg)
with cutter roller 2 765 2 978 3 391 - -

Power req. min-max (≈ hp) 130 - 180 140 - 190 150 - 200 180 - 230 225 - 275

Number of tines 16x760 100 120 140 160 200

Turbomulch®

• Straw harrow
• Tractor top link coupling cat. n°3
• Tines 16x760
• 5 rows of harrow 
• Hydraulic adjustement of harrow working angle
• Harrow working angle adjustement synchronized
  on all the width of the machine
• Independant mechanical adjustement of the last 2 rows
• Harrow working angle indicator
• Working depth between 0 and 5 cm
• Front and rear parking stand
• Hydraulic unlocking
• Warning kit with reflective plates and lamps

Serial equipment

Price in €

Price with 5 rows of harrow 0 0 0 0 0

Extra cost for frontcutter roller with 
hydraulic adjustment 0 0 0  -  - 

Extra cost for seeding ramp (nb of 
spreaders) 0 0 0  -  - 

Extra cost for tines with carbide faceplate 0 0 0 0 0

ACCESSORIES  In no case, the accessories can reduce the price of a machine. They can not 
be sold separately. €

Deduction for not supplying warning kit with reflective plates 0

Extra cost for depth control wheels 320/60-12 (incompatible with cutter roller / serial on model 9,80 and 12,25m) 0

(16) (20) (24)
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Turbomulch® Extra

• Straw harrow
• Tractor top link coupling cat. n°3
• Tines 16x760
• 5 rows of harrow 
• Hydraulic adjustement of harrow working angle
• Harrow working angle adjustement synchronized
  on all the width of the machine
• Independant mechanical adjustement of the last 2 rows
• Harrow working angle indicator
• Working depth between 0 and 8 cm
• 2 rows of Ø400 mm Turbo discs
• Security system with triangular rubber suspension
• High security bolted R hubs without lubrification
• Warning kit with reflective plates and lamps

Serial equipment

SPECIFICATION Folding models

Working width (≈ m) 6,00 7,50 9,00

Transport width (≈ m) 3,00 3,00 3,00

Weight (≈ kg) 3 250 3 560 4 175

Power req. min-max (≈ hp) 130 - 180 145 - 195 180 - 230

Number of discs 53 65 81

Number of tines 16x760 100 124 148

Price in €
Price with double rows of discs + 5 rows 
harrow 0 0 0

Extra cost for seeding ramp 0 0 0

Extra cost for tines with carbide faceplate 0 0 0

ACCESSORIES In no case, the accessories can reduce the price of a 
machine. They can not be sold separately. €

Deduction for not supplying warning kit with reflective plates (mounted models) 0

Extra cost for depth control wheels 320/60-12 (incompatible on 6m model) 0
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Speedmulch® Compact

• Tractor top link coupling cat. n°3
• Working depth between 0 and 8 cm
• 2 rows of Ø400 mm Turbo discs
• Security system with triangular rubber suspension
• High security bolted R hubs without lubrification
• Warning kit with reflective plates and lamps

Serial equipment

SPECIFICATION Folding models

Working width (≈ m) 6,00 7,50 8,00 9,00

Transport width (≈ m) 3,00 3,00 3,00 3,00

Weight (≈ kg) 1 955 2 150 2 520 2 750

Power req. min-max (≈ hp) 130 - 180 145 - 195 165 - 210 180 - 230

Number of discs 53 65 71 81

Price in €

Price with doubles rows of discs 0 0 0 0

Extra cost for rearcutter roller with hydraulic 
adjustment (Not recommended in stony soil) 0 0 0 0

ACCESSORIES In no case, the accessories can reduce the price of a machine. They 
can not be sold separately. €

Extra cost for depth control wheels 320/60-12 0

Deduction for not supplying warning kit with reflective plates 0

Extra cost for front/rear for 3 point coupling 0

Extra cost for coupling for trailed machine with towing eye 0

Extra cost for coupling for trailed machine with 2 point hitch cat.3 0
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Speedmulch®

Serial equipment

• Vertical tillage mulcher with independant discs
• Reinforced frame 70x70 mm beam
• Security system with triangular rubber suspension
• Ø72 mm bolt hubs without lubrification 
• Optimal disc angles with positive pitch to save power and 
   for high speed work
• 2 rows of Ø570 mm Turbo discs
• Under frame clearance ≈ 57 cm
• Hydraulic depth control
• Coupling pins cat.3
• Warning kit with reflective plates and lamps
• Hydraulic unlocking sytem of side extension

SPECIFICATION Folding models

Working width (≈ m) 4,00 5,00 6,00

 
Transport width (≈ m) 
(with side disc) 3,00 3,00 3,00

Power req. min-max (≈ hp)           140 - 190 150 - 200 170 - 220

Number of discs 32 40 48

Weight with cage roller 2 900 3 200 3 660

Price in €
Price with Cage roller Ø526 and levelling 
harrow 0 0 0

Price with Cutter roller and levelling harrow 0 0 0

Price with control wheels and 3 rows harrow 0 0 0

ACCESSORIES In no case, the accessories can reduce the price of a machine. 
They can not be sold separately.  € 

Right and left hand lateral deflector kit 0

Deduction for not supplying warning kit with reflective plates 0
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Vibromulch® / Biomulch mounted

• Reinforced frame with 4 rows 80x80
• High clearance under frame 60 cm
• High space between beams to facilitate the work in  

presence of residues
• Coupling pins cat. n°3
• Selection of shares and their position
• Warning kit with reflective plates and lamps

Serial equipment

SPECIFICATION Folding models

Working width (≈ m) 4,00 5,00 6,00 7,00

Weight with cage roller Ø 450 (kg) 2 200 2 500 2 800 3 200

Power requirement (hp) 120 - 160 150 - 200 180 - 240 200 - 280

Vibromulch

SPECIFICATION Folding models

Working width (≈ m) 4,00 5,00 6,00 7,00

Transport width (≈ m)       
(without accessories) 3,00 3,00 3,00 3,00

Number of tines 24 30 36 42

Price in €
Price with Cage roller Ø450 0 0 0 0
Equipment with straight shares, or sweep shares 200 mm, 
or sweep shares 230 mm (to be precised at order)  Standard choice 

Extra cost for front Cross-Board with hydraulic adjustment 
(incompatibility with depth control wheels) 0 0 0 0

Extra cost for front coulters discs with hydraulic adjustment 
(incompatibility with depth control wheels) 0 0 0 0

Extra cost for Cage roller Ø526 0 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem roller Ø 600 or 
U-Sem roller Ø580 (scrapers) 0 0 0 0

Extra cost for Flexi-Sem roller Ø310 0 0 0 0

Extra cost for Flexi-Sem roller Ø520 0 0 0 0

Extra cost for cage roller Ø526 with finisher roller Ø460 0 0 0 0

Extra cost for levelling harrow forward the roller 0 0 0 0

Extra cost for levelling harrow after roller (not available with 
Finisher roller) 0 0 0 0

Extra cost for sweep carbide shares 225 mm 0 0 0 0
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• 2 front stabilizing wheels Ø574x272 at the front
• Rear harrow

SPECIFICATION Folding models

Working width (≈ m) 4,00 5,00 6,00 7,00

Weight with harrow (≈ kg) 2 200 2 500 2 800 3 200

Power requirement (hp) 120 - 160 150 - 200 180 - 240 200 - 280

Biomulch®

Price in €

Price with levelling harrow 1 row Ø10 mm elbow 0 0 0 0

Price with levelling harrow 2 rows Ø13mm x 550 
mm straight 0 0 0 0

Price with levelling harrow 3 rows Ø13mm x 660 
mm straight 0 0 0 0

Extra cost for sweep carbide shares 225 mm 0 0 0 0

ACCESSORIES  In no case, the accessories can reduce the price of a machine. 
They can not be sold separately.  € 

Extra cost for left and right deflectors 0
Extra cost for 1 kit with 2 single stabilizing wheels Ø574x272 (to be positionned at the front) 0
Extra cost for 1 kit with 2 single stabilizing wheels Ø574x272 (to be positionned at the rear ; not compatible with roller) 0
Deduction for not supplying warning kit with reflective plates 0

Deduction standard tine 30x30 with sweep share 20cm (21,5kg) for spacing 20-25cm 0 / tine 
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Price in €
Price with Cage roller Ø526 0 0 0
Equipment with straight shares, or sweep 
shares 200 mm, or sweep shares 230 mm (to 
be precised at order)

 Standard choice 

Extra cost for front Cross-Board with hydraulic 
adjustment 0 0 0

Extra cost for front coulters discs with hy-
draulic adjustment (incompatibility with depth 
control wheels)

0 0  - 

Extra cost for T-Sem roller Ø620, V-Sem roller 
Ø 600 or U-Sem roller Ø580 (scrapers) 0 0 0

Extra cost for Double U-Sem roller Ø580 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0
Extra cost for front roller harrow set for Cage 
roller/T-Sem/V-Sem/U-Sem 0 0 0

Extra cost for levelling harrow after roller (not 
available with Double U-Sem,  Agrix, Finisher 
and Steel-Pack roller)

0 0 0

Extra cost for sweep carbide shares 225 mm 0 0 0

• 3D security tines scalper 30x30 mm
• Reinforced frame with 5 rows 80x80 mm
• High clearance under frame 60 cm
• Coupling eye (Ø50 mm) and hydraulic draw bar
• Warning kit with reflective lamps 
• Transport wheels 480/45-17 + hydraulic braking system

SPECIFICATION Folding trailed models

Working width (≈ m) 6,00 8,00 9,00

 
Transport width (≈ m) 
(without accessories) 3,00 3,00 3,00

Transport height 2,80 3,80 4,20

Number of tines 36 48 54

Serial equipment

• Hydraulic depth control
• Front stabilizing wheels synchronized with roller

Vibromulch® / Biomulch® trailed 6/8/9 m

SPECIFICATION Folding models

Working width (≈ m) 6,00 8,00 9,00

Weight with harrow (≈ kg) 180 - 240 240 - 320 270 - 360

Power requirement (hp) 5 360 6 090 6 520

Vibromulch®

NEW
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• Stabilizing wheels 320/60-12
• 3 rows rear harrow Ø13x660 mm
• Hydraulic depth control with clips

SPECIFICATION Folding models

Working width (≈ m) 6,00 8,00 9,00

Weight with harrow (≈ kg) 4 900 5 400 5 600

Power requirement (hp) 180 - 240 240 - 320 270 - 360

Biomulch®

Price in €

Price with levelling 3 rows harrow 0 0 0

Extra cost for front coulters discs with hydraulic adjust-
ment 0 0 0

Extra cost for sweep carbide shares 225 mm 0 0 0

ACCESSORIES  In no case, the accessories can reduce the price of a 
machine. They can not be sold separately.   € 

Deduction for not supplying braking system 0

Deduction for not supplying warning kit with reflective plates 0

Extra cost for pneumatic brake 0

Extra cost for left and right deflectors 0

Extra cost for coupling ball K80 type (additional delivery time) 0

Extra cost for 2 points toggling hitch and mecanical draw bar 0

Extra cost for 2 points toggling hitch and hydraulic draw bar 0

Extra cost for pair of transport wheels RADIAL 500/50R17 0
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Silver 

Gold

Platinum BC

Platinum SR

COMBIPLOW range

Combiplow 3 m
80 - 140 hp

Combiplow 3 m
90 - 210 hp

Combiplow 3,5 and 4 m
140 - 210 hp

Combiplow 3 m
100 - 210 hp

Combiplow 3,5 and 4 m
140 - 265 hp

Combiplow 3 m
90 - 200 hp

Combiplow 4 m
150 - 250 hp page 44

page 44

page 43

page 43

page 42

page 42

page 41
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Combiplow® Silver

Serial equipment
• Combinable soil loosener
• Bridge frame with 160x160 mm steel tubing
• Top link coupling cat. n°2
• 2 parking stands
• Shear bolt security
• Under frame clearance: ~ 80 cm
• TCS 650 blades
•  Carbide point ploughshares
• Working depth: ~ 15 to 35 cm 
• Warning kit with reflective plates at the front
• Retractable rear coupling spacing cat. n° 2 and 3 and cat. N° 2 pins
• Maximum compactness: 37,5 cm
• Maximum load: 1500 kg

SPECIFICATION

Working width (≈ m) 3,00

 
Transport width (≈ m) 
(without accessories) 2,57

Power req. min-max (≈ hp)  
with power harrow 80 - 140

Weight with coupling (≈ kg)(≈ kg) 512

Number of blades 4

Max. load
1500 kg

Maxi compactness: 37.5 cm

80 cm

Price in €
With retractable reinforced rear 
coupling 0

Extra cost for Easy-Protect Shares 0

Extra cost for leading edge with 
carbide faceplate To be adjusted according to the number of leading edge (Price : x€ per leading edge)

Extra cost for Cage roller Ø450 + 
Warning kit 0

Extra cost for Combimulch 35 with 
Combiplow coupling + Warning kit 0

ACCESSORIES In no case, the accessories can reduce the price of a machine. They 
can not be sold separately. €

Deduction for not supplying warning kit with reflective plates 0

Kit coupling pin n°3, coupling on tractor 0

Extra cost for lamps (additionally to the reflective plates) only if you buy roller or combimulch with Combiplow 
Please apply to your local Road Safety Authority for further information.

0
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80 cm

Serial equipment
• Combinable soil loosener
• Bridge frame with 160x160 mm steel tubing
• Top link coupling cat. n°3 
• 2 parking stands
• Shear bolt security
• Under frame clearance: ~ 80 cm
• TCS 650 blades
•  Carbide point ploughshares
• Working depth: ~ 15 to 35 cm
• Warning kit with reflective plates at the front
• Retractable rear coupling spacing cat. n° 2 and 3 and cat. N° 2 pins
• Maximum compactness: 29 cm
• Maximum load: 2500 kg Max. load

2500 kg

Maxi compactness: 29 cm

SPECIFICATION

Working width (≈ m) 3,00 3,50 4,00

 
Transport width (≈ m) 
(without accessories) 2,65 3,42 3,92

Power req. min-max (≈ hp)  
with power harrow 90 - 210 120 - 210 140 - 210

Weight with coupling (≈ kg)(≈ kg) 679 835 862

Number of blades 4 6 6

Combiplow® Gold

Price in €
With retractable reinforced rear 
coupling 0 0 0

Extra cost for Easy-Protect Shares 0 0 0

Extra cost for hardfacing blades 0 0 0
Extra cost for leading edge with 
carbide faceplate  To be adjusted according to the number of leading edge (Price : 85€ per leading edge) 

Extra cost for Cage roller Ø526 + 
Warning kit 0 0 0

Extra cost for Combimulch 35 with 
Combiplow coupling + Warning kit 0 0 0

Extra cost for Steel-Pack roller 
Ø600 + Warning kit 0 0 0

Extra cost for Combimulch Steel-
Pack with Combiplow coupling + 
Warning kit

0  -  - 

ACCESSORIES In no case, the accessories can reduce the price of a machine. They 
can not be sold separately. €

Deduction for not supplying warning kit with reflective plates -73

Kit including 3 cat N° 2 pins for coupling on tractor (only for 3m) 94

Kit to reduce n°3 pins to n°2 for rear coupling 87

Extra cost for lamps (additionally to the reflective plates) only if you buy roller or combimulch with Combiplow 
Please apply to your local Road Safety Authority for further information. 176
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• Combinable soil loosener
• Bridge frame with 200x200 mm steel tubing
• Shear bolt security blades
• Top link coupling cat. n°3
• 2 parking stands
• Under frame clearance: ~ 85 cm
• TCS 650 blades
•  Carbide point ploughshares
• Working depth: ~ 15 to 35 cm
• Warning kit with reflective plates at the front
• Retractable rear coupling
• Maxi compactness: 35 cm 
• Maximum load: 3 000 kg

Serial equipment

SPECIFICATION Rigid model Manual retractable models Hydraulic retractable models

Working width (≈ m) 3,00 3,50 4,00 4,00 4,50

 
Transport width (≈ m) 
(without accessories) 2,30 3,00 3,00 3,00 3,20

Power req. min-max (hp)      100 - 210 110 - 225 140 - 265 140 - 265 180 - 300

Weight with coupling on Shear bolt 
security (≈ kg) 776 970 970 1 011 1 011

Number of blades 4 6 6 6 6

Platinum BCCombiplow®

Max. load
3000 kg

Maxi compactness: 35 cm

80 cm

Price in €
Price with retractable reinforced 
rear coupling and Shear bolt 
security

0 0 0 0 0

Extra cost for Easy-Protect Shares 0 0 0 0 0
Extra cost for hardfacing blades 0 0 0 0 0
Extra cost for leading edge with 
carbide faceplate To be adjusted according to the number of leading edge (Price : 85€ per leading edge)

Extra cost for Cage roller Ø526 + 
Warning kit 0 0 0 0 0

Extra cost for Combimulch 35 with 
Combiplow coupling + Warning kit 0 0 0  -  - 

Extra cost for Steel-Pack roller 
Ø600 + Warning kit 0 0 0  -  - 

Extra cost for Combimulch Steel-
Pack with Combiplow coupling + 
Warning kit

0  -  -  -  - 

Extra cost for Double-Spike roller 
Ø600 folding, hydraulic depth 
control + reflective plates

-      -      -     0 0

Extra cost for U-Sem Ø580 folding, 
hydraulic depth control + reflective 
plates

 -      -      -     0 0

ACCESSORIES In no case, the accessories can reduce the price of a machine. They can not be sold 
separately. €

Deduction for not supplying warning kit with reflective plates 0

Kit including 3 cat N° 2 pins for coupling on tractor (only for 3m) 0

Kit of stabilizing wheels for Combiplow 3.5 or 4 m (shear bolt security only) 0

Extra cost for lamps (additionally to the reflective plates) only if you buy roller or combimulch with Combiplow. 
Please apply to your local Road Safety Authority for further information. 0

(1)

(1)

(1)

(1)

(1)

(1)

(1)Fixed roller

Retractable
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Platinum SRCombiplow®

• Combinable soil loosener
• Bridge frame with 200x120 mm steel tubing
• Non-Stop security blades 
• Top link coupling cat. n°3
• 4 parking stands
• Under frame clearance: ~ 85 cm
• TCS 740 blades
•  Carbide point ploughshares
• Working depth: ~ 15 to 35 cm
• Warning kit with reflective plates at the front
• Retractable rear coupling
• Maxi compactness: 70 cm
• Maximum load: 3 000 kg

Serial equipment

SPECIFICATION Rigid model Hydraulic retractable models

Working width (≈ m) 3,00 4,00 3,50 4,00 

 
Transport width (≈ m) 
(without accessories) 2,30 3,90 3,00 3,00

Power req. min-max (hp)      100 - 210 140 - 265 120 - 240 140-265

Weight with coupling on Non-Stop 
security (≈ kg) 1 350 1 830 1 895 1 875

Number of blades 4 6 6 6

Max. load
3000 kg

Maxi compactness: 70 cm

80 cm

Price in €
Price with retractable reinforced 
rear coupling and Non-Stop security 0 0 0 0

Extra cost for Easy-Protect Shares 0 0 0 0

Extra cost for hardfacing blades 0 0 0 0
Extra cost for leading edge with 
carbide faceplate  To be adjusted according to the number of leading edge (Price : 85€ per leading edge) 

Extra cost for Cage roller Ø526 + 
Warning kit 0 0 0 0

Extra cost for Combimulch 35 with 
Combiplow coupling + Warning kit 0 0 0  - 

Extra cost for Steel-Pack roller 
Ø600 + Warning kit 0 0 0  - 

Extra cost for Combimulch Steel-
Pack with Combiplow coupling + 
Warning kit

 -  -  -  - 

Extra cost for Double-Spike roller 
Ø600 folding, hydraulic depth 
control + reflective plates

-      -      -     0

Extra cost for U-Sem Ø580 folding, 
hydraulic depth control + reflective 
plates

 -      -      -     0

ACCESSORIES In no case, the accessories can reduce the price of a machine. They 
can not be sold separately. €

Deduction for not supplying warning kit with reflective plates 0

Extra cost for lamps (additionally to the reflective plates) only if you buy roller or combimulch with Combiplow. 
Please apply to your local Road Safety Authority for further information. 0
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Silver

Gold

Platinum

CULTIPLOW range

Cultiplow 
2,5 - 3 m
60 - 150 hp

Cultiplow
2.5 - 3 - 3,5 - 4 m rigid
4 m retractable
75 - 240 hp

Cultiplow
 4,5 - 6 - 8 m foldable
200 - 450 hp

Cultiplow  Platinum HD
3 - 4 m rigid
150 - 400 hp

Cultiplow 
2,5 - 3 - 3,5 - 4 m rigid
4 m retractable
90 - 250 hp

Cultiplow
4,5 - 6  - 8 m foldable
255 - 550 hp

page 46
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Price in €
Cultiplow Silver Shear bolt security 
with Cage roller Ø450 0 0
Cultiplow Silver Non-Stop security 
with Cage roller Ø450 0 0

Extra cost for Easy-Protect Shares 0 0

Extra cost for hardfacing blades 0 0
Extra cost for Cage roller Ø526 + 
Warning kit 0 0

Extra cost for Combimulch 35 with 
Combiplow coupling + Warning kit 0 0

Extra cost for Steel-Pack roller Ø600 
+ Warning kit 0 0

ACCESSORIES In no case, the accessories can reduce the price 
of a machine. They can not be sold separately. €

Deduction for not supplying warning kit with reflective plates 0

Cat. n°3 tractor top link coupling 0

Extra cost for lamps (additionally to the reflective plates)  
Please apply to your local Road Safety Authority for further information 0

Cultiplow® Silver

• Soil loosener
• Single beam frame 120x120 mm steel tubing
• 2 parking stands
• Shear bolt or Non-Stop security
• Under frame clearance: ~ 65 cm
• TCS 550 blades
• Working depth: ~ 10 to 25 cm
• Tractor top link coupling cat. n° 2
• Warning kit with reflective plates 

Serial equipment

SPECIFICATION Rigid models

Working width (≈ m) 2,50 3,00

 
Transport width (≈ m)       
(without accessories) 2,50 3,00

Power req. min-max (hp)            70 - 120 90 - 150

Weight with cage roller (≈ kg) 757 904

Diameter of roller Ø450 Ø450

Number of blades 4 5
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Price in €
Cultiplow Gold Shear bolt with 
TCS blades and Cage roller Ø526 0 0 0 0 0 0
Cultiplow Gold SR Non-Stop se-
curity with TCS blades and Cage 
roller Ø526

0 0 0 0 0 0

Extra cost for Easy-Protect shares  To be adjusted according to the number of shares (Price : x € per share) 

Extra cost for hardfacing blades  To be adjusted according to the number of blades (Price : x € per blades) 
Extra cost for leading edge with 
carbide faceplate  To be adjusted according to the number of leading edge (Price : x € per leading edge) 

Extra cost for coulter discs (not 
available on version ++)

 To be adjusted according to the number of blades  
(Price : x€ per blades) 

Extra cost for T-Sem roller Ø620 
or U-Sem roller Ø580 (only with 
scrapers)

0 0 0 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0 0 0 0
Extra cost for Double-Spike roller 
Ø600 0 0 0 0  -  - 

Extra cost for Combimulch 35  - 0 0 0  -  - 
Extra cost for Combimulch Steel-
Pack 0 0  -  -  -  - 

ACCESSORIES In no case, the accessories can reduce the price of a machine. They can not be 
sold separately. €

Deduction for not supplying warning kit with reflective plates 0

Extra cost for 1 blade (version + with Shear bolt security) mounted in staggered rows 0

Extra cost for 1 blade (version + with Non-Stop security) mounted in staggered rows 0

Extra cost for 2 blades (version ++ with Shear bolt security only) mounted in staggered rows 0

Cat. n°2 tractor top link coupling (only for 2,5m and 3m models) 0

Extra cost for lamps (additionally to the reflective plates). Please apply to your local Road Safety Authority for further 
information 0

Depth control wheels (For folding model : ensure that there is a min. distance of 78 cm between the rear of the tractor and 
machine’s drawbar) 0

Cultiplow® Gold mounted

• Soil loosener
• Single beam frame 200x200 mm steel tubing (rigid) and 

double beam frame 160+200 mm steel tubing (foldable)
• 2 parking stands
• Shear bolt or Non-Stop security
• TCS 650 blades (Shear bolt) or TCS 740 blades (Non-

Stop)
•  Carbide point ploughshares
• Working depth: ~ 15 to 35 cm
• Tractor top link coupling cat. n° 3
• Warning kit with reflective plates 

Serial equipment

SPECIFICATION Rigid models Folding models
Working width (≈ m) 2,50 3,00 3,50 4,00 4,5 6

 
Transport width (≈ m)       
(without accessories) 2,50 3,00 3,50 4,00 3,00 3,00

Power req. min-max (hp)            90 - 180 110-210 150-230 170-250 200-280 280-380

Weight with shear bolt security and cage 
roller (≈ kg) 1 474 1 781 2 099 2 423 4 616 5 291

Weight with non-stop security and cage 
roller (≈ kg) 973 1 113 1 264 1 421 3 614 3 291

Number of blades 3 4 5 6 6 8

Number of blades  (version +) 4 5 6 - - -
Number of blades  (version ++) - 6 7 8 - -

Folding model, shear bolt

Rigid model, non stop security

Rigid model, shear bolt
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Cultiplow® Gold trailed

• Soil loosener
• Single beam frame 200x200 mm steel tubing
• 2 parking stands
• Shear bolt or Non-Stop security
• TCS 650 blades (Shear bolt)/TCS 740 blades (Non-Stop)
•  Carbide point ploughshares
• Working depth: ~ 15 to 35 cm
• Warning kit with lighting 
• Coupling eye (Ø50 mm) and hydraulic draw bar on 

trailed models
• Transport wheels 500/45-22,5
• Hydraulic braking system

Serial equipment

SPECIFICATION Folding models
Working width (≈ m) 4,50 6,00 8,00

 
Transport width (≈ m)       
(without accessories) 3,00 3,00 3,50

Power req. min-max (hp)            200-280 280-380 380-450

Weight with shear bolt security and cage 
roller (≈ kg) 5 527 5 826 7 382

Weight with non-stop security and cage 
roller (≈ kg) 6 529 7 162 9 219

Number of blades 6 8 11

Price in €
Cultiplow Gold Shear bolt with 
TCS blades and Cage roller Ø526 0 0 0
Cultiplow Gold SR Non-Stop se-
curity with TCS blades and Cage 
roller Ø526

0 0 0

Extra cost for Easy-Protect Shares  To be adjusted according to the number of shares (Price : x € per share) 

Extra cost for hardfacing blades  To be adjusted according to the number of blades (Price : x € per blades) 

Extra cost for leading edge with 
carbide faceplate  To be adjusted according to the number of leading edge (Price : x€ per leading edge) 

Extra cost for coulters discs  To be adjusted according to the number of blades (Price : x € per blades) 

Extra cost for T-Sem roller Ø620 
(only with scrapers) 0 0 -

Extra cost for U-Sem roller Ø580 
(only with scrapers) 0 0 0

Extra cost for Steel-Pack roller 
Ø600 0 0 -

ACCESSORIES  In no case, the accessories can reduce the price of a machine. 
They can not be sold separately.  € 

Deduction for not supplying warning kit with reflective plates 0

Deduction for not supplying braking system 0

Extra cost for pneumatic braking system 0

Depth control wheels 0

Extra cost for 2 points toggling hitch and mecanical drawbar 0

Extra cost for 2 points toggling hitch and hydraulic drawbar 0

Extra cost for coupling eye Ø55 mm or Ø73 mm diameter (additional delivery time) 0

Extra cost for coupling ball K80 type (additional delivery time) 0

Folding model, shear bolt
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Price in €
Price in with Shear bolt and Cage 
roller Ø526 0 0 0 0 0 0
Price in Non-Stop spring security 
and Cage roller Ø526 0 0 0 0 0 0
Price in Non-stop hydraulic security 
with Cage roller Ø526  -     0  -     0  -      -     

Extra cost for Easy-Protect Shares  To be adjusted according to the number of shares (Price : x € per share) 

Extra cost for hardfacing blades  To be adjusted according to the number of blades (Price : x € per blades) 

Extra cost for leading edge with car-
bide faceplate  To be adjusted according to the number of leading edge (Price : x € per leading edge) 

Extra cost for coulter discs  To be adjusted according to the number of blades  (Price : x € per blades) 

Extra cost for T-Sem roller Ø620 
or U-Sem roller Ø580 (only with 
scrapers)

0 0 0 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0 0 0 0

Extra cost for Double-Spike roller 
Ø600 0 0 0 0 - -

Extra cost for Combimulch 35 - 0 0 0 - -

Extra cost for Combimulch Steel-Pack 0 0 - - - -

ACCESSORIES  In no case, the accessories can reduce the price of a machine. They can not be 
sold separately. €

Deduction for not supplying warning kit with reflective plates 0

Extra cost for 1 blade (version + with Shear bolt security) mounted in staggered rows 0

Extra cost for 1 blade (version + with Non-Stop security) mounted in staggered rows 0

Cat. n°2 tractor top link coupling (only for 2,5m and 3m models) 0

Extra cost for lamps (additionally to the reflective plates). Please apply to your local Road Safety Authority for further information 0

Depth control wheels (For folding models ensure that there is a min. distance of 78 cm between the rear of the tractor and 
machine’s drawbar) 0

Cultiplow® Platinum mounted

• Soil loosener
• Single beam frame 200x200 mm reinforced 

steel tubing
• 2 parking stands
• Shear bolt or Non-Stop security or hydraulic
• Working depth: ~ 15 à 45 cm
• TCS 750 blades (Shear bolt and Non-Stop) 
•  Carbide point ploughshares
• Tractor top link coupling cat. n°3 
• Warning kit with reflective plates

Serial equipment

SPECIFICATION Rigid models Folding models
Working width (≈ m) 2,50 3,00 3,50 4,00 4,50 6,00

 
Transport width (≈ m)       
(without accessories) 2,50 3,00 3,50 4,00 3,00 3,00

Power req. min-max (hp)            90 - 180 110-210 150-230 170-250 255-320 335-425

Weight with shear bolt security and cage 
roller (≈ kg) 1 178 1 371 1 562 1 789 3 941 4 391

Weight with non-stop security and cage 
roller (≈ kg) 1 679 2 039 2 397 2 981 4 943 5 727

Number of blades 3 4 5 6 6 8

Number of blades (version +) 4 5 6 - - -

Rigid model, Shear bolt - Double-Spike
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Cultiplow® Platinum trailed

• Soil loosener
• Single beam frame 200x200 mm steel tubing
• 2 parking stands
• Shear bolt or Non-Stop security
• Working depth: ~ 15 à 45 cm
• TCS 750 blades (Shear bolt and Non-Stop) 
•  Carbide point ploughshares
• Warning kit with lighting
• Coupling eye (Ø50 mm) and hydraulic draw bar 
• Transport wheels 500/45-22,5
• Hydraulic braking system

Serial equipment

SPECIFICATION Folding models

Working width (≈ m) 4,50 6,00 8,00

 
Transport width (≈ m)       
(without accessories) 3,00 3,00 3,50

Power req. min-max (hp)            255 - 320 335 - 425 420 - 550

Weight with shear bolt security and 
cage roller (≈ kg) 5 810 6 260 7 968

Weight with non-stop security and 
cage roller (≈ kg) 6 812 7 596 9 805

Number of blades 6 8 11

Price in €
 Cultiplow Platinum Shear bolt 
with TCS blades and Cage roller 
Ø526 

0 0 0

 Cultiplow Platinum SR Non-
Stop security with TCS blades 
and Cage roller Ø526 

0 0 0

 Extra cost for Easy-Protect Shares  To be adjusted according to the number of shares (Price : x € per share) 

 Extra cost for hardfacing blades  To be adjusted according to the number of blades (Price : x € per blades) 
 Extra cost for leading edge with 
carbide faceplate  To be adjusted according to the number of leading edge (Price : x € per leading edge) 

 Extra cost for coulters discs  To be adjusted according to the number of blades (Price : x € per blades) 
 Extra cost for T-Sem roller Ø620 
(only with scrapers) 

0 0
-

 Extra cost for U-Sem roller Ø580 
(only with scrapers) 0

 Extra cost for Steel-Pack roller 
Ø600 0 0 -

ACCESSORIES  In no case, the accessories can reduce the price of a machine. 
They can not be sold separately.  € 

 Deduction for not supplying warning kit with reflective plates 0

 Deduction for not supplying braking system 0

 Extra cost for pneumatic braking system 0

 Depth control wheels 0

 Extra cost for 2 points toggling hitch (Cat. 3, Cat 4N, or Cat. 4, please indicate on the order form) 0

 Extra cost for coupling eye Ø55 mm or Ø73 mm diameter (additional delivery time) 0

 Extra cost for coupling ball K80 type (additional delivery time) 0

Folding model, non-stop security, coulters discs and Cage roller
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Platinum HDCultiplow®

Serial equipment

• Soil loosener
• Single beam frame 200x200 mm reinforced steel tubing
• 2 parking stands
• Shear bolt or Non-Stop security or hydraulic+
• Working depth: ~ 15 to 45 cm
• TCS 30x750 blades (Shear bolt and Non-Stop)
• Carbide point ploughshares
• Tractor top link coupling cat. n°3 / 4
• Warning kit with reflective plates

SPECIFICATION Rigid models

Working width (≈ m) 3,00 4,00

 
Transport width (≈ m)       
(without accessories) 3,00 4,00

Power req. min-max (hp)            150-350 200-400

Weight with shear bolt security and cage 
roller (≈ kg) 1 550 2 050

Weight with non-stop security and cage 
roller (≈ kg) 2 150 2 950

Number of blades 4 6

Price in €
Price with Shear bolt and Cage roller 
Ø526 0 0
Price with Non-Stop spring security 
and Cage roller Ø526 0 0
Price with Non-Stop hydraulic secu-
rity and Cage roller Ø526 0 0

Extra cost for Easy-Protect Shares 0 0

Extra cost for leading edge with carbide 
faceplate To be adjusted according to the number of leading edge (Price : x € per leading edge)

Extra cost for T-Sem roller Ø620 or 
U-Sem roller Ø580 (only with scrapers) 0 0

Extra cost for Steel-Pack roller Ø600 0 0

Extra cost for Double-Spike roller Ø600 0 0

Extra cost for Combimulch 35 0 0

Extra cost for Combimulch Steel-Pack 0 0

ACCESSORIES In no case, the accessories can reduce the price 
of a machine. They can not be sold separately.

€

Deduction for not supplying warning kit with reflective plates 0

Cat. n°4 tractor top link coupling 0

Extra cost for lamps (additionally to the reflective plates). Please apply to your local Road 
Safety Authority for further information 0
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Serie R mounted

DISC-O-MULCH range

Disc-O-Mulch Serie R foldable mounted 
4 - 5 - 6 m
140 - 220 hp

Disc-O-Mulch Serie R trailed 
4,5 - 5 - 6 m
140 - 200 hp

Disc-O-Mulch Serie R rigid
3 -3,5 - 4 m
70 - 140 hp

Disc-O-Mulch  Serie R 7,5/8/9m
7,5 - 8 - 9 m
190 - 325 hp

Serie R trailed

Disc-O-Mulch  Serie R 10/12 m
10 - 12 m
270 - 430 hp

page 56
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Gold mounted

Disc-O-Mulch foldable trailed
10 -12 m
350 - 500 hp

Disc-O-Mulch foldable trailed
 7,5 - 8 - 9 m
250 - 400 hp

Disc-O-Mulch rigid mounted
3 - 3,5 - 4 m
75 - 180 hp

Disc-O-Mulch foldable trailed 
4,5 - 5 - 6 m
150 - 280 hp

Gold trailed

Disc-O-Mulch foldable mounted
4 - 4,5 - 5 m
110 - 220 hp

page 62
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Price in €
Price with Cage roller Ø450 0 0 0

Extra cost for Cage roller Ø526 0 0 0

Extra cost for T-Sem roller Ø620 ou V-Sem roller Ø600 ou 
U-Sem roller Ø580 (scrapers) 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0

Extra cost for Cage roller Ø526 with Finisher roller Ø460 0 0 0

Extra cost for Agrix roller Ø500 0 0 0

Extra cost for levelling harrow after roller (no available with 
Agrix and Finisher) 0 0 0

Extra cost for installation for hopper DS 200/500 See page 80

ACCESSORIES In no case, the accessories can reduce the price of a 
machine. They can not be sold separately. €

Extra cost for right-hand and left-hand deflector kit 0

Deduction for not supplying the side disc kit 0

Coupling pins cat. n°3 0

Extra cost for lamps (additionally to the reflective plates). Please apply to your local Road Safety Authority for further 
information. 0

Deduction for not supplying warning kit with reflective plates 0

Disc-O-Mulch® Serie R rigid

SPECIFICATION Rigid models

Working width (≈ m) 3,00 3,50 4,00

Transport width (≈ m) 3,00 3,50 4,00

Weight with Cage roller Ø450  (≈ kg) 1 290 1 430 1 615

Power req.(mini - maxi) (≈ hp) 70 - 110 80 - 130 90 - 140

Number of discs 24 28 32

• Stubble-breaker with independant discs
• Reinforced frame, 70x70 mm beam
• Security system with individual triangular rubber suspension
• High security bolted R hubs without lubrification
• Optimal disc angles with positive pitch to save power
• 2 rows of Ø570 mm mulcher discs
• Under frame clearance ≈ 57 cm
• Hydraulic depth control
• Coupling pins cat.2
• Warning kit with reflective plates
• Side spade discs Ø560 mm at front-left and rear-right
• Side discs retractable at front-right & rear-left

Serial equipment
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Price in €

Price with Cage roller Ø 526 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem 
roller Ø 600 or U-Sem roller Ø 580 (scrapers) 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0

Extra cost for cage roller Ø526 with finisher 
roller Ø460 0 0 0

Extra cost for Agrix roller Ø500 0 0 0

Extra cost for levelling harrow after roller (not 
available with Agrix roller) 0 0 0

Extra cost for installation for hopper DS 
200/500 See page 80

ACCESSORIES  In no case, the accessories can reduce the price of a ma-
chine. They can not be sold separately.  € 

Right and left hand lateral deflector kit 0

Deduction for not supplying warning kit with reflective plates 0

Disc-O-Mulch® Serie R foldable mounted

• Stubble-breaker with independant discs
• Reinforced frame, 70x70 mm beam
• Security system with individual triangular rubber suspension
• High security bolted R hubs without lubrification
• Optimal disc angles with positive pitch to save power
• 2 rows of Ø570 mm mulcher discs
• Under frame clearance ≈ 57 cm
• Hydraulic depth control
• Coupling pins cat.3
• Warning kit with reflective plates and lamps
• Hydraulic unlocking
• Side spade discs Ø560 mm at front-left and rear-right

Serial equipment

SPECIFICATION Folding models

Working width (≈ m) 4,00 5,00 6,00

 
Transport width (≈ m) 
(with side disc) 3,00 3,00 3,00

Power req. min-max (≈ hp)           140 - 190 150 - 200 170 - 220

Number of discs 32 40 48
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Price in €
Price with Cage roller Ø526 0 0 0

Extra cost for front cutter roller Ø380 with hydrau-
lic adjustement (incompatibility with depth control 
wheels)

0 0 0

Extra cost for front Cross-Board with hydraulic ad-
justment (incompatibility with depth control wheels) 0 0 0

Extra cost for levelling harrow after roller (not avai-
lable with Agrix, Finisher and Steel-Pack roller) 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem roller Ø600 
or U-Sem roller Ø580 (scrapers) 0 0 0

Extra cost for cage roller Ø526 with finisher roller 
Ø460 0 0 0

Extra cost for Agrix roller Ø500 0 0 0

Extra cost for Double U-Sem roller Ø580 0 0 0

Extra cost for installation of hopper DS 200/500 See page 80

ACCESSORIES  In no case, the accessories can reduce the price of a 
machine. They can not be sold separately.  € 

Deduction for not supplying warning kit with reflective plates 0

Deduction for not supplying braking system 0

Extra cost for extended drawbar for wide tractors 0

Right and left hand lateral deflector kit 0

Depth control wheels Ø700 x 210 (7,00-12) incompatibility with front equipement 0

Extra cost for pneumatic brake 0

Serie R trailed 4,5/5/6 mDisc-O-Mulch®

• Stubble-breaker with independant discs
• Reinforced frame 70x70 mm beam
• Security system with individual triangular rubber suspension
• High security bolted R hubs without lubrification
• Optimal disc angles with positive pitch to save power
• 2 rows of Ø570 mm mulcher discs
• Under frame clearance ≈ 57 cm
• 2 points toggling hitch cat.3
• Warning kit with reflective plates and lamps
• Machine equipped with hydraulic braking system
• Transport wheels (480/45x17)
• Side spade discs Ø560 mm at front-left and rear-right

Serial equipment

SPECIFICATION Trailed models

Working width (≈ m) 4,50 5,00 6,00

Transport width (≈ m) 
(with side disc) 3,00 3,00 3,00

Weight with Cage roller Ø526 (≈ kg) 3 926 4 125 4 494

Power req. min-max (≈ hp)           140 - 190 140 - 190 150 - 200

Number of discs 36 40 48
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Disc-O-Mulch® Serie R 7,5/8/9 m

• Stubble-breaker with independant discs
• Reinforced frame, 70x70 mm beam
• Security system with individual triangular rubber suspension
• High security bolted R hubs without lubrification
• Optimal disc angles with positive pitch to save power
• 2 rows of Ø570 mm mulcher discs
• Under frame clearance ≈ 57 cm
• Warning kit with reflective plates and lamps
• Machine equipped with hydraulic braking system
• Hydraulic working depth control
• Transport wheels RADIAL (600/50R22,5)
• Front control wheels Ø730 x 340 (340/55-16)
• Coupling eye (Ø50 mm) and hydraulic drawbar
• Side spade discs Ø560 mm at front-left and rear-right

Serial equipment

SPECIFICATION Trailed models

Working width (≈ m) 7,50 8,00 9,00

Transport width (≈ m) 3,00 3,00 3,00

Weight with Cage roller Ø526 (≈ kg) 7 940 8 200 8 650

Power req.(mini - maxi) (≈ hp) 190 - 265 210 - 290 240 - 325

Number of discs 60 64 72

Price in €
Price with Cage roller Ø526 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0

Extra cost for T-sem roller Ø620, V-Sem roller Ø600 
or U-Sem Ø580 (scrapers) 0 0 0

Extra cost for Double U-Sem roller Ø580 0 0 0

Extra cost for levelling harrow after roller 0 0 0

ACCESSORIES In no case, the accessories can reduce the price of a ma-
chine. They can not be sold separately. €

Right and left hand lateral deflector kit 0

Extra cost for stabilizing wheels for headland turning (320/60-12) 0

Deduction for not supplying warning kit with reflective plates 0

Deduction for not supplying braking system 0

Extra cost for 2 points toggling hitch and mecanical drawbar 0

Extra cost for 2 points toggling hitch and hydraulic drawbar 0

Extra cost for coupling eye Ø55mm or Ø73mm (additional delivery time) 0

Extra cost for coupling ball K80 type (additional delivery time) 0

Extra cost for pneumatic brake 0
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Price in €
Price with Cage roller Ø526 0 0

Extra cost for T-sem roller Ø620, V-Sem roller Ø600 or 
U-Sem Ø580 (scrapers) 0 0

Extra cost for Double U-Sem roller Ø580 0 0

Extra cost for levelling harrow after roller 0 0

ACCESSORIES
In no case, the accessories can reduce 
the price of a machine. They can not be 

sold separately.
€

Right and left hand lateral deflector kit 0

Deduction for not supplying warning kit with reflective plates 0

Deduction for not supplying braking system 0

Extra cost for 2 points toggling hitch and mecanical drawbar 0

Extra cost for 2 points toggling hitch and hydraulic drawbar 0

Extra cost for coupling eye Ø55mm or Ø73mm (additional delivery time) 0

Extra cost for coupling ball K80 type (additional delivery time) 0

Extra cost for pneumatic brake 0

Disc-O-Mulch® Serie R 10/12 m

Serial equipment

SPECIFICATION Trailed models

Working width (≈ m) 10,00 12,00

Transport width (≈ m) 3,00 3,00

Weight with Cage roller Ø526 (≈ kg) 10 930 11 810

Power req.(mini - maxi) (≈ hp) 270-360 310 - 430

Number of discs 80 96

• Stubble-breaker with independant discs
• Reinforced frame, 70x70 mm beam
• Security system with individual triangular rubber suspension
• High security bolted R hubs without lubrification
• Optimal disc angles with positive pitch to save power
• 2 rows of Ø570 mm mulcher discs
• Under frame clearance ≈ 57 cm
• Warning kit with reflective plates and lamps
• Machine equipped with hydraulic braking system
• Transport wheels (710/40R22,5)
• Front control wheels Ø730 x 340 (340/55-16)
• Rear stabilizing wheels for safe turning on headlands (320/60-12)
• Coupling eye (Ø50mm) and hydraulic drawbar
• Side spade discs Ø560mm at front-left and rear-right
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Disc-O-Mulch® Gold fixed

Serial equipment
• Stubble-breaker with independant discs 
• 3D security system with percussion spring 35x35
• High security SR Ø80 mm hubs without lubrification
• Optimal disc angles with positive pitch to save power
• Ø610 discs at front, Ø560 disc at rear : patented difference  

of diameter
• Left-hand side disc in the rear 
• Under frame clearance ≈ 60 cm
• Left-hand side disc in the rear
• Reinforced frame, 120x120 mm beam
• Tractor top link coupling cat. n°3
• Warning kit with reflective plates on rigid models, warning kit  

with reflective plates and lamps on folding models

To reduce the transport width according to the legislation of your country, 
you must add retractable side disc option

Price in €
Price with SR hubs and Cage roller Ø526 0 0 0
Extra cost for clod braking-board 0 0 0

Extra cost for SRE hubs 0 0 0

Extra cost for double row of discs Ø 610 0 0 0

Extra cost for Mulchers discs (SRE hubs are 
required) 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem rol-
ler Ø 600 or U-Sem roller Ø 580 (scrapers) 0 0 0

Extra cost for cage roller Ø526 with finisher 
roller Ø460 0 0 0

Extra cost for Agrix roller Ø500 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0

Extra cost for levelling harrow after roller (not 
available with Agrix and Steel-Pack roller) 0 0 0

Extra cost for installation fo hopper DS 
200/500 See page 80

ACCESSORIES  In no case, the accessories can reduce the price of a 
machine. They can not be sold separately.  € 

Extra cost for right-hand lateral deflector kit 0

Deduction for not supplying the side disc kit 0

Cat. n°2 tractor top link coupling (only for 3 m and 3,5m models) 0

Extra cost for lamps (additionally to the reflective plates) on rigid models.  
Please apply to your local Road Safety Authority for further information. 0

Extra cost for hydraulic folding of roller (on rigid model; without DS 200/500. without finisher roller) 0

Extra cost for retractable side disc to reduce transport width fom 3,16 to 3,00 m / 3,66 to 3,50 m / 4,16 to 
4,00 m 0

Deduction for not supplying warning kit with reflective plates 0

SPECIFICATION Rigid models

Working width (≈ m) 3,00 3,50 4,00

 
Transport width (≈ m) 
(with side disc) 3,17 3,67 4,17

Transport width (≈ m) 
(with folding side disc) 3,00 3,50 4,00

Weight without clod braking-board, with Cage 
roller and SR hubs (≈ kg) 2 134 2 304 2 618

Power req. min-max (≈ hp) 75 - 130 90 - 160 110 - 180

Number of discs 24 + 1 28 + 1 32 + 1



61

Disc-O-Mulch® Gold mounted

• Stubble-breaker with independant discs
• 3D security with percussion spring 35 x 35 triple coil
• High security SRE Ø100 mm hubs without lubrification
• Optimal disc angles with positive pitch to save power 
• Ø610 discs at front, Ø560 disc at rear: patented difference of 

diameter
• Left&right-hand adjustable deflector
• High clearance under frame 60 cm
• Reinforced frame, 120x120 beam
• Hydraulic depth control from the cab
• Tractor top link coupling cat. n°3

Serial equipment

SPECIFICATION Folding models

Working width (≈ m) 4,00 4,50 5,00 6,00

 
Transport width (≈ m) 3,00 3,00 3,00 3,00

Weight without clod braking-board, with Cage 
roller and SR hubs (≈ kg) 3 560 3 830 4 165 4 650

Power req. min-max (≈ hp) 160 - 210 180 - 240 200 - 280 220 - 310

Number of discs 32 36 40 48

Price in €
Price with SRE hubs and Cage roller 
Ø526 0 0 0 0

Extra cost for clod braking-board 0 0 0 0

Extra cost for double row of discs Ø 610 0 0 0 0

Extra cost for Mulchers discs (SRE hubs are 
required) 0 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem rol-
ler Ø 600 or U-Sem roller Ø 580 (scrapers) 0 0 0 0

Extra cost for cage roller Ø526 with finisher 
roller Ø460 - 0 0 0

Extra cost for Agrix roller Ø500 0 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0 0

Extra cost for levelling harrow after roller (not 
available with Agrix and Steel-Pack roller) 0 0 0 0

Extra cost for installation fo hopper DS 
200/500 See page 80

NEW
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Price in €
Price with SRE hubs and Cage roller Ø526 50 843 53 972 61 347
Extra cost for clod braking board 2 720 2 890 3 047

Extra cost for double row of discs Ø610 440 503 584

Extra cost for Mulcher discs 993 1 093 1 313

Extra cost for T-Sem roller Ø620, V-Sem roller 
Ø 600 or U-Sem roller Ø580 (scrapers) 4 366 4 661 5 226

Extra cost for cage roller Ø526 with finisher 
roller Ø460 4 818 5 139 5 755

Extra cost for Double U-Sem roller Ø580 6 043 6 458 7 218

Extra cost for Steel-Pack roller Ø600 6 357 6 815 7 625

Extra cost for levelling harrow after roller (not 
available with double U-Sem, Agrix, Steel-
Pack, Finisher and Flexi-pack roller)

1 583 1 840 2 061

Extra cost for installation of hopper DS 
200/500 See page 80

ACCESSORIES In no case, the accessories can reduce the price of a ma-
chine. They can not be sold separately. €

Extra cost for 2 points toggling hitch and mecanical draw bar 823

Extra cost for 2 points toggling hitch and hydraulic draw bar 1 295

Extra cost for coupling ball K80 type (additional delivery time) 541

Deduction for not supplying braking system -541

Deduction for not supplying warning kit with reflective plates -678

Reduction of the number of hydraulic distribution for drawbar and transport wheels 214

Depth control wheel: Ø730 x 340 (340/55-16) 2 953

Extra cost for pair of transport wheels RADIAL 500/45R22,5 1 783

Deduction for not supplying side disc kit -197

Right-hand lateral deflector kit 810

Extra cost for hydraulic depth control 2 217

Extra cost for pneumatic brake system 502

Disc-O-Mulch® Gold trailed 4,5/5/6 m

• Stubble-breaker with independant discs
• 3D security with percussion spring 35 x 35
• High security SRE Ø100 mm hubs without lubrification
• Optimal disc angles with positive pitch to save power
• Left-hand side disc in the rear
• Hydraulic unlocking system of the side extensions
• Ø610 discs at front, Ø560 disc at rear: patented difference of 

diameter
• Standard left-hand deflector
• Transport wheels 500/45-22,5
• Reinforced frame, 120x120 beam, under frame clearance ≈ 60 cm
• Warning kit with reflective plates and lamps
• Machine equipped with hydraulic braking system
• Coupling eye (Ø50 mm) and hydraulic draw bar

Serial equipment

SPECIFICATION Folding models

Working width (≈ m) 4,50 5,00 6,00

Transport width (≈ m) 
(with side disc) 3,00 3,00 3,00

Weight with Cage roller (≈ kg) 5 566 6 070 6 374

Power req. min-max (≈ hp)           150 - 210 170 - 250 190 - 280

Number of discs 36 + 1 40 + 1 48 + 1
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Price in €
Price with SRE hubs and Cage roller Ø526 0 0 0
Extra cost for clod braking board 0 0 0

Extra cost for double row of discs Ø610 0 0 0

Extra cost for Mulcher discs 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem roller 
Ø 600 or U-Sem roller Ø 580 (scrapers) 0 0 0

Extra cost for cage roller Ø526 with finisher 
roller Ø460 0 0 0

Extra cost for Double U-Sem roller Ø580 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0

Extra cost for levelling harrow after roller (not 
available with double U-Sem, Agrix, Steel-Pack, 
Finisher and Flexi-pack roller)

0 0 0

ACCESSORIES In no case, the accessories can reduce the price of a 
machine. They can not be sold separately. €

Deduction for not supplying warning kit with reflective plates 0

Deduction for not supplying braking system 0

Extra cost for pneumatic braking system 0

Right-hand lateral deflector kit 0

Extra cost for coupling ball K80 type (additional delivery time) 0

Extra cost for coupling eye Ø55 mm or Ø73 mm diameter (additional delivery time) 0

Extra cost for 2 points toggling hitch and mecanical draw bar 0

Extra cost for 2 points toggling hitch and hydraulic draw bar 0

Reduction of the number of hydraulic distribution for drawbar and transport wheels 0

Disc-O-Mulch® Gold trailed 7,5/8/9 m

Serial equipment

SPECIFICATION Folding models

Working width (≈ m) 7,50 8,00 9,00
Transport width (≈ m) 
(with side disc) 3,00 3,00 3,00

Weight with Cage roller (≈ kg) 9 100 9 320 10 020

Power req. min-max (≈ hp)           250 - 360 280 - 390 300 - 420

Number of discs 60 + 1 64 + 1 72 + 1

Transport height ((≈ m) 3,60 3,80 4,30

• Stubble-breaker with independant discs
• 3D security with percussion spring 35 x 35
• High security SRE Ø100 mm hubs without lubrification
• Optimal disc angles with positive pitch to save power
• Left-hand side disc in the rear
• Hydraulic unlocking system of the side extensions
• Ø610 discs at front, Ø560 disc at rear: patented difference of 

diameter
• Standard left-hand deflector
• Transport wheels 710/40-22,5
• Depth control wheels Ø730 x 340 (340/55-16)
• Nitrogen accumulator on transport wheels and on folding system 

of the frame
• Reinforced frame, 120x120 beam, under frame clearance ≈ 60 cm
• Warning kit with reflective plates and lamps
• Secondary hydraulic folding for reducing the transport height
• Machine equipped with hydraulic braking system
• Coupling eye (Ø50 mm) and hydraulic draw bar
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Disc-O-Mulch® Gold 10/12 m

• Stubble-breaker with independant discs
• 3D security with percussion spring 35X35
• High security SRE Ø100 mm hubs without lubrification
• Optimal disc angles with positive pitch to save power
• Ø610 discs at front, Ø560 disc at rear: patented difference 

of diameter
• Standard left-hand deflector
• Transport wheels 500/45 R22,5 on axles bogie
• Depth control wheels 480/45-17
• Under frame clearance  ≈ 60 cm
• Warning kit with reflective plates and lamps
• Coupling eye (Ø55 or Ø73 mm must be specified on order 

form)
• Machine equipped with pneumatic braking system
•  Coupling ball K80 type

Serial equipment

SPECIFICATION Normal 
Model

Extra
Model

Extra
Model++

Normal 
Model

Extra
Model

Extra
Model++

Working width (≈ m) 10,00 10,00 10,00 12,00 12,00 12,00

Transport width (≈ m) 
(without accessories) 3,00 3,00 3,00 3,00 3,00 3,00

Weight with Cage roller (≈ kg) 14 550 14 100 14 580 15 450 15 000 15 480

Power req. min-max (≈ hp)           350 - 450 400 - 500

Type of Hubs SRE

Number of discs 80 + 1 70 + 1 80 + 1 96 + 1 84 + 1 96 + 1

Distance between beam (mm) 780 950 950 780 950 950

Transport height (in m) with cage roller Ø526 3,90 4,20 4,20 3,90 4,20 4,20

Price in € 10 N 10 E 10 E++ 12 N 12 E 12 E++

Price with 3D 35x35 security, discs 
Ø610/560, SRE hubs and Cage roller 
Ø526

0 0

Extra cost for double row of discs Ø 610 0 0 0 0 0 0

Extra cost for Mulcher discs 0 0 0 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem 
roller Ø600 or U-Sem roller Ø580 (scrapers) 0 0

Extra cost for levelling harrow after roller 
(Increase transport height by 30 cm) 0 0

ACCESSORIES In no case, the accessories can reduce the price of a machine. They can not be sold 
separately. €

Deduction for not supplying braking system 0

Deduction for not supplying warning kit with reflective plates 0

Right-hand lateral deflector kit 0
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Disc-O-Mulch® Gold 10/12 m

BETWEEN BEAM

DISC PITCH

TRANSPORT HEIGHT

3,90 m

4,20 m

Transport 
height 10 m 12 m

Normal version 3,90 m 3,90 m

Extra version 4,20 m 4,20 m

Extra++ version 4,20 m 4,20 m

Disc pitch 10 m 12 m

Normal version 250 mm 250 mm

Extra version 285 mm 285 mm

Extra++ version 250 mm 250 mm

Between 
Beam 10 m 12 m

Normal version 780 mm 780 mm

Extra version 950 mm 950 mm

Extra++ version 950 mm 950 mm

250 mm 285 mm

780  mm

950  mm
Extra / Extra ++ Model

Normal Model



66

MAXIMULCH range
Serie 3

Serie 5

Maximulch Serie 3 foldable
4.5 - 6 m
200 - 350 hp

Maximulch Serie 5
3 - 4 m rigid 
4 - 5 m foldable
200 - 450 hp

Maximulch Serie 3 rigid 
3 - 3,5 - 4 m
120 - 220 hp

Maximulch Serie 3 HD rigid 
3 - 4 m
190 - 400 hp

page 67

page 68

page 69

page 70
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Maximulch® Serie 3 mounted

• Combined equipment soil loosener / stubble-breaker with 
independent discs

• Reinforced steel tubing frame with 2 beams 100X100 mm 
and central beam of 120X120 mm

• TCS Blades with Shear bolt or Non-Stop security
• Discs diameter Ø560
• 3D security system with percussion spring 30X30 mm
• High security SR Ø80 mm hubs without lubrification
• Optimal discs angles with positive pitch to save power
• Working depth: ~ 10 to 25 cm
• Retractable blades with adjustable height
• Adjustable lateral deflectors (Right and Left)
• Warning kit with reflective plates

Serial equipment

SPECIFICATION Rigid models / Mounted machines

Working width (≈ m) 3,00 3,50 4,00

 
Transport width (≈ m) 
(with retracted deflectors) 3,00 3,50 4,00

Power requirement (min-max) (hp)           160 - 210 200 - 250 240 - 290

Weight with Shear bolt security and Cage roller 
Ø526  (≈ kg) 2 152 2 435 2 738

Weight with Non-Stop security and Cage roller 
Ø526  (≈ kg) 2 542 2 903 3 284

Number of discs 24 28 32

Number of TCS blades 5 6 7

Working depth adjustement 
by rack

Price in €
Shear bolt security with Cage roller Ø526 0 0 0
Non-Stop security with Cage roller Ø526 0 0 0
Extra cost for Mulcher discs 0 0 0

Extra cost for CARBI-PROTECT Shares 0 0 0

Extra cost for hardfacing blades 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem 
roller Ø600 or U-Sem roller Ø580 (scrapers) 0 0 0

Extra cost for cage roller Ø526 with finisher 
roller Ø460 0 0 0

Extra cost for Agrix roller Ø500 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0

Extra cost for levelling harrow after roller (not 
available with Agrix, Finisher and Steel-Pack 
roller)

0 0 0

Extra cost for installation of hopper DS 
200/500 See page 80

ACCESSORIES  In no case, the accessories can reduce the price of a machine. 
They can not be sold separately.  € 

Deduction for not supplying warning kit with reflective plates 0

Extra cost for lamps (additionally to the reflective plates) on rigid models. 
Please apply to your local Road Safety Authority for further information. 0

Extra cost for hydraulic folding of roller (on rigid model; without DS 200/500)  - 

Spade discs (front left and rear right) - Instead of standard discs Specify at order - Free 
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Maximulch® Serie 3 HD mounted

• Combined equipment soil loosener / stubble-breaker with 
independent discs

• Reinforced steel tubing frame with 3 beams 120X120 mm 
• Hydraulic folding of roller
• TCS 650 Blades with Shear bolt security
• Discs diameter Ø650
• 3D security system with percussion spring 35x35
• High security SRE Ø100 mm hubs without lubrification
• Optimal discs angles with positive pitch to save power
• Working depth: ~ 10 to 30 cm
• Retractable blades with adjustable height
• Adjustable lateral deflectors (Right and Left)
• Warning kit with reflective plates

Serial equipment

SPECIFICATION Rigid models / Mounted machines

Working width (≈ m) 3,00 4,00

 
Transport width (≈ m) 
(with retracted deflectors) 3,00 4,00

Power requirement (min-max) (hp)           190 - 300 250 - 400

Weight with Shear bolt security and 
Cage roller Ø526  (≈ kg) 2 820 3 615

Number of discs 20 28

Number of TCS blades 4 6

Price in €
Shear bolt security with Cage roller Ø526 0 0

Extra cost for double row of discs Ø610 0 0

Extra cost for Mulcher discs 0 0

Extra cost for Easy-Protect Shares  To be adjusted according to the number of shares (Price : x € per share) 

Extra cost for leading edge with carbide 
faceplate  To be adjusted according to the number of leading edge (Price : x € per leading edge) 

Extra cost for hardfacing blades 0 0

Extra cost for T-Sem roller Ø620, V-Sem 
roller Ø600 or U-Sem roller Ø580 (scrapers) 0 0

Extra cost for cage roller Ø526 with finisher 
roller Ø460 0 0

Extra cost for Agrix roller Ø500 0 0

Extra cost for Steel-Pack roller Ø600 0 0

ACCESSORIES In no case, the accessories can reduce the price 
of a machine. They can not be sold separately. €

Deduction for not supplying warning kit with reflective plates 0

Extra cost for lamps (additionally to the reflective plates) on rigid models. 
Please apply to your local Road Safety Authority for further information. 0

Working depth adjustement 
by rack



69

Serie 3 trailedMaximulch®

Serial equipment

SPECIFICATION Folding models / Trailed machines
Working width (≈ m) 4,50 6,00

 
Transport width (≈ m) 3,00 3,00 3,00 3,00

Power requirement (min-max) (hp)           180 - 240 180 - 240 250 - 350 250 - 350
Weight with Shear bolt security and 
Cage roller Ø526  (≈ kg) 7 765 7 855 9 420 9 510

Weight with Non-Stop security and Cage roller Ø526  (≈ 
kg) 8 275 8 415 10 140 10 280

Number of discs 36 + 1 36 + 1 48 + 1 48 + 1

Number of TCS blades 6 8 8 10

• Combined equipment soil loosener / stubble-breaker with independent discs
• Reinforced frame with central monobeam 300x200
• Reinforced steel tubing frame with 3 beams 120X120 mm
• TCS 550 Blades with Shear bolt or Non-Stop security mounted in staggered rows
• Discs diameter Ø560
• 3D security system with percussion spring 35x35
• High security SRE Ø100 mm hubs without lubrification
• Optimal discs angles with positive pitch to save power
• Transport wheels 500/45-22,5
• Working depth: ~ 10 to 25 cm
• Hydraulic working depth adjustment of the blades
• Warning kit with reflective plates
• Depth control wheels
• Machine equipped with hydraulic braking system
• Coupling eye (Ø50 mm) and hydraulic draw bar

Price in €
Shear bolt security with Cage roller Ø526 0 0 0 0
Non-Stop security with Cage roller Ø526 0 0 0 0
Extra cost for double row of discs Ø610 0 0

Extra cost for Mulcher discs 0 0

Extra cost for CARBI-PROTECT Shares 0 0 0 0

Extra cost for hardfacing blades 0 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem roller Ø600 
or U-Sem roller Ø580 (scrapers) 0 0

Extra cost for cage roller Ø526 with finisher roller 
Ø460 0 0

Extra cost for Double U-Sem roller Ø580 0 0

Extra cost for Agrix roller Ø700 0 0

Extra cost for Steel-Pack roller Ø600 0 0

Extra cost for levelling harrow after roller (not avai-
lable with Agrix,Steel-Pack et Finisher) 0 0

Extra cost for installation of hopper  DS 200/500 See page 80

ACCESSORIES In no case, the accessories can reduce the price of a ma-
chine. They can not be sold separately. €

Deduction for not supplying braking system 0

Deduction for not supplying warning kit with reflective plates 0

Right-hand lateral deflector kit 0

Deduction for not supplying side disc kit 0

Extra cost for 2 points toggling hitch and mecanical draw bar 0

Extra cost for pair of transport wheels RADIAL 500/45-22,5 0

Extra cost for 2 points toggling hitch and hydraulic draw bar 0

Extra cost for coupling ball K80 type (additional delivery time) 0

Reduction of the number of hydraulic distribution for drawbar and transport wheels 0

Extra cost for pneumatic brake system 0
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Serie 5Maximulch®

Serial equipment
• Combined equipment soil loosener / stubble-breaker 
• Crenelated discs diameter Ø610
• Optimal discs angles with positive pitch to save power
• 3D security system with percussion spring 35x35
• High security SRE Ø100 mm hubs without lubrification 
• Agromulch tines HD without wings
• Non-Stop security with 750 kg pressure
• One row of levelling discs Ø460
• Transport wheels 400/55-22,5 (rigids) - 500/45-22,5 (folding) 
• Warning kit with reflective plates
• Machine equipped with hydraulic braking system 
• Coupling eye (Ø50 mm) and hydraulic draw bar

SPECIFICATION Rigid models Folding models

Working width (≈ m) 3,00 4,00 4,00 5,00 

 
Transport width (≈ m) 3,00 4,00 3,00 3,00 

Power requirement (min-max) (hp)           180 - 320 240 - 450 240 - 450 300 - 500

Hubs SRE SRE SRE SRE

Weight (≈ kg) 5 216 6 222 7 800 8 560

Discs diameter (mm) Ø 610 Ø 610 Ø 610 Ø 610

Number of discs 17 25 25 29

Number of tines 7 9 9 11

AGM HD Tine

«DRAINING» effect

Gamme SMARTPLOW

Price in €
Non-Stop security with Cage roller Ø526 0 0 0 0
Extra cost for Mulcher discs 0 0 0 0

Extra cost for shares of carbide 0 0 0 0

Extra cost for normal wings 250 mm 0 0 0 0

Extra cost for TCS 550 blades (instead of Agromulch 
HD tines) 0 0 0 0

Extra cost for hardfacing blades TCS 550 0 0 0 0

Extra cost for Carbi-Protect shares 0 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem roller Ø600 
or U-Sem roller Ø580 (scrapers) 0 0 0 0

Extra cost for cage roller Ø526 with finisher roller 
Ø460 0 0 0 0

Extra cost for double U-Sem roller Ø580 0 0 0 0

Extra cost for Agrix roller Ø700 0 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0 0

Extra cost for levelling harrow after roller (not avai-
lable with Agrix, Steel-Pack and Finisher) 0 0 0 0

ACCESSORIES  In no case, the accessories can reduce the price of a machine. 
They can not be sold separately. €

Deduction for not supplying warning kit with reflective plates 0

Deduction for not supplying braking system 0

Extra cost for pneumatic braking system 0

Extra cost for pair of transport wheels RADIAL 500/45R22,5 (folding models only) 0

Extra cost for 2 points toggling hitch and mecanical draw bar 0

Extra cost for 2 points toggling hitch and hydraulic draw bar 0

Extra cost for coupling ball K80 type (additional delivery time) 0

Extra cost for Agromulch HD tine in addition to TCS 550 blades 0  / blade 

TCS 550 Share
Soil loosening 

without upheavals
Max. working depth : ~ 30 cm Max. working depth : ~ 40 cm
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Silver

Gamme AGROMULCH

Gamme SMARTPLOW

Agromulch trailed
5 - 6 m
140 - 360 hp

Gold

Agromulch rigid or foldable
3 - 5 m
100 - 240 hp

Agromulch trailed
7,5 - 8 m
350 - 520 hp

Smartplow  - Fissuring blades
3 -6 m
100 - 290 hp

Smartplow mix - Stubble braking tines
3 - 6 m
100 - 290 hp

Blades Tines

Smartplow bio - Tine scalping 
3 - 6 m
80 - 230 hp

page 76
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Smartplow mounted

Price in €
Smartplow with non-stop security hy-
draulic - blades 20x590 - cage roller Ø526 0 0 0 0 0

Extra cost for T-Sem roller Ø620 or V-Sem 
Ø600 ou U-Sem Ø580 (scraper)  0 0 0 0 0

Extra cost for U-Sem double roller Ø580 0 0 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0 0 0

Extra cost for Double Spike roller Ø600 0 0 0 0 0

Extra cost for levelling harrow after roller 0 0 0 0 0

CARACTÉRISTIQUES Rigid models Folding models
Working width (≈ m) 3,00 3,50 4,00 5,00 6,00

 
Transport width (≈ m)       
(without accessories) 3,00 3,50 3,00 3,00 3,00

Serial equipment

Serial equipment

Fissuring blades

•  Coupling pins cat n°3
•  Reinforced frame with 3 rows 100x100 mm
• High clearance under frame 750 mm
• Non-stop security hydraulic with progressive stroke (30 cm)
• Hydraulic depth control
• Warning kit with reflective plates on fixed, reflective plates and lamps on foldin

• 3 rows of fissuring blades
• Working depth ~ 15 to 25 cm
• Non-stop security hydraulic with progressive stroke
• Retracted point blade 20x590
• Tungsten carbide inserts at the front of the blade and share

SPECIFICATION Rigid models Folding models
Working width (≈ m) 3,00 3,50 4,00 5,00 6,00

 Number of blades 10 12 13 17 21

Power requirement (min-max) (hp)          100 - 150 125 - 170 150 - 210 180 - 250 210 - 290

Weight with cage roller (≈ kg) 1 635 1 820 2 860 3 200 3 690

NEW
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Price in €
Smartplow with non-stop secu-
rity hydraulic - stubble braking 
tines - levelling discs - cage 
roller Ø526

0 0 0 0 0

Extra cost for carbide share 0 0 0 0 0

Extra cost for carbide wings 0 0 0 0 0

Extra cost for T-Sem roller Ø620 
or V-Sem Ø600 ou U-Sem Ø580 
(scraper)  

0 0 0 0 0

Extra cost for Steel-Pack roller 
Ø600 0 0 0 0 0

Extra cost for Double Spike roller 
Ø600 0 0 0 0 0

Extra cost for fertilizing kit To be adjusted according to the number of tines (price : x € per tine)

Extra cost for levelling harrow 
after roller 0 0 0 0 0

Extra cost for fissuring retracted 
point blade + leg To be adjusted according to the number of blades (price : x € per blade)

Serial equipment

Stubble braking tines

• 3 rows of stubble braking tines
• Working depth ~ 5 to 25 cm
• Non-stop security hydraulic with progressive stroke
• Tines with winged cultivating shares 80 mm + mixing 

mouldboard
• Wings 365 mm
• Mulcher levelling discs Ø460 mm with elastomer securit

NEWSmartplow mounted

SPECIFICATION Rigid models Folding models
Working width (≈ m) 3,00 3,50 4,00 5,00 6,00

 Number of blades 10 12 13 17 21

Power requirement (min-max) (hp)          100 - 150 125 - 170 150 - 210 180 - 250 210 - 290

Weight with cage roller (≈ kg) 1 880 2 115 3 220 3 735 4 165

Smartplow mix
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Price in €
Smartplow with spring tines Biomul-
ch HD, scalping carbide shares and 
cage roller

0 0 0 0 0

Extra cost for levelling tines 0 0 0 0 0

Extra cost for T-Sem roller Ø620 or 
V-Sem Ø600 ou U-Sem Ø580 (scraper)  0 0 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0 0 0

Extra cost for levelling harrow after roller 0 0 0 0 0

Deduction for replacing sweep shares 
by tillage straight shares (450x60mm) To be adjusted according to the number of tines (price : x € per tine)

ACCESSORIES In no case, the accessories can reduce the price of a machine. They can not 
be sold separately. €

Extra cost for lamps (additionally to the reflective plates) on rigid models. 
Please apply to your local Road Safety Authority for further information. 0

Serial equipment

Stubble braking tines Tines scalping

• 3 rows of tines scalping
• Working depth ~ 5 to 15 cm
• Biomulch HD tines with spring 150x14mm
• Scalping tine – carbide sweep shares
• Symetrical pitch of tines on the frame

NEWSmartplow mounted

SPECIFICATION Rigid models Folding models
Working width (≈ m) 3,00 3,50 4,00 5,00 6,00

 Number of tines 13 15 17 21 25

Power requirement (min-max) (hp)          80 - 120 100 - 140 130 - 170 150 - 190 170 - 230

Weight with cage roller (≈ kg) 1 350 1 450 2 450 2 950 3 360

Smartplow bio
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Price in €
Agromulch Silver with Cage roller Ø526 
with Shear-Bolt security 0 0 0 0
Agromulch Silver with Cage roller Ø 526 
with Non-Stop security 0 0 0 0 0

Extra cost for fertilizing kit To be adjusted according to the number of tines (price : x € per tine)

Extra cost for carbide shares 0 0 0 0

Extra cost for carbide wings 0 0 0 0

Extra cost for Agroplow fissuring retracted 
point blade (instead of Agromulch tines) 0 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem roller 
Ø 600 or U-Sem roller Ø580 (scrapers) 0 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0 0

Extra cost for cage roller Ø526 with finisher 
roller Ø460 0 0 0 0

Extra cost for levelling harrow after roller 0 0 0 0

ACCESSORIES In no case, the accessories can reduce the price of a machine. They 
can not be sold separately. €

Deduction for not supplying warning kit with reflective plates (mounted models) 0

Extra cost for lamps (additionally to the reflective plates) on rigid models. 
Please apply to your local Road Safety Authority for further information. 0

Extra cost for Agroplow retracted point fissuring blade 0 / blade

SilverAgromulch®

SPECIFICATION Rigid models Folding models

Working width (≈ m) 3,00 3,50 4,00 5,00

 
Transport width (≈ m) 3,00 3,50 3,00 3,00

Weight in Shear-Bolt security with Cage roller 
Ø526 (≈ kg) 1 350 1 545 2 410 2 619

Weight in Non-Stop security with Cage roller Ø526 
(≈ kg) 1 772 2 073 2 992 3 306

Power requirement (min-max) (hp) 100 - 140 120 - 160 160 - 200 180 - 240

Number of tines 7 9 11 13

Number of discs Ø460 single row 8 10 12 14

• Tine cultivator
• Reinforced frame with 2 beams of 120 x 120 mm
• Winged cultivating shares, loosening blade in option
• Non-Stop security with 500 kg of pressure
• Single row of levelling discs Ø460
• Under frame clearance:  ~ 84 cm 
• Working depth ~ 5 to 25 cm
• Tractor top link coupling n°3 spacing, n°3 pins
• Hydraulic working depth control
• Warning kit with reflective plates and lamps on folding models

Serial equipment

NEW
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Gold 5/6/7,50/8 mAgromulch®

• Cultivator with 4 rows of tines
• Reinforced frame with beams of 120x120 mm
• Winged cultivating shares, loosening blade in option
• Non-Stop security with 500 kg pressure
• Single row of levelling discs Ø460
• Under frame clearance: ~ 84 cm 
• Working depth: ~ 5 to 25 cm
• Warning kit with reflective plates and lamps on folding 

models
• Front depth control wheels with hydraulic adjustment
• Machine equipped with hydraulic braking system 
• Coupling eye (Ø50 mm) and hydraulic draw bar
• Transport wheels 500/45-22,5

Serial equipment

SPECIFICATION Folding models
Working width (≈ m) 5,00 6,00 7,50 8,00

 
Transport width (≈ m) 3,00 3,00 3,00 3,00

Weight in Non-Stop security with Cage roller Ø526 
(≈ kg) 7 516 7 870 9 335 9 630

Power requirement (min-max) (hp) 240 - 300 280 - 360 350 - 450 400 - 500

Number of tines 17 19 25 27

Number of discs Ø460 single row 10 12 14 16

Price in €
Agromulch Gold with Cage roller Ø 526 
with Non-Stop security 0 0 0 0

Extra cost for fertilizing kit To be adjusted according to the number of tines (price : 101 € per tine)

Extra cost for carbide shares 0 0 0 0

Extra cost for carbide wings 0 0 0 0

Extra cost for Agroplow fissuring retracted 
point blade (instead of Agromulch tines) 0 0 0 0

Extra cost for T-Sem roller Ø620, V-Sem roller 
Ø 600 or U-Sem roller Ø580 (scrapers) 0 0 0 0

Extra cost for cage roller Ø526 with finisher 
roller Ø460 0 0 0 0

Extra cost for Double U-Sem roller Ø580 0 0 0 0

Extra cost for Steel-Pack roller Ø600 0 0 0 0

Extra cost for levelling harrow after roller (not 
available with Double U-Sem,  Agrix, Finisher 
and Steel-Pack roller)

0 0 0 0

ACCESSORIES  In no case, the accessories can reduce the price of a machine. 
They can not be sold separately. €

Deduction for not supplying warning kit with reflective plates (trailed models) 0

Deduction for not supplying braking system 0

Extra cost for coupling ball K80 type (additional delivery time) 0

Extra cost for coupling eye Ø55 mm or Ø73 mm diamter (model 7,5-8 m only) 0

Extra cost for pair of transport wheels RADIAL 500/45R22,5 (model 5-6 m only) 0

Extra cost for 2 points toggling hitch and mecanical draw bar 0

Extra cost for 2 points toggling hitch and hydraulic draw bar 0

Extra cost for Agroplow retracted point fissuring blade 0 / blade

Extra cost for pneumatic brake system 0
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DS 200/500
Capacity 200 or 500 L

DSF 1600/2200
Capacity 1600 or 2200 L

DSF 2500
Capacity 2500 L

DSF 1000/1500
Capacity 1000 or 1500  L

DSA 1600/2200/3200
Capacity 1600, 2200, 3200 L

DLF
700 to 2200 L

SEM range
DS 200 / 500

DSF

DSA DLF

page 80

page 81 page 82 page 83

page 84 page 85
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DS 200/500®

Spreader

• Universal seeder for «green fertilizer» 
• Can be adapted on Disc-O-Mulch Série R (rigid and foldable),  

Disc-O-Mulch Gold (rigid and foldable- without hydraulic folding of 
the roller), Maximulch S3 (rigid and foldable- without hydraulic  
folding of the roller), Vibromulch (rigid and foldable - not on trailed) 

• Electric driven fan
• Hopper capacity: 200 L or 500 L
• Gateway with folding scale for easy and secure access
• Ramp with 8 spreaders in front of the roller 
• Radar for distribution according to the speed (Optional)
• Seeding control computer without managing quantity rate depending 

on the speed «A-Organizer» 

Serial equipment

SPECIFICATION DS 200 DS 500

Hopper capacity (L) 200 500

 
Number of outlets 8 8

Driven fan electric hydraulic

Weight (≈ kg) 324 462

Flow rate (maximum data - wheat with 
6m at 15 km/h) 25 kg/Ha 100 kg/Ha

8 km/h 15 km/h

3 m 100 kg/Ha 53 kg/Ha

4 m 75 kg/Ha 40 kg/Ha

5 m 60 kg/Ha 32 kg/Ha

6 m 50 kg/Ha 27 kg/Ha

8 km/h 15 km/h

3 m 363 kg/Ha 193 kg/Ha

4 m 272 kg/Ha 145 kg/Ha

5 m 218 kg/Ha 116 kg/Ha

6 m 181 kg/Ha 97 kg/Ha

DS 200 DS 500
Flow rate (maximum data - wheat)

«A-Organizer Plus» 

Price in €
Extra cost for managing quantity 
rate depending on of the speed 
with «A-Organiser Plus» Computer

0 0

Radar option 0

Extra cost for loading plateform for fix 
machines 0

Extra cost for loading plateform for 
foldable machines 0

Extra for DPA with speed information 
via ISO11786 tractor socket 0

https://www.seedxconnect.com/login/?redirect_to=https%3A%2F%2Fwww.seedxconnect.com%2F
https://www.seedxconnect.com/login/?redirect_to=https%3A%2F%2Fwww.seedxconnect.com%2F
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DSF® 1000/1500

• Hopper capacity : 1000/1500 L
• Pneumatic distribution of seeds by air flow
• Speed   determined by GPS antenna
• Electric distribution
• Hydraulic driven fan, engine 6 cm³
• Fan specifications :
  - 180 / 200 bar
 - 26 l/min
 - Air pressure = 80-90 mB maxi.
• Warning kit with reflective plates and lamps
• Without repartition heads
• Seeding control computer 
• Computer «A-Controler» 

Serial equipment

Flow rate (maximum data - wheat) Seeds 0.8kg/L : cf. page 86

«A-Controler» 

SPECIFICATION DSF 1000 DSF 1500
Hopper capacity (L) 1000 L 1000 L 1500

Number of outlets 1X90 2X70 2X90

Empty weight (≈ Kg) 495 530

Additional weight of front pack (≈ Kg) 257

Flow rate (maximum) 700 L/h 1400 L/h

Max. speed (km/h) = (Max. flow rate (kg/h) / working width (m) / Quantity (kg/ha)) x 10

Price in €
Front hopper with 1 electrical 
engine for distribution 0 0 0

Extra cost for equipment for outlets head + pipe + head support kit

10 outlets Ø35 / inlet Ø70 (nr of 
heads) 0 0 0

16 outlets Ø35 / inlet Ø90 (nr of 
heads) 0 0 0

24 outlets Ø35 / inlet Ø90 
heads (nr of heads) 0 - 0

Extra cost for Front-Pack 0

ACCESSORIES In no case, the accessories can reduce the price of a machine. They 
can not be sold separately. €

Tramline valves for electronic box (for 4 seeding tubes) 0

Extra cost for extra weight 14 x 20 kg 0

(1)

(1)

(1)

(2) (2)

(2) (2)

(2)
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DSF® 1600/2200

• Hopper capacity: 1600/2200 L
• Pneumatic distribution of seeds by air flow
• Speed   determined by GPS antenna
• Electric distribution
• Hydraulic driven fan, engine 11 cm³
• Fan specifications :
  - 180 / 200 bar
 - 30 l/min
 - Air pressure = 80-90 mB maxi.
• Warning kit with reflective plates and lamps
• Without repartition heads
• Without computer 
• ISOBUS Connection cable to connect the tractor or ISOBUS plug 

for non ISOBUS equipped tractor 
• Loading plateform (only without frontpack)
• 2 working lights

Serial equipment

Flow rate (maximum data - wheat) Seeds 0.8kg/L : Cf. page 86

«A-Manager» 
ISOBUS

«A-Touch» 
ISOBUS

SPECIFICATION DSF 1600 DSF 2200
Hopper capacity (L) 1 600 2 200
Number of outlets 2X90 4X90 2X90 4X90
Empty weight (≈ Kg) 850 885

Additional weight of front pack (≈ Kg) 460

Flow rate (maximum) 1600L/h 2800L/h 1600L/h 2800L/h

Without box

Optional computer :

Price in €
Front hopper with 1 electrical engine for distribution 0 0 0 0
Front hopper with 2 electrical engines for distribution : 
2 seeding rates 0 0 0 0

Extra cost for equipment for outlets head + pipe + head support kit

10 outlets Ø35 / inlet Ø70 head (nr of heads) 0 0 0 0

16 outlets Ø35 / inlet Ø90 head (nr of heads) 0 0 0 0

24 outlets Ø35 / inlet Ø90 head (nr of heads) 0 0 0 0

Extra cost for stainless steel hopper 0 0

Extra cost for front-pack 0

ACCESSORIES  In no case, the accessories can reduce the price of a ma-
chine. They can not be sold separately.  € 

Extra cost for Seeding control computer A-manager 0
Extra cost for Seeding control computer A-Touch 0
Extra cost for Seeding control computer A-Touch 1200 0
Extra cost fot ISOBUS extension cable 9,5m to connect at the rear of the tractor 0
Extra cost for ISOBUS plug (front+rear) for non ISOBUS equipped tractor 0
Extra cost for camera (only with A-Touch computer) 0
Extra cost for small seeds 22 L distributor (maximum flow rate 45 kg/h) 0
Tramline valves for electronic box - (for 4 seeding tubes) 0
Extra cost for extra weight 14 x 20 kg 0

Max. speed (km/h) = (Max. flow rate (kg/h) / working width (m) / Quantity (kg/ha)) x 10

(2) (2)

(2) (2)

(2) (2)

(4) (4)

(4) (4)
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«A-Touch» 
ISOBUS

SPECIFICATION DSF 2500
Hopper capacity (L) 2 500

Number of outlets 2x100

Empty weight (≈ Kg) 1 010

Additional weight of front pack (≈ Kg) 460

Flow rate (maximum) 3500 L/h

• Hopper capacity: 2500 L 
• Pneumatic distribution of seeds by air flow 
• Speed determined by radar or GPS antenna 
• Electric distribution 
• Hydraulic driven fan, engine 11 cm³ 
• Fan specifications : 

- 180 / 200 bar 
- 30l/min 

• Warning kit with reflective plates and lamps 
• Without repartition heads 
• Without computer 
• ISOBUS Connection cable to connect the tractor or ISOBUS 

plug for non ISOBUS equipped tractor 
• Loading plateform (only without frontpack) 
• 2 working lights
•  2 metering rollers + set of additionnal stars in serial

Serial equipment

DSF® 2500

«A-Manager» 
ISOBUS

Without box

Optional computer:

«A-Touch» 
ISOBUS

Price in €
Front hopper with 2 electrical engines for distribution : 2 seeding 
rates 0

0

2x16 outlets Ø35 / inlet Ø90 head 0

2x24 outlets Ø35 / inlet Ø90 head 0

24 outlets Ø32 / inlet Ø140 head 0

32 outlets Ø32 / inlet Ø140 head 0

40 outlets Ø32 / inlet Ø140 head 0

48 outlets Ø32 / inlet Ø140 head 0

Extra cost for Front Pack 0

ACCESSORIES  € 

Extra cost for Seeding control computer A-manager (DSF 1600/2200) 0

Extra cost for Seeding control computer A-Touch (DSF 1600/2200) 0

Extra cost for Seeding control computer A-Touch 1200 (DSF 1600/2200) 0

Extra cost fot ISOBUS extension cable 9,5m to connect at the rear of the tractor 0

Extra cost for ISOBUS plug (front+rear) for non ISOBUS equipped tractor 0

Extra cost for camera (only with A-Touch computer) 0

Tramline valves for electronic box - (for 4 seeding tubes) 0

Extra cost for extra weight 14 x 20 kg 0

Addition metering roller to be defined with 0
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DSA®

• Rear hopper with tractor link
• Tractor coupling kit cat.3
(Option for coupling n° 4-4N)
• Hopper capacity: 1600/2200/3200 L
• Pneumatic distribution of seeds by air flow
• Speed   determined by GPS antenna
• Electrical distribution
• Hydraulic driven fan, engine 6 cm³
• Fan specifications :
  - 180 / 200 bars
 - 30 l/min
 - Air pressure = 80-90mB maxi
• Without repartition heads
• Without computer
• Rear coupling eye cat.3
(Option for toggling hitch n° 3-4 / coupling eye n°4-5/ K80)

Serial equipment

Flow rate (maximum data - wheat) Seeds 0.8kg/L : Cf. page 86

«A-Manager» 
ISOBUS

«A-Touch» 
ISOBUS

SPECIFICATION DSA 1600 DSA 2200 DSA 3200

Hopper capacity (L) 1600 2200 3200
Number of outlets 2X90 4X90 2X90 4X90 2X90 4X90
Empty weight (≈ Kg) 1200 1280 1420

Flow rate (maximum) 2000L/h 3000L/h 2000L/h 3000L/h 2000L/h 3000L/h

Max. speed (km/h) = (Max. flow rate (kg/h) / working width (m) / Quantity (kg/ha)) x 10

Optional computer:

Price in €
Rear hopper with 2 electrical engines for distribution 
: 2 seeding rates 0 0 0 0 0 0
Extra cost for equipment for outlets head + pipe + head 
support kit

10 outlets Ø35 / inlet Ø70 head (nr heads) 0 0 0 0 0 0

16 outlets Ø35 / inlet Ø90 head (nr heads) 0 0 0 0 0 0

24 outlets Ø35 / inlet Ø90 head (nr heads) 0 - 0 - 0 -

Extra cost for stainless steel hopper 0 0 0

ACCESSORIES In no case, the accessories can reduce the price of a machine. 
They can not be sold separately. €

Extra cost for Seeding control computer A-manager (DSF 1600/2200) 0

Extra cost for Seeding control computer A-Touch (DSF 1600/2200) 0

Extra cost for Seeding control computer A-Touch 1200 (DSF 1600/2200) 0

Extra cost for ISOBUS plug (front+rear) for non ISOBUS equipped tractor 0

Extra cost for camera (only with A-Touch computer) 0

Extra cost for working light 0

Extra cost for tractor coupling kit n° 4/4N 0

Extra cost for rear coupling eye n° 4 0

Extra cost for rear coupling eye n° 5 0

Extra cost for 2 points toggling hitch n° 3 0

Extra cost for 2 points toggling hitch n° 4 0

Extra cost for coupling ball K80 type 0

Extra cost for tramline valves (x4) 0

(2)

(2)

(2) (2)

(2)

(2)

(2)

(2)

(2)

(4)

(4)

(4)

(4)

(4)

(4)
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DLF

PRICE in € 0 0 0 0 0 0
ACCESSORIES

Rince kit 0 0 0

Fireman filing connection kit 0 0 0

Front lighting kit 0

Rear lighting kit 0

REGULATION

15L/min - Tablet 8» 0 - 0

2X15L/min Tablet 10» 0

75L/min Tablet 8» 0 - 0

15+75L/min Tablet 10» 0

2x75L/min Tablet 10» 0

Module Isobus -Section control/rate control  Consult us 

ACCESSORIES - Distribution €

Wilger ball flow 0

Regulation column + nozzle /rows

Tell us the desired flow rate in order to provide the appropriate nozzle - 2nd set of nozzle 5€/row

ACCESSORIES - For 2nd tractor €

Direct battery socket 0

Start-up sensor 0

Connector hose thank / machine 0

SPECIFICATION Rigid models

Capacity (≈ L) 700 1 100 1 200 1 500 1 050 + 750 2 200

Dimension L-l-h (≈ m) 0,9x2x1,18 1,4x1,75x1 1,4x1,85x1,1 1,4x1,9x1,15 1,6x2x1,2 1,6x2,2x1,25

Weight (≈ kg) 132 137 150 180 400 395

Volume cuve rinçage (≈ L) 125 No available 135 150 175 250

Serial equipment
• Welded frame cat.2 linkage
• Polyethylen tank and integrated rinse tank
• Dry level gauge - cover Ø455 mm with filter sieve
• Emptying valve with easy access
• LiquidXConnect regulation - 2 pump models 15 or 75 L/min 

(combinable)
• Direct battery socket, high/low position sensor – GPS 

antenna
• Tablet 8” or 10’’ - Anticipated start - Rate modulation
• Wilger row distributor - ball flow indicators on each row
• Filter – pressure gauge – set of nozzles – connector hose

SPECIFIC SALES CONDITIONS(1)

.

Discover the configurator : here

(1) For any else configuration, and validation of sales condition, please contact your area manager before any proposal.

https://agrisem.com/fare/liquidxconnect_gb_2023_pricelist_blank
https://agrisem.com/fare/LiquidXconnect_GB_V1b_2023_pricelist_Blank.pdf
https://agrisem.com/fare/STRIPCAT_GB_V1b_2023_pricelist_blank.pdf
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SPECIFICATION Rigid Manual folding Hydraulic folding
Extra cost for Seeding control computer 3 m 3,5 m 4 m 4 m 4,5 m 5 m 6 m 7,5 m 8 m 9 m 10 m 12 m

Number of spreaders 8 10 12 12 12 14 16 20 22 28 30 32

Price for front ramp front with 2 heads + pipe + 
supports (DSF with double outlet ) 0 0 - 0 0 0 0 0 0 0 0 0

Price for front ramp on Stubble-breaker with 1 
head of 16 outlets 0 0 0 0 0 0 0 0 0 0 - -

Number of seeding tubes 12 14 16 16 18 20 24 30 32 36 - -

Price for clod-braking board for Disc-O-Mulch 
with 1 seeding tubes per disc + 1 heads 0 0 0 0 0 0 0 0 0 0 - -

Number of seeding tubes 24 28 32 32 36 40 48 - - - - -

Price for clod-braking board for Disc-O-Mulch 
with 2 seeding tubes per disc + 2 heads 0 0 0 0 0 0 0 - - - - -

A

A

D

D

B C

C

B

Ramp on Disc-O-Mulch Silver/Gold
Agromulch Silver/Gold
Maximulch/Vibromulch

Front seeding ramp  on DSF Clod-braking board with 1 seeding 
tube per disc for Disc-O-Mulch

Clod-braking board with 2 seeding 
tube per disc for Disc-O-Mulch

•  Seed rate adjustment
•  Automatic calibration
•  Tramlines control
•  Pre-start
•  System control
•  Speed adjustment by Radar

• Electronic control of the distribution
• Calibration test
• Empty hopper sensor
• Display kg/ha
• CUT-OFF
• Radar option

A-Controler

A-Organizer Plus A-Manager and A-Touch

Seeding control computers

•  ISOBUS system
•  Seed rate adjustment
•  Pre-start
•  Automatic calibration

•  Tramlines control
•  System control
•  Automatic control of markers
•  Management of 2 types of product in the same time

Accessories DSF / DSA
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Seed drill ACCESSORIES

For more informations, visit 
our spare parts website.

1 2 3 4
5 6 9 10 12 13 147 8

N° Désignation Code Price in €

1

25 meters roller of pipe - Ø35 mm (inside) TUSR-35-25M

20 meters roller of pipe - Ø70 mm (inside) TUS-70-20M

Pipe Ø70 mm (inside - price per meter) TUS-70

20 meters roller of pipe - Ø90 mm (inside) TUSR-90-20M

Pipe Ø90 mm (inside - price per meter) TUSR-90

25 meters roller of pipe - Ø32 mm (inside) TUSR-32-25M

2

Connect Ø90-100 SEM15-32-510

Connect Ø70-90 SEM15-32-502

Connect Ø90-140mm SEM01-30-538

Adaptator Ø30 / Ø35 90048004

Adaptator Rubber Ø32x40/Ø32x50 ACC-635

3

Coupling "Y" Ø90/70/70 SEM01-30-535

Coupling ''Y'' Ø140/90/90 SEM01-30-536

Coupling Set ''Y'' + Air separators Ø90/90/90 SEM01-30-202

Coupling Set ‘’Y’’ + Air separators Ø140/140/140 SEM01-30-201

4
Inside cap for distribution head of 10 outlets and 16 outlets Ø35mm SEM01-30-710

Inside cap for distribution head of 24 outlets Ø35mm SEM01-30-626

Inside cap for distribution head of Ø32mm BTR32-050

5 Repartition head support kit (for beam 120 X 120) DOM8-19-021

6 Repartition head support kit (for beam 100 X 100) DOM31-19-001

7 Double repartition head support kit (for beam 120 X 120) DOM8-19-022

Air separator Ø70 SEM26-26-717

Air separator Ø90 SEM26-26-716

Air separator Ø140 SEM26-26-721

Depressurizer enter Ø50 exit Ø40 S106.245

Depressurizer D-Cup + rigid fixing collar S105.070

Set 2 Cyclones D-Cup + rigid fixing collar + support S107.187

Set cap for D-cup BO01-12-001

8 Stainless steel simple spreader SEM20-13-005

Stainless steel simple spreader elbow left SEM20-13-051

Stainless steel simple spreader elbow right SEM20-13-052

9 Stainless steel double spreader SEM20-13-055

10 Stainless steel simple outlet SEM20-13-058

11 Stainless steel double outlet SEM20-13-054

Stainless steel simple spreader DS 200/500 04000-2-103

12 Individual seeding element 2 X Ø 35mm for DISC-O-MULCH DOM8-13-532

Individual seeding element 1 X Ø 35mm for DISC-O-MULCH DOM15-13-540/541

Quick coupling Ø90 simple male DOM8-19-532

Quick coupling Ø90 double male DOM8-19-527

13 Quick coupling Ø90 simple female DOM8-19-036

14 Quick coupling Ø70 double male DOM8-19-525

Quick coupling Ø70 simple female DOM8-19-037

11

My
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V-Sem roller Ø600

• Good level of soil pressing and crumbling 
• Suitable for every type of soil
• Diameter 600 mm

Weight*: 363 kg in 3 m / 578 kg in 4.5m

S

T-Sem roller Ø620

• Good level of soil pressing and crumbling 
• Suitable for every type of soil
• Diameter 620 mm

Weight*: 407 kg in 3 m / 714 kg in 4.5 m

U-SEM roller Ø580 / Double U-SEM Ø580

• Suitable for sticky and wet soils
• Good seeds/soil contact 
• Diameter 600 mm 

Weight U-SEM Ø580*: 416 kg in 3 m / 747 kg in 4,5 m 
Weight Double U-SEM Ø580*: 571 kg in 3 m / 908 kg in 4,5 m

LH
*Only single roller

Horizontal surface pressing

*without scrapper

*without scrapper

*without scrapper

Vertical deep pressing

LH

LH

Cage coller Ø450 / Ø526

• High level of versatility, lightness, crumbling
• Suitable for every type of soil
• Diameter 450 mm / 526 mm 
Weight Ø450: 283 kg in 3 m / 468 kg in 4.5 m 
Weight Ø526: 393 kg in 3 m / 622 kg in 4.5 m

LH
*Only single roller

Rollers

S

S
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Rollers

Combimulch 35 Ø450  + Combimulch Steel-Pack Ø600

• Crenellated discs of Ø560
• Good level of soil pressing and levelling-out
•  Weed germination through disc work 

Weight Combimulch 35: 909 kg in 3 m 
Combimulch Steel-Pack: 1 245 kg in 3 m

Pressing + superficial tillage

Significant pressing in difficult conditions

Agrix roller Ø500

• Suitable for sticky and wet soil
• Good seeds/soil contact
• Diameter 500 or 700

Weight Ø500: 627 kg in 3 m / 1 009 kg in 4.5 m

C

Cage roller Ø526 + Finisher Ø460

• High level of versatility, lightness, crumbling
• Suitable for every type of soil

Weight : 666 kg in 3 m / 1 082 kg in 4,5 m

LH
*Only single roller

Steel-Pack roller Ø600

• Significant pressing over entire width
• Ideal levelling-out and crumbling
• Diameter 600 mm 

Weight: 672 kg in 3 m / 1 070 kg in 4,5 m

C
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Surface pressing in wet conditions

Flexi-Sem roller Ø310 / Ø540

• Suitable for sticky and wet soil 
• Good seeds/soil contact 
• Diameter 310 or 540 mm

Weight : 

Ø310 : 290 kg in 3 m / 486 kg in 4,5 m 

Ø540 : 478 kg in 3 m / 758 kg in 4,5 m

ACCESSORIES

Scraper Cleaner Levelling harrowS C LH

Info: 
- 80X10 mm
- Removable
- Weight 3m : 110 kg
- Weight 4,5m : 165 kg

Info: 
- 45X6 mm
- Reversible

Info: 
- Ø13 mm
- Length : 510 mm

Contact us to know extra cost for scraper.

Double Spike roller

• Significant pressing over entire width
• Promotes the penetration of water
• Suitable for every type of soil
• Re-crossing of the peaks
• Diameter 600 mm

Weight : 748 kg in 3 m

Rollers
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A

DÉTAIL A 
ECHELLE 1 : 2A

DÉTAIL A 
ECHELLE 1 : 2

TCS-LAM-744

 31  31 

 160 

AGRISEM INTERNATIONAL S.A. 535 rue Pierre Levasseur 44150 ANCENIS - Tél : 33.(0)2.51.14.14.40 - Fax : 33.(0)2.40.96.32.36

TCS 15X550 blades TCS 20x650 blades TCS 20X740 Blades

MC3 shares with 
carbide faceplate on the tip Easy-Protect shares

Hardfacing blades

TCS 20X750 blades

TCS 30X750 blades

Standard
leading edge

Leading edge with carbide 
faceplate

Accessories

Agroplow blade

Carbi-Protect share with 
carbid for TCS 550 blades

BLADES / SHARES & LEADING EDGE
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3D Security 30x30 / 
35x35

SR hub 
(Ø80 mm)

Disc crenelated

SRE hub 
(Ø100 mm)

Mulcher disc

Carbide share

3D Security tine 30x30

Standard  wing

Security with triangular 
rubber suspension R hub (Ø72 mm)

Spade disc

2 points toggling hitch and 
mechanical draw barCoupling ball K80 type

2 points toggling hitch and 
hydraulic draw bar

Fertilizing kit

Disc Turbo

TINES & SHARES

DISC SECURITY & HUB

DISCS

COUPLING & TOGGLING

with straight 
standard share

Vibrosem tines Vibromulch / Biomulch

with carbide 
shares 18 mm

with «low-disturbance»
12 mm shares

Sweep carbide shares 
225 mm
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Stabilizing wheels 
Ø700x210 (7,00-12)

Depth control wheels 
Ø730x340 (340/88-16)

DEPTH CONTROL

Stabilizing wheels 
(mounted model)

Item number Designation Price

DISC - Disc-O-Mulch - Disc-O-Vigne - Maximulch - Combimulch
TCS-DIS-503 Crenellated Disc Ø610 - 8 holes 

TCS-DIS-537 Crenellated Disc Ø560 - 8 holes

DIS-551 Mulcheur Disc Ø610 - 8 holes

DIS-552 Mulcheur Disc Ø560 - 8 holes 

DIS-580 Mulcheur Disc Ø570 - 5 holes (Disc-O-Mulch Serie R)

SHARE & LEADING EDGE - Combiplow - Cultiplow - Maximulch S5
TCS-SOC660W-001 Kit share 650 right Carbide Easy-Protect

TCS-SOC659W-001 Kit share 650 left Carbide Easy-Protect

TCS-SOC659W-611MC1 removable carbide point for Easy-Protect share

TCS-SOC653W-MC3 Share 650  left with 3 carbide platelet on the point

TCS-SOC654W-MC3 Share 650 right with 3 carbide platelet on the point

TCS-BOR28-131 Leading edge 650 - 750 left

TCS-BOR28-132 Leading edge 650 - 750 right

TCS-BOR28-131-C1 Leading edge Carbide 650 - 750 left

TCS-BOR28-132-C1 Leading edge Carbide 650 - 750 right

SHARE & WINGED - Agromulch
AGM11-03-551 Carbide point

AGM11-03-623 Point standard

AGM11-03-010 Kit winged 365mm (2 winged + bolt)

AGM11-03-011 Kit carbide winged 365mm (2 carbide winged + bolt)

SHARE & LEADING EDGE - Combivigne - Cultivigne - Maximulch S3
TCS-SOC553W-MC4 Share 550 left carbide Carbi-Protect

TCS-SOC554W-MC4 Share 550 right carbide Carbi-Protect

TCS-SOC553W-MC2 Share 550 left carbide standard

TCS-SOC554W-MC2 Share 550 right carbide standard

TCS-BOR24-121 Leading edge 24 x 120 for blade TCS 550 left

TCS-BOR24-122 Leading edge 24 x 120 for blade TCS 550 right

SHARE - Vibromulch
101.302112 Share straight

AGM18-03-607 Winded Share 200mm
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Bodywarmer casual
MKT-BODYW20
Size : S-XXL
Colour : Black
Shell fabric : 100% Polyamid
Lining : 100% Polyamid
Padding : 100% Polyester

Be comfortable in your movements while 
being warm 
thanks to this ultra-light sleeveless down 
jacket!

Polo
MKT-POLOB20
Size : S-XXL
Colour : Black with yellow stripes
Shell fabric : 65% Polyester
       35% Coton

Ideal for summer, this light polo shirt 
will dress you up!

Pen
MKT-PEN20
2 models : AGRISEM, SLY

Colour : Black with white marking

Overall

MKT-COMBIG
Size : T1-T5
Colour : Black with yellow stripes
Shell fabric : 65% Cotyon
       35% Polyester

Work coat suit easily put on thanks to its 
double closure

My

Log on to my.agrisem.com and 
order your spare parts and 

your goodies!

Goodies

Hat

MKT-BONNET-2022

Cap

MKT-CAP-2022

Cup
MKT-MUG-2022
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Setting-up      Export Important:

Planning for a setting-up has to 
be done 4 weeks before.
It will be performed by a 
technician from AGRISEM 
International. This participation 
includes traveling costs of our 
technician. 
If the dealer does not wish to 
entrust AGRISEM International 
with the setting-up of the 
equipment, he takes full 
responsability as regards to the 
proper functioning of the machine 
and can in no circumstances turn 
against AGRISEM International. 
Technical and business training 
can be made by AGRISEM 
International.

The setting-up of front hoppers by our team requires the supply of several components on the
customers’s tractor. These elements are essential for this operation and our company can not be charged
for their cost since they depend on the tractor’s type :
 - Sufficient capacity for lifting at the front.
 - A double-action hydraulic distribution system for the engine oil supply (2 half-female-couplers).
 - A single hydraulic axis from the engine evacuation attached to the unloading valve (pressure = 1 bar)
    of the tractor (1 three-quarter-female-coupler).
 - A single-action hydraulic distribution system for the land wheel (1 half-female-coupler).
 - A female 7-pin 12V socket at the front for the lighting kit (optional).
 - A 3-pin 12V socket in the cabin for the electronic control box connection.
 - Indications from one of the dealer’s technicians on the positioning and fixing of the electronic control
    box in the cabin.

If these elements are not provided, our technician will not be able to set up the front hopper.
The start-up price includes the preparation of a front hopper for one tractor only.

Our technician’s «start-up package» with mounting consists of :
 - Coupling-up the front hopper
 - Attachment of the 2 grain transfer tubes under the tractor
 - Attachment of the distribution heads to original AGRISEM equipment only (if the equiment is not 
                 an AGRISEM one our technician will not be able to mount the sowing units)
 - Attachment of the electronic control box and the tramline valves
 - Calibration of the electronic control box
 - Guidance in the use and adjustment of the machine.

Setting-up package without mounting

Setting-up of Front Hoppers

Price in € / net

DSF/DSA 680 €

Preparation of machines for shipment in regular 
truck or container

Price in € / net

20 feet container or half-trailer of machines 508 €

40 feet container or full trailer of machines 904 €
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GENERAL TERMS AND CONDITIONS OF SALES

ART. 1 – GENERAL CLAUSE
All orders we receive are subject to these General Terms and Conditions (GTC), which apply to all 
purchases, unless otherwise formally and expressly stipulated by us in the order confirmation.

By placing an order, the buyer fully and unconditionally accepts our general terms, to the exclusion of 
all other documents such as brochures or catalogues issued by the seller, which are only indicative.
No special conditions supersede the general terms of sale, unless formally agreed in writing by the 
seller. No contrary conditions can be invoked by the buyer.

Any waiver by AGRISEM International relating to the performance by the Customer of any provision 
of these General Terms shall not be deemed a waiver of AGRISEM International’s rights in the future. 
The provisions of these GTC remain fully in force.

ART. 2 – ORDERS
Orders are not final until a written, signed confirmation is received from us, contained in the 
acknowledgment of receipt of order. However, acceptance may also result from the shipment of 
products. The signing of purchase orders is definitively binding on the buyer.
Orders cannot be cancelled.

ART. 3 – TRANSPORT AND LACK OF CONFORMITY
Unless otherwise specifically agreed, all costs of transport, insurance, customs and handling shall 
be borne by the Buyer.

Goods travel at risk of the Buyer, who is responsible for checking the condition of the goods at the 
time of delivery. Buyer must check the quality, quantity and references of the goods to ensure they 
are in conformity with the order.

No complaints will be considered after a period of 48 hours from the date of delivery.

The goods that are recognized to be non-conforming and are reported in the period indicated above 
will be replaced or a discount applied, excluding any other type of compensation.

ART. 4 – DELIVERY
Deliveries are made subject to availability and in the order of arrival of orders. The seller is authorized 
to make partial or full deliveries.
Delivery times are indicative and not binding. Delays in delivery do not entitle the buyer to cancel the 
order or to demand compensation.
Cases of force majeure or unforeseeable circumstances, such as mobilization, war, riots, partial 
or general strikes of the personnel of the vendor’s company or other businesses which handle our 
orders, including shipping companies, lockouts, epidemics, shortages of materials, fires, floods, 
explosions, manufacturing equipment accidents, etc. relieve us from our obligation to supply the 
goods for which production is suspended.

In any event, delivery will be made on time only if the buyer is current in its obligations to the seller, 
whatever the cause.

ART.5 WARRANTIES 

AGRISEM International and the Buyer recognize each other as professionals of the products sold.

The goods and parts manufactured by AGRISEM International are warranted against defects in 
materials or workmanship for a period of 6 months from the date of delivery.
The warranty is limited to replacing the parts found to be defective by AGRISEM International’s after 
sales service, excluding any other compensation for damages. In all cases, the cost of labour will 
be borne by the buyer.

A credit note issued by the AGRISEM International for warranty purposes is valid during 12 months 
as from the date of issue, and can be deducted from any further order.

The applicable warranty terms are contained in the manual for each machine.
The warranty applies only if the customer has met the general obligations of the contract, in particular 
the payment terms.

Under the warranty terms, the following are excluded from this warranty: wear parts, incidents arising 
from misuse of equipment, poor maintenance, the use of parts not approved by the manufacturer or 
changes made by the buyer, and in general any failure to comply with the requirements stipulated in 
the manual that came with the machine. Parts that have suffered abnormal wear and tear during the 
warranty period are also excluded from the warranty.

Warranty claims must be made on AGRISEM’s “warranty claim form” sent by registered mail with 
return receipt by the dealer to the technical department of the company within 10 days from the date 
of the incident.

If the defects may cause damage to the machine, it is mandatory to stop using the equipment, 
otherwise AGRISEM International will be released from its contractual liability.

The buyer must present the warranty certificate and the invoice when the warranty is invoked. The 
warranty is not extended unless we give our prior written consent.

To benefit from the warranty, all products must be sent to AGRISEM International’s after sales 
service, whose agreement is necessary for any replacement.

The buyer shall pay for any shipping costs involved. Repairs made under the warranty do not extend 
the warranty.
 

ART. 6 – RETURN OF PARTS

Parts can be returned only after prior written agreement from AGRISEM International. Returned parts 
must be received properly packaged in original factory condition, shipped at buyer’s expense to our 
premises, including the delivery slip number or invoice number.
After receipt and inspection of the parts, a credit note will be drawn up with a reduction of 30% on 
the net price charged.

ART. 7 – PRICES

The products are supplied at prices in effect at the time of delivery. The price listed on the order 
conformation is indicative only.
Prices are net ex-works, VAT not included, packaging and shipping not included, Ex-works (EXW) for 
deliveries outside France. All taxes, duties or services payable under French regulations, or those of 
an importing country or transit country are the responsibility of the buyer.
Unless otherwise agreed in writing by the seller, shipping is always paid by the buyer.

ART. 8 – TERMS OF PAYMENT
All our goods are payable to our registered offices, regardless of payment method used, under the 
conditions defined in the quotes and invoices. 

Unless otherwise specified on the order form and in the order confirmation sent to the customer, all 
our invoices are payable upon receipt. The first order must be paid before the goods are shipped.

In case of payment by bill of exchange, the bills of exchange must be returned and accepted within 
two weeks of being sent.

Payment is made when the funds are actually posted to our account. A bill of exchange or any other 
instrument creating an obligation to pay does not constitute a payment.

ART. 9 – LATE PAYMENT OR FAILURE TO PAY

By express agreement and unless we grant a deferral, failure to pay by the deadline will entitle us 
to, without prior notice:

- Demand immediate payment of all outstanding sums.
- Apply late charges of 3 times the legal interest rate in effect on the outstanding 
sums, incl. VAT.

The payment of all direct or indirect fees, lawyer expenses, collection agency fees and costs and any 
legal costs incurred to recover sums due, will be charged to the buyer. 

In case of payment by negotiable instrument, failure to return the instrument within 15 days or return 
with extended terms will be considered failure to pay.

Failure to pay on the due date immediately releases our company from all obligations to the buyer, 
such as warranties, agreements, contracts, etc. ...

If an amicable settlement cannot be reached, the buyer will also owe an amount equal to 20% of the 
outstanding sums incl. VAT or 750 €, whichever is more, under article 1229 of the French Civil Code.

In all cases, the goods must be returned at the expense of the defaulting buyer, who is responsible 
for risks until we receive our equipmen

ART. 10 - RESERVATION OF TITLE

Seller expressly reserves ownership of the goods delivered and designated below until 
payment has been made in full of the principal and any interest due.
If the buyer fails to pay by the due date, the seller may take back the goods. The sale will 
be cancelled automatically at the discretion of the seller and seller will retain any deposits 
already paid in exchange for the enjoyment of the goods that the buyer benefited from.
The goods remain the property of the seller until full payment of their price, but the buyer will 
become liable for any risks upon physical delivery. Accordingly, the buyer agrees to take out 
an insurance policy covering risks of loss, theft or destruction of the goods.
The goods remain the property of the seller until full payment of their price, and therefore it 
is forbidden for the buyer to sell them or transform them.
However, as a mere tolerance and for the sole purpose of its business, the seller authorizes 
the buyer to sell the goods provided that the buyer pays the full price outstanding as soon 
as the goods are sold.

The delivery of documents or the sale of products by AGRISEM International implies transfer 
only of physical property. Intellectual and industrial property of plans, designs, trademarks, 
logos, and generally all AGRISEM International documents or products belong exclusively 
to AGRISEM International.

ART. 11 - JURISDICTION

For any disputes arising from the implementation or interpretation of these general terms of sale, the 
Commercial Court of Nantes shall have sole jurisdiction. This applies even in the case of summary 
procedures, incidental claims or multiple defendants, and whatever the mode or manner of payment. 
For international sales, the contract is also governed by French commercial law and jurisdiction is 
also assigned to the Commercial Court of Nantes.



Your dealer : 

535 rue Pierre Levasseur - CS 60263
44158 ANCENIS - FRANCE

T. +33 (0) 2 51 14 14 40

www.agrisem.com
agrisem@agrisem.com

#YellowTeam
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